
ARCHITECTURAL 
PENDANTS &
WALL SCONCES



JESCO LIGHTING is pleased to bring you our new collection 
of aluminum die-cast Architectural Pendant and Wall 
Sconces. Precision engineered with the most technically 
advanced components, this unique system provides the 
architect, lighting designer or interior designer the ability 
to customize the form and function of a pendant and 
matching wall sconce for modern high-end residential 
and commercial interiors to provide a consistent lighting 
design throughout a space. 

Available in four sizes ranging from residential 6"– to 
commercial 16"-diameter, the Pendants can be hung in 
four different ways: stem-mounted, cord suspended and 
aircraft cable suspended with or without ballast housing, 
depending on lamp choice. Lamp options include LED, 
Incandescent, Compact Fluorescent and Metal Halide 
with various lamp sockets. Select from three types of 
shades: Pressed Glass Refractor, Cased Glass Diffuser, 
each available in various vivid colors, and an aluminum 
reflector. Complete the look with accessories such as glass 
lenses, lens inserts and aluminum hoods. Matching Wall 
Sconces are offered in the same shade diameters of 6", 
9", 12" and 16"; with the same lamp, shade and accessory 
options. This mix-and-match system generates over 2,000 
pendant options and 880 wall sconce options. 

A simple-to-use online JESCO ConfiguratorSM provides a 
step-by-step guide to aid with the design process. At the 
end of the design process, a bill of material is generated 
along with a rendering of the customized product and 
specifications, all of which can be printed and emailed 
from our website. 

The Architectural Pendants with matching Wall Sconces 
allow perfect visual integration in ceilings and walls; 
a broad selection of lamp choices offer effective 
performance to meet specific application needs. Its 
custom-ability creates signature looks and bold visual 
statements for modern architectural interiors – an 
exceptional lighting solution for residential, commercial, 
retail and institutional applications. 
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PENDANT:
AP09C3/10
AP09H-GU24
AP09S02 AM
AP09A-LB
AP09A-L03
AP09A-L03ICL

WALL SCONCE:
AW09-GU24
AP09S02 AM
AP09A-LB
AP09A-L03
AP09A-L03ICL

ARCHITECTURAL PENDANTS
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ARCHITECTURAL PENDANTS

PENDANT:
AP09C4-CF42/10
AP09H-GX24
AP09S01 AM
AP09A-LB
AP09A-L02

WALL SCONCE:
AW09-GX24-CF42
AP09S01 AM
AP09A-LB
AP09A-L02
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Aircraft Cable Suspension
Clear Pressed  
Glass Refractor
Aluminum Hood
Lens Bracket
Frosted Lens

Rod Suspension 
Cobalt Blue 
Cased Glass 
Diffuser 
Lens Bracket
Frosted Lens

Cord Suspension
Aluminum Reflector
Lens Bracket
Clear Lens with Open Center
Clear Lens Insert

Aircraft Cable Suspension 
with Ballast Housing
Amber Cased  
Glass Diffuser 
Aluminum Hood
Lens Bracket
Frosted Lens

ARCHITECTURAL PENDANTS



5JESCO LIGHTING 

Rod Suspension 
Amber Pressed  
Glass Refractor 
Lens Bracket
Frosted Lens

Rod Suspension
Opal White Cased Glass 
Diffuser 
Aluminum Hood
Lens Bracket
Clear Lens  
with Frosted Center

Aircraft Cable Suspension 
with Ballast Housing
Cobalt Blue Pressed  
Glass Refractor 
Lens Bracket
Clear Lens  
with Open Center
Clear Lens Insert

Aircraft Cable Suspension
Aluminum Reflector
Lens Bracket
Frosted Lens 

ARCHITECTURAL PENDANTS
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TO CUSTOM BUILD A PENDANT

1 – SELECT FIXTURE SIZE

2 – SELECT LAMPING

3 – SELECT SUSPENSION METHOD

4 – SELECT SHADE

5 – SELECT ACCESSORIES

Please note, our simple-to-use online ConfiguratorSM 

provides a step-by-step guide to aid with the 
design process (see page 22 for details). Once 
the desired fixture is built, a rendering of the custom 
fixture, along with a bill of material that includes 
ordering information and product specifications, 
will be generated and available for printing or 
emailing from our website. 

SUSPENSION

HUSK

LAMP

LENS 
BRACKET

HOOD

SHADE

LENS

LENS INSERT

ARCHITECTURAL PENDANTS
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INCANDESCENT 
MEDIUM BASE

CFL TTT  
GX24 BASE

METAL HALIDE  
MEDIUM  BASE CMH PAR20/30

METAL HALIDE  
MEDIUM BASE ED17P

CFL  
GU24 BASE

METAL HALIDE  
G12 BASE

LED  
GU24 BASE

SELECT LAMP TYPE

Shade 
Diameter

LED  
GU24 Base

Incandescent 
Medium Base

CFL  
GU24 Base

CFL TTT  
GX24 Base

Metal Halide 
Medium Base

Metal Halide  
G12 Base

Dimmable Dimmable Not dimmable Dimmable in 12" & 16" Not dimmable Not dimmable

6"
13.5W LED lamp,
300° Omni Directional,
3000K, 800Lm,
59.2Lm/W
(included)

A21 150W Max. GU24 18W Max. TTT 26W Max. CMH PAR20 20W
CMH PAR20 39W

CMH PAR30 20W
CMH PAR30 39W

CMH T4.5/T6 20W
CMH T4.5/T6 39W

9"
13.5W LED lamp,
300° Omni Directional,
3000K, 800Lm,
59.2Lm/W
(included)

A21 150W Max. GU24 26W Max. TTT 26W
TTT 32W
TTT 42W

CMH PAR20 20W
CMH PAR20 39W

CMH PAR30 20W
CMH PAR30 39W

CMH T4.5/T6 20W
CMH T4.5/T6 39W

12"
A21 150W Max. GU24 42W Max. (2) TTT 26W

(2) TTT 32W
(2) TTT 42W

ED17P 70W
ED17P 100W

16"

A21 150W Max. GU24 42W Max. (4) TTT 26W
(4) TTT 32W
(4) TTT 42W

(2) TTT 57W
(2) TTT 70W

ED17P 100W
ED17P 150W

Fixtures are not supplied with lamps except LED versions which are supplied with the Husk.

1

ARCHITECTURAL PENDANTS
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ROD SUSPENSION
•	 Canopy
•	 (2) 5' Field Cuttable Downrods
•	 Grey powder coated finish

CORD SUSPENSION
•	 Canopy
•	 �10' Black Suspension Cord  

(Field Cuttable)
•	 Grey powder coated finish

AIRCRAFT CABLE SUSPENSION
•	 Canopy
•	 10' Adjustable Aircraft Cables
•	 10' Black Cord (Field Cuttable)
•	 Grey powder coated finish

AIRCRAFT CABLE SUSPENSION  
WITH BALLAST HOUSING
•	 Canopy
•	 Electronic Ballast
•	 Ballast Housing
•	 10' Adjustable Aircraft Cables
•	 9' Black Cord (Field Cuttable)
•	 Grey powder coated finish

SELECT SUSPENSION

Shade 
Diameter Lamp Type Rod Suspension Cord Suspension Aircraft Cable 

Suspension

Aircraft Cable 
Suspension with 
Ballast Housing

6"

LED Medium Base AP06C1/10 AP06C2/10 AP06C3/10

LED GU24 Base AP06C1/10 AP06C2/10 AP06C3/10

Incandescent Medium Base AP06C1/10 AP06C2/10 AP06C3/10

CFL GU24 Base AP06C1/10 AP06C2/10 AP06C3/10

CFL TTT GX24 Base AP06C4-CF26/10

MH Medium Base AP06C4-MH20/10
AP06C4-MH39/10

MH G12 Base AP06C4-MH20/10
AP06C4-MH39/10

9"

LED Medium Base AP09C1/10 AP09C2/10 AP09C3/10

LED GU24 Base AP09C1/10 AP09C2/10 AP09C3/10

Incandescent Medium Base AP09C1/10 AP09C2/10 AP09C3/10

CFL GU24 Base AP09C1/10 AP09C2/10 AP09C3/10

CFL TTT GX24 Base AP09C4-CF42/10

MH Medium Base AP09C4-MH20/10
AP09C4-MH39/10

MH G12 Base AP09C4-MH20/10
AP09C4-MH39/10

12"

Incandescent Medium Base AP12C1/10 AP12C3/10

CFL GU24 Base AP12C1/10 AP12C3/10

CFL TTT GX24 Base AP12C1/10 AP12C3/10

MH Medium Base AP12C1-MH70/10
120/277V 70W
AP12C1-MH100/10
120/277V 100W
AP12C1-MH70/10E3
347V 70W
AP12C1-MH100/10E3
347V 70W

AP12C3-MH70/10
120/277V 70W
AP12C3-MH100/10
120/277V 100W
AP12C3-MH70/10E3
347V 70W
AP12C3-MH100/10E3
347V 70W

16"

Incandescent Medium Base AP16C1/10 AP16C3/10

CFL GU24 Base AP16C1/10 AP16C3/10

CFL TTT GX24 Base AP16C1/10 AP16C3/10

MH Medium Base AP16C1-MH100/10
120/277V 100W
AP16C1-MH150/10
120V 150W
AP16C1-MH100/10E3
347V 100W
AP16C1-MH150/10E3
347V 150W

AP16C3-MH100/10
120/277V 100W
AP16C3-MH150/10
120V 150W
AP16C3-MH100/10E3
347V 100W
AP16C3-MH150/10E3
347V 150W

2

A B

C

Shade 
Diameter

A
Diameter

B
Height

C
Height from Ceiling

to Top of Husk

6" 5 1/8" 1 1/16" 10'

9" 6 5/8" 1 1/16" 10'

12" 9 1/4" 2 1/8" 10'

16" 9 1/4"  2 1/8" 10'

Note: 

For LED Medium/GU24 Base, Incandescent Medium Base, 
& CFL GU24 Base fixtures - input voltage is 120V.

For CFL TTT GX24 Base & Metal Halide Medium/G12 Base 
fixtures - input voltage is universal 120-277V (except on 16", 
150W, Medium Base Metal Halide which is 120VAC only).

See specification sheet for details

ARCHITECTURAL PENDANTS
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B

A Shade 
Diameter

A
Diameter

B
Height

6" 3 1/4" 3"

9" 5" 3 7/8"

12" 6" 6 5/8"

16" 8" 8 5/8"

SELECT HUSK & SOCKET

Shade 
Diameter

LED  
Medium Base

LED  
GU24 Base

Incandescent 
Medium Base

CFL  
GU24 Base

CFL TTT  
GX24 Base

Metal Halide 
Medium Base

Metal Halide  
G12 Base

•	Grey powder 
coated finish

•	Grey powder 
coated finish

•	Grey powder 
coated finish

•	Grey powder 
coated finish

•	Grey powder 
coated finish

•	Grey powder 
coated finish

•	Requires use of 
Frosted / Clear 
Lens for safety.

•	Lens Bracket 
included.

•	Grey powder 
coated finish.

6"

AP06H-MED/LED
13.5W LED lamp,
300° Omni Directional,
3000K, 800Lm,
59.2Lm/W
(included)

AP06H-GU24/LED
13.5W LED lamp,
300° Omni Directional,
3000K, 800Lm,
59.2Lm/W
(included)

AP06H-MED
A21 150W Max.

AP06H-GU24
GU24 18W Max.

AP06H-GX24
TTT 26W

AP06H-MED
CMH PAR20 20W
CMH PAR20 39W

CMH PAR30 20W
CMH PAR30 39W

AP06H-G12
CMH T4.5/T6 20W
CMH T4.5/T6 39W

9"

AP09H-MED/LED
13.5W LED lamp,
300° Omni Directional,
3000K, 800Lm,
59.2Lm/W
(included)

AP09H-GU24/LED
13.5W LED lamp,
300° Omni Directional,
3000K, 800Lm,
59.2Lm/W
(included)

AP09H-MED
A21 150W Max.

AP09H-GU24
GU24 26W Max.

AP09H-GX24
TTT 26W
TTT 32W
TTT 42W

AP09H-MED
CMH PAR20 20W
CMH PAR20 39W

CMH PAR30 20W
CMH PAR30 39W

AP09H-G12
CMH T4.5/T6 20W
CMH T4.5/T6 39W

12"
AP12H-MED
A21 150W Max.

AP12H-GU24
GU24 42W Max.

AP12H-GX24-CF42
(2) TTT 26W
(2) TTT 32W
(2) TTT 42W

AP12H-MED
ED17P 70W
ED17P 100W

16"

AP16H-MED
A21 150W Max.

AP16H-GU24
GU24 42W Max.

AP16H-GX24-CF42
CFL 120V Ballast
(4) TTT 26W
(4) TTT 32W
(4) TTT 42W
AP16H-GX24-CF42MX1
120V Mark 10 dimming
(4) TTT 32W
(4) TTT 42W
AP16H-GX24-CF42MX2
277V Mark 10 dimming
(4) TTT 32W
(4) TTT 42W
AP16H-GX24-CF70
CFL 120V Ballast
(2) TTT 57W
(2) TTT 70W
AP16H-GX24-CF70MX1
120V Mark 10 dimming
(2) TTT 57W
(2) TTT 70W
AP16H-GX24-CF70MX2
277V Mark 10 dimming
(2) TTT 57W
(2) TTT 70W

AP16H-MED
ED17P 100W
ED17P 150W

Fixtures are not supplied with lamps except LED versions which are supplied with the Husk.

3

ARCHITECTURAL PENDANTS
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ARCHITECTURAL PENDANTS

SELECT SHADE

Shade 
Diameter

Pressed Glass Refractor Cased Glass Diffuser
Aluminum 
ReflectorAmber Cobalt Blue Clear White Amber Cobalt Blue Opal White

6" AP06S01 AM AP06S01 BU AP06S01 CL AP06S01 WH AP06S02 AM AP06S02 BU AP06S02 WH AP06S04

9" AP09S01 AM AP09S01 BU AP09S01 CL AP09S01 WH AP09S02 AM AP09S02 BU AP09S02 WH AP09S04

12" AP12S01 AM AP12S01 BU AP12S01 CL AP12S01 WH AP12S02 AM AP12S02 BU AP12S02 WH AP12S04

16" AP16S02 AM AP16S02 BU AP16S02 WH AP16S04

B

A

Shade 
Diameter

A
Diameter

B
Height

6" 6" 4 7/8"

9" 9" 7 1/4"

12" 12"  9 3/4"

16" 16" 13"

PRESSED GLASS REFRACTOR
Amber 

PRESSED GLASS REFRACTOR
Clear 

CASED GLASS DIFFUSER 
Amber 

CASED GLASS DIFFUSER 
Opal White 

PRESSED GLASS REFRACTOR
Cobalt Blue

PRESSED GLASS REFRACTOR
White 

CASED GLASS DIFFUSER 
Cobalt Blue

REFLECTOR 
Aluminum

4
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SELECT ACCESSORIES

Shade 
Diameter

Lens  
Bracket

Required with all lenses

Frosted  
Lens

Lens Bracket required

Clear Lens / 
Frosted Center

Lens Bracket required

Clear Lens /  
Open Center

Lens Bracket required

Clear  
Lens Insert

Requires L03 Lens

Aluminum  
Hood

6" AP06A-LB AP06A-L01 AP06A-L02 AP06A-L03 AP06A-L03ICL AP06S09

9" AP09A-LB AP09A-L01 AP09A-L02 AP09A-L03 AP09A-L03ICL AP09S09

12" AP12A-LB AP12A-L01 AP12A-L02 AP12A-L03 AP12A-L03ICL AP12S09

16" AP16A-LB AP16A-L01 AP16A-L02 AP16A-L03 AP16A-L03ICL AP16S09

A

B

A

A

Shade 
Diameter

A
Diameter

B
Height

6" 6 1/16" 3 1/16"

9" 9 1/16" 4 5/8"

12" 12 1/16" 6 1/4"

16" 16 1/16" 8 1/4"

Shade 
Diameter

A
Height

6" 5 1/4"

9" 7 3/4"

12" 10 5/16"

16" 13 9/16"

Shade 
Diameter

A
Diameter (L01, L02, L03 lenses)

6" 6 1/16"

9" 9 1/16"

12" 12 1/16"

16" 16 1/16"

FROSTED LENS

LENS BRACKET

CLEAR LENS / 
FROSTED CENTER

ALUMINUM HOOD

CLEAR LENS / 
OPEN CENTER

CLEAR LENS INSERT

A B Shade 
Diameter

A
Diameter

B
Height

6" 2 3/4" 5/8"

9" 4 1/8" 1"

12" 5 1/2" 1 3/8"

16" 7 1/4" 1 9/16"

5
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ARCHITECTURAL WALL SCONCES

WALL SCONCES:

AW09-MED
AP09S02 BU
AP09A-LB
AP09A-L03
AP09A-L03ICL
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ARCHITECTURAL WALL SCONCES

WALL SCONCES:

AW09-GU24/LED
AP09S01 WH
AP09A-LB
AP09A-L01
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ARCHITECTURAL WALL SCONCES

Cobalt Blue  
Pressed Glass Refractor
Lens Bracket
Frosted Lens

Cobalt Blue  
Pressed Glass Refractor
Aluminum Hood 
Lens Bracket
Frosted Lens
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Clear Pressed Glass 
Refractor
Aluminum Hood 
Lens Bracket
Clear Lens with 
Frosted Center 

White Cased  
Glass Diffuser 
Lens Bracket
Clear Lens with Frosted 
Center

Aluminum Reflector  
Lens Bracket
Frosted Lens

Amber Cased  
Glass Diffuser 
Lens Bracket
Frosted Lens

ARCHITECTURAL WALL SCONCES
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ARCHITECTURAL WALL SCONCES

Amber Pressed Glass Refractor
Lens Bracket
Clear Lens with Frosted Center
Shown in an up-light position

Amber Pressed Glass Refractor
Lens Bracket
Clear Lens with Frosted Center
Shown in a down-light position
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TO CUSTOM BUILD A WALL SCONCE

1 – SELECT FIXTURE SIZE

2 – SELECT LAMPING

3 – SELECT CANOPY AND HUSK

3 – SELECT SHADE

4 – SELECT ACCESSORIES

Please note, our simple-to-use online ConfiguratorSM 
provides a step-by-step guide to aid with the design 
process (see page 22 for details). Once the 
desired fixture is built, a rendering of the custom 
fixture, along with a bill of material that includes 
ordering information and product specifications, 
will be generated and available for printing or 
emailing from our website.

Architectural Wall Sconces can be mounted in an 
upward- or downward-facing orientation.

CANOPY & HUSK

LAMP

LENS BRACKET

HOOD

SHADE

LENS

LENS INSERT

ARCHITECTURAL WALL SCONCES
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ARCHITECTURAL WALL SCONCES

SELECT LAMP TYPE

Shade 
Diameter

LED  
Medium Base

LED  
GU24 Base

Incandescent 
Medium Base

CFL  
GU24 Base

CFL TTT  
GX24 Base

Metal Halide 
Medium Base

Metal Halide  
G12 Base

Dimmable Dimmable Dimmable Not dimmable Dimmable in 16" Not dimmable Not dimmable

6"
13.5W LED lamp,
300° Omni Directional,
3000K, 800Lm,
59.2Lm/W
(included)

13.5W LED lamp,
300° Omni Directional,
3000K, 800Lm,
59.2Lm/W
(included)

A21 150W Max. GU24 18W Max. TTT 26W Max. CMH T4.5/T6 20W
CMH T4.5/T6 39W

9"
13.5W LED lamp,
300° Omni Directional,
3000K, 800Lm,
59.2Lm/W
(included)

13.5W LED lamp,
300° Omni Directional,
3000K, 800Lm,
59.2Lm/W
(included)

A21 150W Max. GU24 26W Max. TTT 26W
TTT 32W
TTT 42W

CMH T4.5/T6 20W
CMH T4.5/T6 39W

12"
A21 150W Max. GU24 42W Max. (2) TTT 26W

(2) TTT 32W
(2) TTT 42W

ED17P 70W
ED17P 100W

16"

A21 150W Max. GU24 42W Max. (4) TTT 26W
(4) TTT 32W
(4) TTT 42W

(2) TTT 57W
(2) TTT 70W

ED17P 100W
ED17P 150W

Fixtures are not supplied with lamps except LED versions which are supplied with the Husk.

1

INCANDESCENT 
MEDIUM BASE

CFL TTT  
GX24 BASE

LED  
MEDIUM BASE

METAL HALIDE  
MEDIUM BASE ED17P

CFL  
GU24 BASE

METAL HALIDE  
G12 BASE

LED  
GU24 BASE
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SELECT CANOPY & HUSK

Shade 
Diameter

LED  
Medium Base

LED  
GU24 Base

Incandescent 
Medium Base

CFL  
GU24 Base

CFL TTT  
GX24 Base

Metal Halide 
Medium Base

Metal Halide  
G12 Base

•	Grey powder 
coated finish

•	Grey powder 
coated finish

•	Grey powder 
coated finish

•	Grey powder 
coated finish

•	Grey powder 
coated finish

•	Grey powder  
coated finish

•	Requires use of Frosred 
/ Clear Lens for safety.

•	Lens Bracket included.
•	Grey powder 

coated finish.

6"

AW06-MED/LED
13.5W LED lamp,
300° Omni 
Directional,
3000K, 800Lm,
59.2Lm/W
(included)

AW06-GU24/LED
13.5W LED lamp,
300° Omni 
Directional,
3000K, 800Lm,
59.2Lm/W
(included)

AW06-MED
A21 150W Max.

AW06-GU24
GU24 18W Max.

AW06-GX24-CF26
TTT 26W

AW06-G12-MH20
CMH T4.5/T6 20W
AW06-G12-MH39
CMH T4.5/T6 39W

9"

AW09-MED/LED
13.5W LED lamp,
300° Omni 
Directional,
3000K, 800Lm,
59.2Lm/W
(included)

AW09-GU24/LED
13.5W LED lamp,
300° Omni 
Directional,
3000K, 800Lm,
59.2Lm/W
(included)

AW09-MED
A21 150W Max.

AW09-GU24
GU24 18W Max.

AW09-GX24-CF42
TTT 26W
TTT 32W
TTT 42W

AW09-G12-MH20
CMH T4.5/T6 20W
AW09-G12-MH39
CMH T4.5/T6 39W

12"

AW12-MED
A21 150W Max.

AW12-GU24
GU24 42W Max.

AW12-GX24-CF42
(2) TTT 26W
(2) TTT 32W
(2) TTT 42W

AW12-MED-MH70
120/277V ED17P 70W
AW12-MED-MH70E3
347V ED17P 70W
AW12-MED-MH100
120/277V ED17P 100W
AW12-MED-MH100E3
347V ED17P 100W

16"

AW16-MED
A21 150W Max.

AW16-GU24
GU24 42W Max.

AW16-GX24-CF42
CFL 120/277V Ballast
(4) TTT 26W or (4) TTT 32W or  
(4) TTT 42W
AW16-GX24-CF42MX1
120V Mark 10 Dimming
(4) TTT 32W or (4) TTT 42W
AW16-GX24-CF42MX2
277V Mark 10 Dimming
(4) TTT 32W or (4) TTT 42W
AW16-GX24-CF70
CFL 120/277V Ballast
(2) TTT 57W or (2) TTT 70W
AW16-GX24-CF70MX1
120V Mark 10 Dimming
(2) TTT 57W or (2) TTT 70W
AW16-GX24-CF70MX2
277V Mark 10 Dimming
(2) TTT 57W or (2) TTT 70W

AW16-MED-MH100
120/277V ED17P 100W
AW16-MED-MH100E3
347V ED17P 100W
AW16-MED-MH150
120V ED17P 150W
AW16-MED-MH150E3
347V ED17P 150W

Fixtures are not supplied with lamps except LED versions which are supplied with the Husk.

2

C

B

A D

Shade 
Diameter

A
Husk Diameter

B
Backplate Height

C
Backplate Width

D
Overall Depth

Incandescent,
LED, GU24

CFL TTT,  
Metal Halide

6" 3 1/4" 5" 6 3/4" 5 3/4" 6 3/4"

9" 5" 9 11/16" 7" 8 1/2" 9 3/8"

12" 6 5/8" 14 3/16" 10 1/2" 12 1/4" 12 1/4"

16" 8" 18 7/8" 14" 15 5/16" 15 5/16"

Note: Canopy can be mounted in the 'base up' or 'base down' position

Note: 

For LED Medium/GU24 Base, 
Incandescent Medium Base, & CFL 
GU24 Base fixtures - input voltage is 
120V.

For CFL TTT GX24 Base & Metal Halide 
Medium/G12 Base fixtures - input 
voltage is universal 120-277V (except 
on 16", 150W, Medium Base Metal 
Halide which is 120VAC only).

See specification sheet for details

ARCHITECTURAL WALL SCONCES
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B

A

Shade 
Diameter

A
Diameter

B
Height

6" 6" 4 7/8"

9" 9" 7 1/4"

12" 12"  9 3/4"

16" 16" 13"

ARCHITECTURAL WALL SCONCES

PRESSED GLASS REFRACTOR
Amber 

PRESSED GLASS REFRACTOR
Clear 

CASED GLASS DIFFUSER 
Amber 

CASED GLASS DIFFUSER 
Opal White 

PRESSED GLASS REFRACTOR
Cobalt Blue

PRESSED GLASS REFRACTOR
White 

CASED GLASS DIFFUSER 
Cobalt Blue

REFLECTOR 
Aluminum

SELECT SHADE

Shade 
Diameter

Pressed Glass Refractor Cased Glass Diffuser
Aluminum 
ReflectorAmber Cobalt Blue Clear White Amber Cobalt Blue Opal White

6" AP06S01 AM AP06S01 BU AP06S01 CL AP06S01 WH AP06S02 AM AP06S02 BU AP06S02 WH AP06S04

9" AP09S01 AM AP09S01 BU AP09S01 CL AP09S01 WH AP09S02 AM AP09S02 BU AP09S02 WH AP09S04

12" AP12S01 AM AP12S01 BU AP12S01 CL AP12S01 WH AP12S02 AM AP12S02 BU AP12S02 WH AP12S04

16" AP16S02 AM AP16S02 BU AP16S02 WH AP16S04

3
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B

A

Shade 
Diameter

A
Diameter

B
Height

6" 6 1/16" 3 1/16"

9" 9 1/16" 4 5/8"

12" 12 1/16" 6 1/4"

16" 16 1/16" 8 1/4"

A

Shade 
Diameter

A
Height

6" 5 1/4"

9" 7 3/4"

12" 10 5/16"

16" 13 9/16"

A B Shade 
Diameter

A
Diameter

B
Height

6" 2 3/4" 5/8"

9" 4 1/8" 1"

12" 5 1/2" 1 3/8"

16" 7 1/4" 1 9/16"

A Shade 
Diameter

A
Diameter (L01, L02, L03 lenses)

6" 6 1/16"

9" 9 1/16"

12" 12 1/16"

16" 16 1/16"

FROSTED LENS

LENS BRACKET

CLEAR LENS / 
FROSTED CENTER

ALUMINUM HOOD

CLEAR LENS / 
OPEN CENTER

CLEAR LENS INSERT

SELECT ACCESSORIES

Shade 
Diameter

Lens  
Bracket

Required with all lenses

Frosted  
Lens

Lens Bracket required

Clear Lens / 
Frosted Center

Lens Bracket required

Clear Lens /  
Open Center

Lens Bracket required

Clear  
Lens Insert

Requires L03 Lens

Aluminum  
Hood

6" AP06A-LB AP06A-L01 AP06A-L02 AP06A-L03 AP06A-L03ICL AP06S09

9" AP09A-LB AP09A-L01 AP09A-L02 AP09A-L03 AP09A-L03ICL AP09S09

12" AP12A-LB AP12A-L01 AP12A-L02 AP12A-L03 AP12A-L03ICL AP12S09

16" AP16A-LB AP16A-L01 AP16A-L02 AP16A-L03 AP16A-L03ICL AP16S09

4

ARCHITECTURAL WALL SCONCES
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ONLINE CONFIGURATORSM

The online JESCO ConfiguratorSM is a simple-to-
use, step-by-step design guide. The program, 
found on our website, takes the architect or 
designer through the entire design process, from 
selection of Pendant or Wall Sconce, fixture size, 
lamping, method of hanging, shade selection, 
and finally, accessories. 

Once the desired fixture is built, a rendering of the 
customized fixture, along with a bill of material 
that includes ordering information and product 
specifications will be generated. The information 
can be printed or emailed from our website:

www.jescolighting.com/html/AP-AW_Chooser.html
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