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MSD-483-LB-D

MSD-483-LB-S

MAGNETRAX™ MINI

* Contact factory for higher CRI, CCT and fi nish alternatives.
OFL = Overall Fixture Length which includes light bar length + 2 ¾  " for the two endcaps or L connectors.
1 Other sizes are available and made in our warehouses in increments of 2 3/8  ". Their part numbers are: 14L (14 3⁄16", 16 15⁄16" OFL), 17L (16 ½  ", 19 ¼  " OFL), 
19L (18 ⅞  ", 21 ⅝  " OFL), 21L (21 ¼  ", 24" OFL), 26L (26", 28 ¾  " OFL), 28L (28 5⁄16", 31 1⁄16" OFL), 31L (30 ¾  ", 33 ½  " OFL), 33L (33 ⅛  ", 35 ⅞  " OFL), 38L (37 ¾  ", 40 ½  " OFL), 
40L (40 3⁄16", 42 15⁄16" OFL), 43L (42 ½  ", 43 ¼  " OFL), 45L (44 ⅞  ", 47 ⅝  " OFL), 50L (49 ⅝  ", 52 3/8  " OFL), 52L (52", 54 ¾  " OFL), 54L (54 5⁄16", 57 1⁄16" OFL), 57L (56 ¾  ", 59 ½  " OFL)
Specifi cations subject to change without notice. See spec sheet or jescolighting.com for more details.
Note: For Class 2 systems the max wattage per run is 96W.

TO ORDER
MODEL TYPE LENGTH CCT/CRI FINISH

MSD-483-LB - - - -

12L - 11 13⁄16" (14 9⁄16" OFL)
24L - 23 ⅝  " (23 ⅝  " OFL)
36L - 35 7⁄16" (38 3⁄16" OFL)
48L - 47 ¼  " (50" OFL)

xxL - Specify Length1

D - Diff used 
S - Spot

SV - Silver
BK - Black*
WH - White*

4090 - 4000K 90CRI
3090 - 3000K 90CRI

MSD-483-LB-D
MINI MAGNETIC SHOWCASE DISPLAY LIGHT BAR - DIFFUSED

Dimensions: ⅝  " Ø
Length: 12" - 57" (2 3/8  " increments)

90+
CRI

24V
DC

4.3
W/Ft

303
Lm/Ft

70
Lm/W 360°

INDOOR
DRY

MSD-483-LB-S
MINI MAGNETIC SHOWCASE DISPLAY LIGHT BAR - MULTI-SPOT

Dimensions: ⅝  " Ø
Length: 12" - 57" (2 3/8  " increments)

90+
CRI

24V
DC

5.1
W/Ft

408
Lm/Ft

80
Lm/W 360°

INDOOR
DRY
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STEM MOUNT COMPONENTS
MSD-483-ECPC
End Cap Joint with Power 
Feed For Stem Mount
Power: 96W Max.
Finish: Silver, Black*, White*

A

MSD-483-LCPC
L Connector Conductive 
with Power Feed for Stem 
Mount
Power: 96W Max.
Finish: Silver, Black*, White*

D

MSD-483-EC
End Cap Joint for Stem 
Mount
Finish: Silver, Black*, White*

B

MSD-483-LCC
L Connector Conductive 
for Stem Mount
Finish: Silver, Black*, White*

E

Stem with Base
MSD-483-SWB-08
8 3/8  ", 8 ⅞  " OFH
MSD-483-SWB-12
12 3/8  ", 12 ⅞  " OFH
MSD-483-SWB-24
24 3/8  ", 24 ⅞  " OFH
One for each end cap and 
L connector.

C
Special Stem with Base
MSD-483-SWB-08SH-xx2

OFH up to 9"
MSD-483-SWB-12SH-xx2

OFH - 9" to 13"
MSD-483-SWB-24SH-xx2

OFH - 13" to 25"
One for each end cap and
L connector.

C

MSD-483-LCNC
L Connector Non-Conductive 
for Stem Mount
(for closed circuits - used in 
one corner)
Finish: Silver, Black*, White*

F

A

D

B

E

E

C

C

C

C

C

C

F

Note: the MSD mini-magnetic system may be mounted in any orientation 
desired. All the Light Bars rotate 360° for precise positioning.

* Custom option. Consult factory.
OFH = from the tabletop to the top of the End Cap / L Connector.
2 Must specify the required overall fi xture height (OFH).  JESCO will determine stem length and cut stem to the stem to size ±1⁄16".

POWER ACCESSORIES

DB-CV-TB/PG-1
Type G to Terminal Block Adapter

DL-PS-PT-F
Female Hardwire Power Connector

DB-CV-DC/PG-6
6 Port Type G Distribution Block 
with DC Jack

DB-CV-DC/PG-12
12 Port Type G Distribution Block 
with DC Jack

DB-CV-DC/PG-1
Type G to DC Jack Adapter
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A

D

E

E

F

B

C

C

C

C

C

C

SURFACE MOUNT COMPONENTS
MSD-483-SMECPC
End Cap Joint with Power 
Feed For Surface Mount
Power: 96W Max.
Finish: Silver, Black*, White*

MSD-483-SMLCPC
L Connector Conductive 
with Power Feed for 
Surface Mount
Power: 96W Max.
Finish: Silver, Black*, White*

MSD-483-SMEC
End Cap Joint for Surface 
Mount
Finish: Silver, Black*, White*

MSD-483-SMLCC
L Connector Conductive 
for Surface Mount
Finish: Silver, Black*, White*

MSD-483-SMB
Surface Mount Base
(one for each end cap 
and L connector)

MSD-483-SMLCNC
L Connector Non-Conductive 
for Surface Mount
(for closed circuits - used in 
one corner)
Finish: Silver, Black*, White*

A

D

B

E

C

F

Note: the MSD mini-magnetic system may be mounted in any orientation 
desired. All the Light Bars rotate 360° for precise positioning.

* Custom option. Consult factory.

POWER ACCESSORIES

DB-CV-TB/PG-1
Type G to Terminal Block Adapter

DL-PS-PT-F
Female Hardwire Power Connector

DB-CV-DC/PG-6
6 Port Type G Distribution Block 
with DC Jack

DB-CV-DC/PG-12
12 Port Type G Distribution Block 
with DC Jack

DB-CV-DC/PG-1
Type G to DC Jack Adapter

MAGNETRAX™ MINI
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Also explore our MAGNETRAX™ MINI Track Display System (MMT-) that features a discreet, 
low-profile magnetic track which can be mounted horizontally or vertically - anywhere 
light is needed. A wide range of fixed or adjustable LED mini-trackheads and linear 
Light Bars magnetically click anywhere along the track and can easily be moved as the 
contents of the display change over time – without costly rewiring since all the trackheads 
are held and powered magnetically.

    WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov
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NEW YORK 
CORPORATE OFFICE 
15 Harbor Park Drive 
Port Washington NY 11050 
TEL	 800 527 7796 
FAX	 855 265 5768

LOS ANGELES  
219 South 6th Avenue  
City Of Industry CA 91746  
TEL	 626 333 3661 
TEL	 855 654 0110 
FAX	 626 333 2955

JESCOLIGHTING.COM 
info@jescolighting.com

© 2020 JESCO LIGHTING

LCAT-MAGNETRAX-MSD

For more details and product 
specifications please visit

JESCOLIGHTING.COM


