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NEW UNIVERSAL DIMMING 24V POWER SUPPLY

HIGHLIGHTS
•	 Works with Forward phase, Reverse Phase or 0-10V dimmers

•	 Universal input voltage – 100 to 277V AC

•	 Smooth, flicker-free PWM dimming (PWM Frequency: 800Hz)

•	 IP66, indoor/outdoor – for dry, damp and wet locations

•	 Cooling by free air convection

•	 Load 10-100%

•	 Short circuit, over-temperature and overloading protection

•	 Built-in PFC function

•	 UL8750 Listed

•	 Class 2 power unit
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Rated Power 30W 60W 96W 192W 288W 384W*

Rated Current 1.3A 2.5A 4.0A 2x4.00A 3x4.00A 4x4.00A

Input 100-277V AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC

DC Output 24V DC 24V DC 24V DC 24V DC 24V DC 24V DC

Voltage Tolerance ±0.5V ±0.5V ±0.5V ±0.5V ±0.5V ±0.5V

Load Regulation ±1% ±1% ±1% ±1% ±1% ±1%

Voltage Regulation ±0.5% ±0.5% ±0.5% ±0.5% ±0.5% ±0.5%

Power Factor 120V AC 0.99% 0.99% 0.99% 0.99% 0.99% 0.99%

Power Factor 277V AC 0.94% 0.94% 0.94% 0.94% 0.94% 0.94%

Width W 3 3/4" 3 11/16" 3 11/16" 4 5/16" 4 5/16" 5 1/2"

Length L 6 1/2" 7 3/8" 8 11/16" 10 15/16" 11 7/8" 12 11/16"

Height H 1 9/16" 1 9/16" 1 9/16" 1 3/4" 1 3/4" 1 7/8"

* Consult factory on MOQ and lead time.
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UNIVERSAL DIMMING POWER SUPPLY WITH JUNCTION BOX
CLASS 2, TYPE HL


