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LED SURFACE MOUNTS

In this latest collection of Flush Mounts, JESCO Lighting expands 
and upgrades its popular line of 120V LED CM400 family of Disk 
Downlights off ering to now include 4", 6" and 8" fl ush mounts 
with built-in PIR sensors for safety and energy savings. These 
fi xtures feature a 5-level fi eld selectable color temperature, 
with a high 90+ CRI.

Also new is the minimalistic contemporary Trimless family of 
Surface Mounts featuring a slim white aluminum rim with a 
frosted PC that perfectly diff uses bright white light output in 
warm color temperature options.

Other contemporary ultra-low profi le Surface Mounts in this 
release range from 7" to 15", in squares and rounds, with Plastic 
Trims and Aluminum Diecast Trims, with fi eld selectable color 
temperatures, and some with PIR sensors.
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SURFACE MOUNT
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Diameter 4" 4" 6" 8" 6" 7" 11" 7" 12" 12" 12" 15" 12" 14" 14"

IN
PU

T 120-277V

120V

RA
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G Damp Locations

Wet Locations

LI
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UT

PU
T LED

90+ CRI

3-CCTs Switch

5-CCTs Switch

FE
A
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RE
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Motion Sensor

Emergency Battery

TRIAC Dimming

0-10V Dimming

 Applicable

 With optional accessories
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CEILING AND WALL • SURFACE MOUNTS
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CEILING AND WALL • SURFACE MOUNTS

FEATURES
• Designed for Residential and Commercial applications.

• Ultra Low profi le design.

• ADA Compliant for Wall Mounting.

• Frosted Polycarbonate Diff user provides comfortable non-
glare lighting with no hot spots. 

• Easily installs within a standard junction box.

• 5-Level fi eld-selectable Color Temperature.

• TRIAC Dimming.

• CM407 is rated for Closet use.

The Disk Downlights Series now includes 4", 6" and 8" fl ush 

mounts with built-in PIR sensors for safety and energy 

savings. These fi xtures feature a 5-level fi eld selectable color 

temperature with a high 90+ CRI. CM407 is rated for Closet use.

CM405RA-M CM407RA-M-PIR

5 CCT Switch

5 CCT Switch

Frosted PC Diff user

PIR Sensor
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TYPE LED SURFACE MOUNT LED SURFACE MOUNT

Model CM405RA-S CM407RA-S-PIR

Description 4" Flush Mount Disk 
Downlight

4" Flush Mount Disk 
Downlight with PIR Sensor

Ceiling Mount

Wall Mount

Motion Detector

Dimensions 6 ⅛  " Ø × 1 ¼  "H 6 ⅞  " Ø × 1 ¼  " H

Finish WH – White WH – White

Input 120V AC 120V AC

Watttage 10W 10W

Lumens @3000K 600 Lm 600 Lm 

Effi  cacy @3000K 60 Lm/W 60 Lm/W 

5 CCT Switch
2700K, 3000K, 3500K, 4000K, 5000K

CRI 90+ 90+

Beam Angle 120° 120°

Dimming TRIAC

Environment Indoor - Wet Indoor - Wet

Listing c-ETL-us, Title 24 c-ETL-us, Title 24, 
Closet Rating NEC Sec. 
410.16 (A)(3) & 410.16 (C)(5)

Warranty 5 Years 5 Years

 4" CEILING AND WALL • SURFACE MOUNTS

CM405S-MK
Adapters for 3" Junction Box
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TYPE LED SURFACE MOUNT LED SURFACE MOUNT LED SURFACE MOUNT

Model CM405RA-M CM407RA-M-PIR CM405RA-L

Description 6" Flush Mount Disk 
Downlight

6" Flush Mount Disk 
Downlight with PIR Sensor

8" Flush Mount Disk 
Downlight

Ceiling Mount

Wall Mount

Motion Detector

Dimensions 7 ⅜  " Ø × 1 ⅜  "H 7 ¾  " Ø × 1 ¼  " H 9 ½  " Ø × 1 ½  "H

Finish WH – White
BN – Brushed Nickel *

WH – White WH – White

Input 120V AC 120V AC 120V AC

Watttage 15W 15W 27W

Lumens @3000K 900 Lm 1000 Lm 2000 Lm

Effi  cacy @3000K 60 Lm/W 67 Lm/W 74 Lm/W 

5 CCT Switch
2700K, 3000K, 3500K, 4000K, 5000K

3000K

CRI 90+ 90+ 90+

Beam Angle 120° 120° 120°

Dimming TRIAC TRIAC

Environment Indoor - Wet Indoor - Wet Indoor - Wet

Listing c-ETL-us, Title 24 c-ETL-us, Title 24, 
Closet Rating NEC Sec. 
410.16 (A)(3) & 410.16 (C)(5)

c-ETL-us, Title 24

Warranty 5 Years 5 Years 5 Years

* CM405RA-M-3090 only

6" & 8" CEILING AND WALL • SURFACE MOUNTS

CM405M-MK
Mounting Clip and E26 Socket Adapter
Includes:  Mounting Clip, 

E26 Adapter
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CEILING AND WALL • SURFACE MOUNTS

FEATURES
• Designed for Residential and Commercial applications.

• Minimalistic contemporary design with a trimless aluminum 
rim in white fi nish.

• Frosted polycarbonate perfectly diff uses bright white light.

• Ultra Low Profi le unit measures merely ¾  " deep.

• ADA Compliant for Wall Mounting

• Installs easily in a standard junction box.

• TRIAC Dimming.

High Quality Aluminum Rim

Driver

Mounting Plate

Frosted PC Diff user

Trimless Ring

The minimalistic contemporary design Trimless family of 

Surface Mounts feature a slim white aluminum rim with a 

frosted PC diff user that perfectly diff uses bright white light 

output in warm color temperature options.

CM404RA-07R
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TYPE LED SURFACE MOUNT LED SURFACE MOUNT

Model CM404RA-07R CM404RA-11R

Description 7" Surface Mount with 
Trimless Rim

11" Surface Mount with 
Trimless Rim

Ceiling Mount

Wall Mount

Dimensions 7" Ø × ¾  "H 11" Ø × ¾  "H

Finish WH – White WH – White

Input 120V AC 120V AC

Watttage 15W 20W

Lumens @3000K 1000 Lm 1500 Lm 

Effi  cacy @3000K 67 Lm/W 75 Lm/W 

5 CCT Switch
2700K, 3000K, 3500K, 4000K, 5000K

3000K

3500K

CRI 90+ 90+

Beam Angle 120° 120°

Dimming TRIAC TRIAC

Environment Indoor - Wet Indoor - Wet

Listing c-ETL-us, Title 24 c-ETL-us, Title 24

Warranty 5 Years 5 Years

CM404-MK
Mounting Clip and E26 Socket Adapter
Includes:  Mounting Clip, 

E26 Adapter

 CEILING AND WALL • SURFACE MOUNTS
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CEILING AND WALL • SURFACE MOUNTS

FEATURES
• Designed for commercial and residential spaces.

• Ultra Low profi le design measures a close-to-ceiling depth 
of only ⅞  " - 1".

• ADA Compliant for Wall Mounting

• Instant on.

• White translucent acrylic provides comfortable non-glare 
lighting with no hot spots. 

• Easily installs within a standard junction box.

• 3-Level fi eld-selectable Color Temperature.

• TRIAC dimming

 Slim Polycarbonate Trim

Frosted PC Diff user

Optional Emergency 
Battery Backup

Contemporary ultra-low profi le Surface Mounts in this release 

ranges from 7" to 15", in squares and rounds, with Plastic 

Trims and Aluminum Diecast Trims, with fi eld selectable color 

temperatures, and some with PIR sensors.

CM408RA-07R-120V

Indicator

Test Switch
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TYPE LED SURFACE MOUNT LED SURFACE MOUNT

Model CM408RA-07R-120V CM408RA-07R-UNI

Description 7" Surface Mount with Slim 
Polycarbonate Trim 

7" Universal Voltage 
Surface Mount with Slim 
Polycarbonate Trim 

Ceiling Mount

Wall Mount

Optional EM Battery

Dimensions 7 ⅞  " Ø × ⅝  "H 7 ⅞  " Ø × ⅝  " H

Finish WH – White WH – White

Input 120V AC 120-277V AC

Watttage 15W 15W

Lumens @3000K 900 Lm 900 Lm 

Effi  cacy @3000K 60 Lm/W 60 Lm/W 

5 CCT Switch
2700K, 3000K, 3500K, 4000K, 5000K

3000K

CRI 90+ 90+

Beam Angle 120° 120°

Dimming TRIAC 0-10V

Environment Indoor - Wet Indoor - Wet

Listing c-ETL-us, Title 24 c-ETL-us, Title 24

Warranty 5 Years 5 Years

 7" CEILING AND WALL • SURFACE MOUNTS

CM408RA-07R-EM-WH
Optional Emergency 
Battery Backup for 
CM408RA-07R
Lithium battery backup 
module 
Input: 120V, 60Hz, 0.2A Max.
Power: 15W
Recharge Time: 24 hours
Operating Time: 90 min.
Dimensions: 7 ⅞  " Ø × 1" H

aShown with CM408RA-07R-120V-SW5

CM408RA-07R-MP-WH
Optional Mounting Plate
To match the depth of a 
CM408 with Emergency 
Battery Backup installed 
within the same space, the 
CM408RA-07R-MP-WH can 
be attached to the back of a 
standard fi xture.
Dimensions: 7 ⅞  " Ø × 1" H

Shown with CM408RA-07R-120V-SW5
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TYPE LED SURFACE MOUNT LED SURFACE MOUNT LED SURFACE MOUNT LED SURFACE MOUNT

Model CM408RA-12R-120V CM409RA-12R-120V CM409RA-12S-120V CM409RA-15R-120V

Description 12" Round Surface Mount 
with Slim Plastic Trim 

12" Round Surface Mount 
with slim Aluminum Die 
Cast Trim 

12" Square Surface Mount 
with slim Aluminum Die 
Cast Trim 

15" Round Surface Mount 
with slim Aluminum Die 
Cast Trim 

Ceiling Mount

Wall Mount

Optional EM Battery

Dimensions 12" Ø × ⅞  "H 12" Ø × 1"H 12" × 12" × 1"H 15" Ø × 1"H

Finish WH – White WH – White WH – White WH – White

Input 120V AC 120 AC 120V AC 120V AC

Watttage 22W 22W 22W 30W

Lumens @3000K 1400 Lm 1400 Lm 1450 Lm 2000 Lm

Effi  cacy @3000K 64 Lm/W 64 Lm/W 66 Lm/W 67 Lm/W

3 CCT Switch
3000K, 3500K, 5000K

CRI 90+ 90+ 90+ 90+

Beam Angle 120° 120° 120° 120°

Dimming TRIAC TRIAC TRIAC TRIAC

Environment Indoor - Wet Indoor - Wet Indoor - Wet Indoor - Wet

Listing c-ETL-us, Title 24 c-ETL-us, Title 24 c-ETL-us, Title 24 c-ETL-us, Title 24

Warranty 5 Years 5 Years 5 Years 5 Years

 12" & 15" CEILING AND WALL • SURFACE MOUNTS
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CEILING & WALL • LED DOUBLE DISK SURFACE MOUNT
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 CEILING & WALL • LED DOUBLE DISK SURFACE MOUNT

FEATURES
• Designed for commercial and residential spaces.

• Features a contemporary double ring steel trimming in 
Brushed Nickel.

• Close-to-Ceiling design.

• Ultra Low Profi le unit measures merely ¾  " deep.

• ADA compliant for Wall Mounting.

• Frosted Polycarbonate Diff user provides comfortable non-
glare lighting with no hot spots. 

• Built-in Driver.

• Simple installation.

• TRIAC dimming.

Frosted PC Diff user

PIR Sensor option is available

Decorative Brushed Nickel 
Double Ring Trim

Decorative brushed nickel double ring trim with frosted PC 

diff user is available in a 12" and 14" size and with PIR sensor.

CM403RA-M
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TYPE LED SURFACE MOUNT LED SURFACE MOUNT LED SURFACE MOUNT

Model CM403RA-S CM403RA-M CM403RA-M-PIR

Description 12" Surface Mount 
with Decorative Double 
Ring Trim 

14" Surface Mount 
with Decorative Double 
Ring Trim 

14" Surface Mount with 
Decorative Double Ring 
Trim with Sensor

Ceiling Mount

Wall Mount

Motion Detector

Dimensions 12" Ø × 3 ¾  " H 14 ¾  " Ø × 4 ¾  " H 14 ¾  " Ø × 4 ¾  " H

Finish BN – Brushed Nickel BN – Brushed Nickel BN – Brushed Nickel

Input 120V AC 120V AC 120V AC

Watttage 15W 18W 18W

Lumens @3000K 900 Lm 1200 Lm 1200 Lm 

Effi  cacy @3000K 60 Lm/W 67 Lm/W 67 Lm/W 

5 CCT Switch
2700K, 3000K, 3500K, 4000K, 5000K

3000K

4000K

CRI 90+ 90+ 90+

Beam Angle 120° 120° 120°

Dimming TRIAC TRIAC

Environment Indoor - Damp Indoor - Damp Indoor - Damp

Listing c-ETL-us, Title 24 c-ETL-us, Title 24 c-ETL-us, Title 24

Warranty 5 Years 5 Years 5 Years

 CEILING AND WALL • SURFACE MOUNTS

    WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov
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