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BACK-LIT
COMMERCIAL LED BACK-LIT PANELS
WATTAGE & COLOR TEMPERATURE SELECTABLE 
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COMMERCIAL LED BACK-LIT PANELS

JESCO’s high-performance LED 

Back-Lit Panels with selectable 

Color Temperature and Wattage are 

excellent alternatives to traditional 

fluorescent troffers. The thin and 

lightweight design installs easily into 

retrofit or new construction grid ceilings.  

The LED Back-Lit Panels are highly 

energy-efficient, with a savings of up to 

45% over traditional fluorescent, with no 

shadows or hot spots.  With 90CRI and 

80CRI options, the Back-Lit panels have 

an efficacy of 125Lm/W, meeting DLC 

Premium classification.

Each fixture has a built-in switch for 

color temperature selection of a warm 

3500K, neutral 4000K or cool 5000K.  

The 1'×4' and 2'×2' panels have built-in 

switches for wattage selection of 25W, 

30W and 40W; the 2x4 can be switched 

between 30W, 40W and 50W.

With a universal input of 100-277V AC 

and 0-10V dimming capabilities, these 

fixtures are ideal for any commercial or 

industrial applications.

FEATURES
•	 Glare free design

•	 DLC Premium classified

•	 Provides up to 6250Lm 
from 50W option

•	 Color temperature selectable

•	 Wattage selectable

•	 Universal input

•	 Can be dropped into a grid 
ceiling, or suspension mounted. 
Mounting kits sold separately.

•	 Includes four 7/8" knockouts

•	 Emergency Battery option provides 
up to 90 minutes of lighting.

BLP-24

BLP-22

BLP-14
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 1' × 4' 2' × 2' 2' × 4'

Model Number BLP-14-SWW BLP-22-SWW BLP-24-SWW

Dimensions 12" × 47 3/4" × 1 3/8" 23 3/4" × 23 3/4" × 1 3/8" 23 3/4" × 47 3/4" × 1 3/8"

Input Voltage Universal 100-277V AC Universal 100-277V AC Universal 100-277V AC

Wattage 25W/30W/40W Switchable 25W/30W/40W Switchable 30W/40W/50W Switchable

Dimming 0-10V, 10-100% 0-10V, 10-100% 0-10V, 10-100%

Beam Angle 120° 120° 120°

CCT 3500K/4000K/5000K Switchable 3500K/4000K/5000K Switchable 3500K/4000K/5000K Switchable

CRI 80+, 90+ 80+, 90+ 80+, 90+

Power Factor >0.90 >0.90 >0.90

Rated Life L70 50,000 hours 50,000 hours 50,000 hours

Environment Indoor – Dry Indoor – Dry Indoor – Dry

Certifications c-ETL-us, DLC Premium c-ETL-us, DLC Premium c-ETL-us, DLC Premium

WATTAGE & COLOR TEMPERATURE SELECTABLE

LUMEN OUTPUT
CRI Efficacy 25W 30W 40W 50W

BLP-14-SWW-SWC80 80+ 125 Lm/W 3125 Lm 3750 Lm 5000 Lm -

BLP-14-SWW-SWC90 90+ 110 Lm/W 2750 Lm 3300 Lm 4400 Lm -

BLP-22-SWW-SWC80 80+ 125 Lm/W 3125 Lm 3750 Lm 5000 Lm -

BLP-22-SWW-SWC90 90+ 110 Lm/W 2750 Lm 3300 Lm 4400 Lm -

BLP-24-SWW-SWC80 80+ 125 Lm/W - 3750 Lm 5000 Lm 6250 Lm

BLP-24-SWW-SWC90 90+ 110 Lm/W - 3300 Lm 4400 Lm 5500 Lm

Integrated ceiling 
clips allow for quick 
and secure drop 
ceiling installation

Wattage and Color 
Temperature Selectable

Perfectly mitered 
corners -  
no light leaks or 
soldering lines

Perfectly even light distribution 
from corner to corner

* Optional feature. Contact factory for details.
Specifications subject to change without notice.

MODEL	 SIZE	 WATTAGE	 CCT/CRI	 OPTION

SWW-- - -

SWW - Switchable Wattage SWC80 - 3500K/4000K/5000K 80CRI
SWC90 - 3500K/4000K/5000K 90CRI

EM - Emergency Battery*

BLP
14	 - 1' × 4'
22	 - 2' × 2'
24	 - 2' × 4'

TO ORDER

ELP-22-SCK
ELP-24-SCK
Suspension Mount Kit

MOUNTING KITS
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NEW YORK 
CORPORATE OFFICE 
15 Harbor Park Drive 
Port Washington NY 11050 
TEL	 800 527 7796 
FAX	 855 265 5768

LOS ANGELES  
219 South 6th Avenue  
City Of Industry CA 91746  
TEL	 800 527 7796 
TEL	 626 333 3661 
FAX	 626 333 2955
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For more details and product 
specifications please visit

JESCOLIGHTING.COM


