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BEAM SERIES • WALL WASHING

DL-FLEX2-BEAM Series is a 
specification-grade, high-
lumen output flexible linear 
lighting with a fixed beam 
spread, designed for wall 
washing indoor and outdoor 
curved surfaces.

• Each diode on the 
DL-FLEX2-BEAM is 
encapsulated in a tight 
10°×10°, a spot 30°×30°, 
or an asymmetrical 
45° optic lens.

• 3-Step MacAdam LED 
binning for uniformity in 
both color and intensity.

*  Consult Factory for availability and 
lead time.

All sizes are nominal.
Lumen info based on 4000K 90CRI.
Specifi cations subject to change without 
notice. See spec sheet or jescolighting.
com for more details.

TO ORDER
SERIES MODEL INTEGRAL LENS CCT

DL-FLEX2 BEAM- - -

See selection above1010 - 10º × 10º Beam
3030 - 30º × 30º Beam
ASY45 - 45º Asymmetric*

TERMINATION OPTIONS FACTORY SEALED
DL-AC-FLEX2-BEAM-HW08 8' Power Cord with Hardwire Leads

DL-AC-FLEX2-BEAM-HW20 20' Power Cord with Hardwire Leads

DL-AC-FLEX2-BEAM-CC03 3'Connecting Cable

DL-AC-FLEX2-BEAM-CC6 6" Connecting Cable

DL-AC-FLEX2-BEAM-CC12 12" Connecting Cable

DL-AC-FLEX2-BEAM-CC06-I 6" Connecting Cable with Input Connection

DL-AC-FLEX2-BEAM-CC06-O 6" Connecting Cable with Output Connection

DL-AC-FLEX2-CC-EXT18 18" Extension Cable for CC-06-O to CC06-I

DL-AC-FLEX2-BEAM-EC Clear Plastic Endcap

MOUNTING OPTIONS
DL-AC-FLEX2-BEAM-CH4M22 4' Metal Mounting Channel

DL-AC-FLEX2-BEAM-CH4M22-LEC Live Endcap

DL-AC-FLEX2-BEAM-CH4M22-DEC Dead Endcap

DL-AC-FLEX2-BEAM-MC Metal Snap-In Mounting Clip
3 per foot recommended

DL-AC-FLEX2-BEAM-CH4M22-L01 4Ft. Clear Flat Lens
for use with DL-FLEX2-BEAM-CH4M22

DL-AC-FLEX2-BEAM-CH4M22-MCM Metal Channel Mounting Clip 
for use with DL-FLEX2-BEAM-CH4M22

DL-AC-FLEX2-BEAM-CH4M22-IB 180º Joining Bracket
for use with DL-FLEX2-BEAM-CH4M22

DL-AC-FLEX2-ADJBR-L Universal Adjustable Mounting Bracket 
for DL-FLEX2-BEAM-CH4M22
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 DL-FLEX2-BEAM-1010
WALL WASHING LED LINEAR LIGHTING WITH INTEGRAL OPTICS
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 DL-FLEX2-BEAM-3030
WALL WASHING LED LINEAR LIGHTING WITH INTEGRAL OPTICS
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DL-FLEX2-BEAM-ASY45
WALL WASHING LED LINEAR LIGHTING WITH INTEGRAL OPTICS
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BEAM SERIES • DUAL BENDING WALL WASHING

TO ORDER
SERIES MODEL BENDING CCT

DL-FLEX2 BEAM DB- - -

DB - Double-Bendable See selection above

TERMINATION OPTIONS
DL-FLEX2-BEAM-DB-PC12-HW 12" Cord with Hardwire Leads

DL-FLEX2-BEAM-DB-CC12 12" Connecting Cable

DL--FLEX2-BEAM-DB-IC I Joint Connector

DL-FLEX2-BEAM-DB-EC Endcap

MOUNTING OPTIONS
DL-FLEX2-BEAM-DB-MC Mounting Clip

DL-FLEX2-BEAM-DB-BR 90° Bracket. Must use with Mounting Clip

R 5.0" 

R 5.0"

Vertical
bending

Horizontal
bending

Shown at actual size

⅞  "
20mm

Shown at actual size

DL-FLEX2-BEAM-DB
BEAM WALL WASHING DUAL BENDING OUTDOOR WITH INTEGRAL OPTICS

3
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8
LED/Ft IP65WET

30°
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16'

MAX
12"
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30K 35K 40K

Order in increments of 12" up to 16 Ft.
All sizes are nominal.
Lumen info based on 4000K 90CRI.
Specifi cations subject to change without 
notice. See spec sheet or jescolighting.
com for more details.

• Bendable in the horizontal 
and vertical planes.

• Each LED is encapsulated 
in an optic lens for a 
precise 30° beam angle.

• 3-Step MacAdam LED 
binning for uniformity in 
both color and intensity.

    WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov
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