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INFINA® 2.0 LINE VOLTAGE LED STRIP
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INFINA® NEO

Not submersible. Not intended for applications where water can puddle or product can be covered by snow.
Per UL and ETL safety regulations, all AC LED strips are not fi eld-cuttable. Field-cutting will result in voiding warranty, 
possible electric shock and damaging of the product.
INFINA® is made to order, ready to install. See spec sheet for a link to the latest on-line Confi gurator for assistance with 
specifying a single run or a more complex run with multiple sections and connecting cables.
Specifi cations subject to change without notice.

NEW

INFINA® NEO captures the 
classic look of traditional neon 
lighting. Its innovative design 
features seamless light diff usion 
for a continuous fl awless light 
output without pixelation. 
Perfect for accentuating 
architectural elements, 
cove lighting, adding visual 
interest to spaces, creating 
captivating signage, display 
lighting in retail, or illuminating 
indoor and outdoor pathways, 
event and stage lighting for 
performances.

DL-AC-FLEX2-LNTB
Bends vertically up to Ø6". 
Available in various Red, 
Amber, Green, Blue and Pink 
hues, in addition to Whites.

DL-AC-FLEX2-LNSB
Bends laterally along 
its horizontal axis up to 
Ø5", making it ideal for 
accentuating columns, and 
curved surfaces.

DL-AC-FLEX2-LNDB-RGBW
Bends freely both vertically 
and laterally, the RGBW can 
be programmed to achieve 
any color output. The addition 
of the White LED expands 
the range of color palette 
to include hard-to achieve 
pastel hues.

≥ 6in

DL-AC-FLEX2-LNTB
NEO STATIC COLOR TOP-BENDING AC FLEXIBLE LINEAR

3.0
W/Ft

164'
MAX

12"
MIN

90+
CRI

3
SDCM

CC
CONCTANT 

CURRENT 120°

RED AMBER GREEN BLUE PINK

⅞  "
21mm

≥ 6in

DL-AC-FLEX2-LNTB
NEO STATIC WHITE TOP-BENDING AC FLEXIBLE LINEAR

27K 30K 35K 40K 50K

4.2
W/Ft

255
Lm/Ft

61
Lm/W

164'
MAX

4"
MIN

90+
CRI

3
SDCM 120°

CC
CONCTANT 

CURRENT

1/2"
10mm

≥ 5in

DL-AC-FLEX2-LNSB
NEO SIDE-BENDING AC FLEXIBLE LINEAR

27K 30K 35K 40K 50K

90+
CRI

4.2
W/Ft

100
Lm/Ft

24 
Lm/W

3
SDCM

164'
MAX

4"
MIN120°

CC
CONCTANT 

CURRENT

⅞  "
23mm

≥ 7in ≥ 12in

DL-AC-FLEX2-LNDB-RGBW
NEO RGBW DUAL-BENDING AC FLEXIBLE LINEAR

4.3
W/Ft

90
Lm/Ft

90
Lm/Ft

21 
Lm/W

130'
MAX

12"
MIN120°

28 
LED/Ft

CC
CONCTANT 

CURRENT

INFINA® CONFIGURATOR DOWNLOAD
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INFINA® BEAM is a 
specifi cation-grade, high-
lumen output fl exible linear 
lighting with a fi xed beam 
spread. Each diode is 
encapsulated in an integral 
optic lens. BEAM creates 
dynamic and visually stunning 
environments that enhances 
the architectural features and 
aesthetics of a space.

The Narrow 10°x10° Beam
is perfect for Wall Grazing 
to highlight the texture and 
details of a wall or surface, to 
create dramatic shadows and 
highlights, adding depth and 
visual interest to surfaces such 
as stone walls, brick facades, 
wallpaper, or to highlight 
artwork, decorative panels, 
or intricate architectural 
elements.

The Wide 30°x30° Beam is 
designed to evenly illuminate 
a wall or surface, creating 
a smooth and seamless 
appearance while minimizing 
shadows and glare to 
enhance the perceived 
brightness and spaciousness 
of the room while providing a 
soft  fl attering illumination.

The Asymmetrical 45° Beam, 
designed to emit light toward 
one side, provides the perfect 
indirect illumination of a 
cove, such as curved ceilings, 
alcoves, or wall niches, 
creating a soft , ambient glow 
that enhances the visual 
appeal of the room while 
minimizing glare and harsh 
shadows and accentuating 
architectural features.

INFINA® CONFIGURATOR DOWNLOADNot submersible. Not intended for applications where water can puddle or product can be covered by snow.
Lumen data based on 4000K 90CRI.
Per UL and ETL safety regulations, all AC LED strips are not fi eld-cuttable. Field-cutting will result in voiding warranty, 
possible electric shock and damaging of the product.
INFINA® is made to order, ready to install. See spec sheet for a link to the latest on-line Confi gurator for assistance with 
specifying a single run or a more complex run with multiple sections and connecting cables.
Specifi cations subject to change without notice.

INFINA® BEAM

⅞  "
20mm

DL-AC-FLEX2-BEAM-3030
WALL WASHING AC FLEXIBLE LINEAR WITH INTEGRAL OPTICS

5.8
W/Ft

464
Lm/Ft

80 
Lm/W 30°

90+
CRI

33'
MAX

6"
MIN

3
SDCM

CC
CONCTANT 

CURRENT

27K 30K 40K

⅞  "
20mm

DL-AC-FLEX2-BEAM-1010
WALL WASHING AC FLEXIBLE LINEAR WITH INTEGRAL OPTICS

90+
CRI

33'
MAX

6"
MIN

3
SDCM

5.5
W/Ft

314
Lm/Ft

57 
Lm/W 10°

CC
CONCTANT 

CURRENT

27K 30K 40K

⅞  "
20mm

27K 30K 40K

DL-AC-FLEX2-BEAM-ASY45
WALL WASHING AC FLEXIBLE LINEAR WITH INTEGRAL OPTICS

5.5
W/Ft

314
Lm/Ft

57 
Lm/W 45°

90+
CRI

33'
MAX

6"
MIN

3
SDCM

CC
CONCTANT 

CURRENT
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INFINA® NPX, DTW & RGBW

INFINA® DTW Dim-To-Warm
mimics the dimming curve 
of an incandescent lamp. 
The color temperature 
changes from 3000K to a 
warm candlelight 1800K at 
its lowest setting, creating 
moods and atmospheres for 
various activities or occasions. 
Its frosted jacket diff uses 
the illumination, creating 
a smooth and uniform light 
output without visible hot 
spots or shadows.

INFINA® NPX incorporates 
Chip-On-Board technology to 
achieve a continuous band 
of non-pixelated illumination, 
further diff used by its frosted 
jacket, creating a smooth and 
uniform light output without 
visible hot spots or shadows.

Not submersible. Not intended for applications where water can puddle or product can be covered by snow.
Lumen data based on 4000K 90CRI.
Per UL and ETL safety regulations, all AC LED strips are not fi eld-cuttable. Field-cutting will result in voiding 
warranty, possible electric shock and damaging of the product.
INFINA® is made to order, ready to install. See spec sheet for a link to the latest on-line Confi gurator for 
assistance with specifying a single run or a more complex run with multiple sections and connecting cables.
Specifi cations subject to change without notice.

INFINA® RGBW allows for 
any desired color output 
with the use of a DMX or 
RGBW controller for accent 
lighting, architectural lighting, 
entertainment lighting, or to 
match any corporate colors.
The addition of the White LEDs 
enhances the color mixing 
capabilities, enabling the 
creation of pastel shades 
and subtle tints that may 
be diffi  cult to achieve with 
RGB alone.

¾  "
19mm

DL-AC-FLEX2-NPX-FR
NON-PIXELATED AC FLEXIBLE LINEAR WITH FROSTED LENS

27K 30K 35K 40K 50K

90+
CRI

6.0
W/Ft

330
Lm/Ft

55 
Lm/W

100'
MAX

4"
MIN

3
SDCM 120°

CC
CONCTANT 

CURRENT

⅝  "
15mm

DL-AC-FLEX2-DTW-FR-3018
DIM-TO-WARM AC FLEXIBLE LINEAR WITH FROSTED LENS

90+
CRI

5.5
W/Ft

282
Lm/Ft

51 
Lm/W

100'
MAX

4"
MIN

3
SDCM 115°

CC
CONCTANT 

CURRENT

1"
25mm

*  Must be use in conjunction with LC-AC-1000-INT for run length up to 164'
Connecting cable to be taken into consideration when calculating total length

DL-AC-FLEX2-RGBW-FR
RGB+3000K COLOR CHANGING AC FLEXIBLE LINEAR WITH FROSTED LENS

4.0
W/Ft

115
Lm/Ft.

29 
Lm/W

60 
LED/Ft

164'
MAX*

12"
MIN120°

CC
CONCTANT 

CURRENT

INFINA® CONFIGURATOR DOWNLOAD
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INFINA® UT Ultra High Output
off ers an impressive 500Lm/
Ft., a signifi cantly higher levels 
of brightness to eff ectively 
illuminate larger areas or 
spaces such as those with 
high ceilings. The frosted 
jacket diff uses the illumination, 
creating a smooth and 
uniform light output without 
visible hot spots or shadows.

INFINA® ULTRA HIGH OUTPUT

Not submersible. Not intended for applications where water can puddle or product can be covered by snow.
Lumen data based on 4000K 90CRI.
Per UL and ETL safety regulations, all AC LED strips are not fi eld-cuttable. Field-cutting will result in voiding warranty, 
possible electric shock and damaging of the product.
INFINA® is made to order, ready to install. See spec sheet for a link to the latest on-line Confi gurator for assistance with 
specifying a single run or a more complex run with multiple sections and connecting cables.
Specifi cations subject to change without notice.

¾  "
19mm

DL-AC-FLEX2-UT
ULTRA HIGH OUTPUT AC FLEXIBLE LINEAR WITH CLEAR OR FROSTED LENS

27K24K 30K 35K 40K 50K 65K

90+
CRI

5.5
W/Ft

489
Lm/Ft

89 
Lm/W

28 
LED/Ft

100'
MAX

3"
MIN

3
SDCM 120°

CC
CONCTANT 

CURRENT

¾  "
19mm

DL-AC-FLEX2-UT-FR
ULTRA HIGH OUTPUT AC FLEXIBLE LINEAR WITH CLEAR OR FROSTED LENS

27K24K 30K 35K 40K 50K 65K

90+
CRI

5.5
W/Ft

489
Lm/Ft

89 
Lm/W

28 
LED/Ft

100'
MAX

3"
MIN

3
SDCM 120°

CC
CONCTANT 

CURRENT

INFINA® CONFIGURATOR DOWNLOAD
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INFINA® JA8, FULL SPECTRUM & BASIC

Not submersible. Not intended for applications where water can puddle or product can be covered by snow.
Lumen data based on 4000K 90CRI.
Per UL and ETL safety regulations, all AC LED strips are not fi eld-cuttable. Field-cutting will result in voiding 
warranty, possible electric shock and damaging of the product.
INFINA® is made to order, ready to install. See spec sheet for a link to the latest on-line Confi gurator for 
assistance with specifying a single run or a more complex run with multiple sections and connecting cables.
Specifi cations subject to change without notice.

Specifi cation-grade 
INFINA® JA8 is compliant 
with California’s Title 24 
JA8 regulations, with a 
low fl icker rate of under 
5%, ensuring a stable and 
consistent light output for a 
comfortable experience.

¾  "
19mm

DL-AC-FLEX2-JA8
CALIFORNIA TITLE 24 JA8 LISTED AC FLEXIBLE LINEAR

27K24K 30K 35K 40K 50K

90+
CRI

4.0
W/Ft

320
Lm/Ft.

80 
Lm/W

100'
MAX

4"
MIN

3
SDCM 120°

21 
LED/Ft

CC
CONCTANT 

CURRENT

INFINA® FS Full Spectrum, 
with a CRI of 95+, and a very 
high R values, provides the 
best spectrum of light output 
for excellent color rendering. 
This is particularly important 
in settings where accurate 
color perception is critical, 
such as in design studios, retail 
environments, where the ability 
to distinguish between subtle 
color variations is essential.

⅝  "
16mm

DL-AC-FLEX2-FS
FULL SPECTRUM AC FLEXIBLE LINEAR

27K23K21K18K 30K 35K 40K

95+
CRI

4.0
W/Ft

269
Lm/Ft.

68 
Lm/W

36 
LED/Ft

164'
MAX

12"
MIN

3
SDCM 120°

CC
CONCTANT 

CURRENT

INFINA® EB Basic Static White
is a specifi cation-grade, high 
performance, budget friendly 
option with a full complement 
of accessories.

¾  "
19mm

DL-AC-FLEX2-EB
BASIC STATIC WHITE AC FLEXIBLE LINEAR

27K24K 30K 35K 40K 50K

90+
CRI

2.5
W/Ft

187
Lm/Ft.

75 
Lm/W

36 
LED/Ft

164'
MAX

12"
MIN

3
SDCM 120°

CC
CONCTANT 

CURRENT

INFINA® CONFIGURATOR DOWNLOAD
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Not submersible. Not intended for applications where water can puddle or product can be covered by snow.
Lumen data based on 4000K 90CRI.
Per UL and ETL safety regulations, all AC LED strips are not fi eld-cuttable. Field-cutting will result in voiding warranty, 
possible electric shock and damaging of the product.
INFINA® is made to order, ready to install. See spec sheet for a link to the latest on-line Confi gurator for assistance with 
specifying a single run or a more complex run with multiple sections and connecting cables.
Specifi cations subject to change without notice.

INFINA® CANADIAN LISTED

INFINA® LT Canadian Listed is 
a specifi cation-grade, high 
performance, ETL listed option 
for Canada and US, with a full 
complement of accessories.

⅝  "
19mm

DL-AC-FLEX2-LT
CANADIAN LISTED AC FLEXIBLE LINEAR

27K24K 30K 35K 40K 50K

90+
CRI

4.0
W/Ft

320
Lm/Ft.

80 
Lm/W

18 
LED/Ft

164'
MAX

4"
MIN

3
SDCM 120°

CC
CONCTANT 

CURRENT

INFINA® CONFIGURATOR DOWNLOAD
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LNDB-RGBW WIRING ACCESSORIES
LC-AC-1000-INT-HWSPM 240" Connector with Hardwire Leads

DL-AC-FLEX2-LNDB-RGBW-CC12 12" Connecting Cable

DL-AC-FLEX2-LNDB-RGBW-CC24 24" Connecting Cable

DL-AC-FLEX2-LNDB-RGBW-EXT18 216" Extension cable for CC06

DL-AC-FLEX2-LNDB-RGBW-CC06-O 6" Connecting Cable with outdoor 
rated output barrel connector

DL-AC-FLEX2-LNDB-RGBW-CC06-I 6" Connecting Cable with outdoor 
rated input barrel connector

LNDB-RGBW MOUNTING ACCESSORIES
DL-FLEX2-LNDB-RGBW-BR Metal Mounting Bracket

DL-FLEX2-LNDB-RGBW-MC Plastic Mounting U-Clip

DL-FLEX2-LNDB-RGBW-CH3 38" Alumium Mounting Channel

DL-FLEX2-LNDB-RGBW-CH33-BEND 33" Metal Bendable Channel

LNTB WIRING ACCESSORIES
DL-AC-FLEX2-LNTB-TS-HWSPM-08 96" Cord with Hardwire Leads Tail Side

DL-AC-FLEX2-LNTB-TS-HWSPM-20 240" Cord with Hardwire Leads Tail Side

DL-AC-FLEX2-LNTB-ES-HWSPM-08 96" Cord with Hardwire Leads Edge Side

DL-AC-FLEX2-LNTB-ES-HWSPM-20 240" Cord with Hardwire Leads Edge Side

DL-AC-FLEX2-LNTB-TS-PC02 24" Cord with 2 prongs plug with 8A fuse

DL-AC-FLEX2-LNTB-TS-PC06 72" Cord with 2 prongs plug with 8A fuse

DL-AC-FLEX2-LNTB-ES-PC02 24" Cord with 2 prongs plug with 8A fuse

DL-AC-FLEX2-LNTB-ES-PC06 72" Cord with 2 prongs plug with 8A fuse

DL-AC-FLEX2-LNTB-EC Endcap

LNTB MOUNTING ACCESSORIES
DL-AC-FLEX2-LNTB-BR Metal Mounting Bracket

DL-AC-FLEX2-LNTB-MC Plastic Mounting Clip

DL-AC-FLEX2-LNTB-CH3M22 36" Metal Mounting Channel with Clasp

DL-AC-FLEX2-LNTB-CH-BEND-32 32" Metal Bendable Mounting Channel

LNSB WIRING ACCESSORIES
DL-AC-FLEX2-LNSB-TS-HWSPM-08 96" Cord with Hardwire Leads Tail Side

DL-AC-FLEX2-LNSB-TS-HWSPM-20 240" Cord with Hardwire Leads Tail Side

DL-AC-FLEX2-LNSB-ES-HWSPM-08 96" Cord with Hardwire Leads Edge Side

DL-AC-FLEX2-LNSB-ES-HWSPM-20 240" Cord with Hardwire Leads Edge 
Side

DL-AC-FLEX2-LNSB-TS-PC02 24" Cord with 2 Prongs Plug
with 8A fuse Tail Side

DL-AC-FLEX2-LNSB-TS-PC06 72" Cord with 2 Prongs Plug
with 8A fuse Tail Side

DL-AC-FLEX2-LNSB-ES-PC02 24" Cord with 2 Prongs Plug
with 8A fuse Edge Side

DL-AC-FLEX2-LNSB-ES-PC06 72" Cord with 2 Prongs Plug
with 8A fuse Edge Side

DL-AC-FLEX2-LNSB-EC Endcap

LNSB MOUNTING ACCESSORIES
DL-AC-FLEX2-LNSB-MC Plastic Mounting Clip

DL-AC-FLEX2-LNSB-BR Metal Mounting Bracket

DL-AC-FLEX2-LNSB-CH-BEND-65 65' Metal Bendable Mounting Channel

DL-AC-FLEX2-LNSB-CH-BEND 12" NFINA LNSB Flexible
Mounting Channel

DL-AC-FLEX2-LNSB-CH3M22 36" INFINA LNSB Aluminum
Mounting Channel

DL-FLEX2-LNDB-RGBW-CH33-BENDShown DL-AC-FLEX2-LNSB with
DL-AC-FLEX2-LNSB-CH-BEND channel.

BEAM WIRING ACCESSORIES
DL-AC-FLEX2-HWSPM-08 96" Power Cord with Hardwire Leads

DL-AC-FLEX2-HWSPM-20 240" Power Cord with Hardwire Leads

DL-AC-FLEX2-BEAM-PC02 24" Power Cord with Power Plug
with replaceable 8 Amp fuse

DL-AC-FLEX2-BEAM-PC06 Power Cord with Power Plug
with replaceable 8 Amp fuse

DL-AC-FLEX2-BEAM-EC Clear plastic endcap

DL-AC-FLEX2-BEAM-CC3 3" Connecting Cable

DL-AC-FLEX2-BEAM-CC6 6" Connecting Cable

DL-AC-FLEX2-BEAM-CC12 12"Connecting Cable

DL-AC-FLEX2-BEAM-CC6-O 6" Connecting Cable
with Output Connection

DL-AC-FLEX2-BEAM-CC6-I 6" Connecting Cable
with Input Connection

DL-AC-FLEX2-CC-EXT18 18" Extension Cable for CC-06-O to 
CC06-I

BEAM MOUNTING ACCESSORIES
DL-AC-FLEX2-BEAM-CH4M22 48" Metal Mounting Channel

22mm Height

DL-AC-FLEX2-BEAM-CH4M22-L01 48" Clear Flat Lens
for use with (-CH4M22) channel

DL-AC-FLEX2-BEAM-CH4M22-MCM Metal Channel Mounting Clip
for use with (-CH4M22)

DL-AC-FLEX2-BEAM-CH4M22-IB 180º Joining Bracket
for use with DL-FLEX2-BEAM-CH4M22

DL-AC-FLEX2-ADJBR-L Universal Adjustable Bracket
30º increments of adjustability

DL-AC-FLEX2-BEAM-CH4M22-LEC Live Endcap

DL-AC-FLEX2-BEAM-CH4M22-DEC Dead Endcap

DL-AC-FLEX2-BEAM-MC Plastic Snap-in Mounting Clip

ACCESSORIES
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ACCESSORIES

ULTRA, NPX & DTW WIRING ACCESSORIES
DL-AC-FLEX2-HWSPM-08 96" Power Cord with Hardwire Leads

DL-AC-FLEX2-HWSPM-20 240" Power Cord with Hardwire Leads

DL-AC-FLEX2-PC02 24" Power Cord with Power Plug
with replaceable 8 Amp fuse

DL-AC-FLEX2-PC06 72" Power Cord with Power Plug
with replaceable 8 Amp fuse

DL-AC-FLEX2-EC Clear Plastic Endcap

DL-AC-FLEX2-CC03 3" Connecting Cable

DL-AC-FLEX2-CC06 6" Connecting Cable

DL-AC-FLEX2-CC12 12" Connecting Cable

DL-AC-FLEX2-CC24 24" Connecting Cable

DL-AC-FLEX2-FLEX-CON 1" Flex Cable

DL-AC-FLEX2-CC06-O 6" Connecting Cable
with Output Connection

DL-AC-FLEX2-CC06-I 6" Connecting Cable
with Input Connection

DL-AC-FLEX2-CC-EXT18 18" Extension Cable
for CC-06-O to CC06-I

ULTRA, NPX & DTW MOUNTING ACCESSORIES
DL-AC-FLEX2-UT-CH6M27-MCM Metal Hardware Mounting Bracket

for (-CH6M27)

DL-AC-FLEX2-CH6M-45-MC Stainless Steel Spring Clip
for mounting 45° metal channel

SG-MC-45 45 Degree Spring Clip for use with 
(-CH6Z)

DL-AC-FLEX2-MC-HW Hardwire Mounting Clip

DL-AC-FLEX2-MC Plastic Snap-in Mounting Clip

SG-MC-V Metal Mounting Clip
used inside (-CH4) and (–CH8)

DL-AC-FLEX2-ADJBR Universal Adjustable Channel 
Mounting Bracket for (-CH6M12) 
channel

DL-AC-FLEX2-UT-MCMADJ Adjustable Mounting Bracket
for Metal Channel

DL-AC-FLEX-CH4 48" Clear plastic snap-in channel
with UV inhibitors

DL-AC-FLEX-CH8 96" Clear plastic snap-in channel
with UV inhibitors

DL-AC-FLEX2-UT-CH6M12 72" Aluminum Channel

DL-AC-FLEX2-UT-CH6M12-L01 72" Snap-On Frosted Lens
for (-CH6M12)

DL-AC-FLEX2-UT-CH6M20 78" Metal Mounting Channel
with built-in fi xture clips

DL-AC-FLEX2-UT-CH6M20-L01 78" Frosted Flat Lens
for use with (-CH6M20) metal channel

DL-AC-FLEX2-UT-CH6M20-ECS Aluminum Endcap Set

DL-AC-FLEX2-UT-CH6M27 72" Metal Mounting Channel
with built-in fi xture clips

DL-AC-FLEX2-UT-CH6M20-L11 72" Frosted Lens Cover
for use with DL-AC-FLEX2-UT-CH6M27 
metal channel

DL-AC-FLEX2-UT-CH6MFR-LEC
DL-AC-FLEX2-UT-CH6MFR-DEC

Plastic Endcaps for (-CH6M27) channel, 
UT tape endcap and connector fi t 
inside of endcap

DL-AC-FLEX2-UT-CH6M35-45 78" 45° Metal Mounting Channel
with built-in fi xture clips

DL-AC-FLEX2-UT-CH6M35-45-ECS Aluminum Endcap Set

DL-AC-FLEX2-UT-CH6Z 72" UV Stabilized White Plastic Snap-In 
Channel

DL-AC-FLEX2-UT-CH6M-45-SQFR 78" 45º Metal Channel
with Square Frosted Lens Cover must 
install with (-CH6Z) channel

DL-AC-FLEX2-UT-CH6M-45-SQECS Live and Dead Endcap Set

RGBW WIRING ACCESSORIES
LC-AC-1000-INT-HWSPM 240" Hardwire Power Cord

DL-AC-FLEX2-RGBW-EC Clear Plastic Endcap

DL-AC-FLEX2-RGBW-CC06 6" Connecting Cable

DL-AC-FLEX2-RGBW-CC12 12" Connecting Cable

DL-AC-FLEX2-RGBW-CC24 24" Connecting Cable

RGBW MOUNTING ACCESSORIES
DL-AC-FLEX2-RGBW-MC Plastic Snap-in Mounting Clip

DL-AC-FLEX2-RGBW-MC-HW Hardwire Mounting Clip

DL-AC-FLEX2-FS-MCMADJ Adjustable Mounting Bracket

DL-AC-FLEX2-RGBW-CH6M12 72" Metal Mounting Channel
with built-in fi xture clips,

DL-AC-FLEX2-RGBW-CH6M12-L01 72" Snap-On Frosted Lens
for (-CH6M12)

DL-AC-FLEX2-RGBW-CH6M12-MCM Metal Snap-in Channel Hardware 
Mounting Bracket for (-CH6M12)

DL-AC-FLEX2-RGBW-CH6M12-CLASP Clasp for use with (-CH6M12)

LINE VOLTAGE DMX INTERFACES
LC-AC-1000-INT
Indoor Rated High Voltage DMX Interface/Decoder
(Required for runs ≥ 164Ft.)
Input: 120V AC
Power Output:  2.0A 240W per channel
Signal Output:  XLR3, RJ45, and hardwire

RGBW DMX CONTROLLERS
LC-PC-100
Simple Desktop DMX Controller
Dims: 2 ¾  " L × 3 ⅜  " W × 1 1/2  " H
Input: 5V DC
Must be programmed with included soft ware. Requires use of 
LC-AC-600-INT interface.

LC-PC-400
Simple Wall Mount DMX Controller
with Touch Sensitive Glass Faceplate
Dims: 3 ⅜  " L × 3 ⅜  " W × 1/2  " H
Input: 7V DC
Must be programmed with included soft ware. Requires use of 
LC-AC-600-INT interface.

LC-PC-500
Advanced Wall Mount DMX Controller with Touch Sensitive 
Glass Faceplate & Mobile Phone Control
Dims: 6 ⅝  " L × 5" W × 1/2  " H
Input: 7V DC
Must be programmed with included soft ware. Requires use of 
LC-AC-600-INT interface.

LC-RF-510W-RGBWW
Wall Mounted Basic DMX RGBWW Touch Enabled Controller
Power: 12-24V DC
Requires use of Requires use of LC-AC-600-INT interface.

UNIVERSAL DMX CONTROLLER
LC-PC-600
Universal WIFI and RF DMX512 Controller
Dims: 7 ⅛  " L × 2 ⅞  " W × 1 1/2  " H
Power Input: 120V AC
Wireless Signal Input:  WiFi via smartphone app

or RF remote controller
Signal Output: DMX512

RGBW RF CONTROLLER
LC-RF-600H-RGBW
Handheld RF RGBW Controller
Power: 4.5V (3x AAA battery)
Operation Frequency: 869.5 / 916.5 / 434 MHz
8 zone control
Requires use of LC-PC-600 controller and LC-AC-600-INT
or LC-AC-1000-INT interface.
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FULL SPECTRUM WIRING ACCESSORIES
DL-AC-FLEX2-HWSPM-08 96" Power Cord with Hardwire Leads

DL-AC-FLEX2-HWSPM-20 240" Power Cord with Hardwire Leads

DL-AC-FLEX2-FS-PC02 24" Power Cord with Power Plug

DL-AC-FLEX2-FS-PC06 72" Power Cord with Power Plug

DL-AC-FLEX2-FS-EC Clear plastic endcap

DL-AC-FLEX2-FS-CC03 3" Connecting Cable

DL-AC-FLEX2-FS-CC06 6" Connecting Cable

DL-AC-FLEX2-FS-CC12 12" Connecting Cable

DL-AC-FLEX2-FS-CC24 24" Connecting Cable

DL-AC-FLEX2-FS-FLEX-CON 1" Flex Cable

DL-AC-FLEX2-FS-CC06-O 6" Connecting Cable 
with Output Connection

DL-AC-FLEX2-FS-CC06-I 6" Connecting Cable 
with Input Connection

DL-AC-FLEX2-CC-EXT18 18" Extension Cable for CC-06-O to CC06-I

FULL SPECTRUM MOUNTING ACCESSORIES
DL-AC-FLEX2-FS-CH6M19-MCM Metal Hardware Mounting Bracket 

for (-CH6M19)

DL-AC-FLEX2-FS-MC Plastic Snap-in Mounting Clip

DL-AC-FLEX2-FS-MC-HW Hardwire Mounting Clip

DL-AC-FLEX2-FS-MCMADJ Adjustable Mounting Bracket

DL-AC-FLEX2-ADJBR Universal Adjustable Bracket

DL-AC-FLEX2-FS-CH6P 72" Plastic Mounting Channel

DL-AC-FLEX2-FS-CH6M08 72" Metal Mounting Channel

DL-AC-FLEX2-FS-CH6M19 72" Metal Channel

DL-AC-FLEX2-FS-CH6M19-L01 72" Snap-On Frosted Lens for (-CH6M19)

DL-AC-FLEX2-FS-CH6M19-L11 72" Snap-On Frosted Lens for (-CH6M19)

LT SERIES WIRING ACCESSORIES
DL-AC-FLEX2-LT-HWSPM-08 96" Power Cord with Hardwire Leads

DL-AC-FLEX2-LT-HWSPM-20 240" Power Cord with Hardwire Leads

DL-AC-FLEX2-LT-PC02 24" Power Cord with Power Plug

DL-AC-FLEX2-LT-PC06 72" Power Cord with Power Plug

DL-AC-FLEX2-LT-EC Clear plastic endcap

DL-AC-FLEX2-LT-CC03 3" Connecting Cable

DL-AC-FLEX2-LT-CC06 6" Connecting Cable

DL-AC-FLEX2-LT-CC12 12" Connecting Cable

DL-AC-FLEX2-LT-CC24 24" Connecting Cable

DL-AC-FLEX2-LT-CC06-0 6" Connecting Cable with Output Connection

DL-AC-FLEX2-LT-CC06-I 6" Connecting Cable with Input Connection

DL-AC-FLEX2-CC-EXT18 18" Extension Cable for CC-06-O to CC06-I

LT SERIES MOUNTING ACCESSORIES
DL-AC-FLEX2-LT-MC Plastic Snap-in Mounting Clip

DL-AC-FLEX2-FS-MC-HW Hardwire Mounting Clip

DL-AC-FLEX2-ADJBR Universal Adjustable Bracket

DL-AC-FLEX2-LT-CH6M09 72" Metal Channel

ACCESSORIES

BASIC WIRING ACCESSORIES
DL-AC-FLEX2-HWSPM-08 96" Power Cord with Hardwire Leads

DL-AC-FLEX2-HWSPM-20 240" Power Cord with Hardwire Leads

DL-AC-FLEX2-EB-PC02 24" Power Cord with Power Plug

DL-AC-FLEX2-EB-PC06 72" Power Cord with Power Plug

DL-AC-FLEX2-EB-EC Clear Plastic Endcap

DL-AC-FLEX2-EB-CC03 3" Connecting Cable

DL-AC-FLEX2-EB-CC06 6" Connecting Cable

DL-AC-FLEX2-EB-CC12 12" Connecting Cable

DL-AC-FLEX2-EB-CC24 24" Connecting Cable

DL-AC-FLEX2-EB-FLEX-CON 1" Flex Cable

DL-AC-FLEX2-EB-CC06-O 6" Connecting Cable 
with Output Connection

DL-AC-FLEX2-EB-CC06-I 6" Connecting Cable 
with Input Connection

DL-AC-FLEX2-CC-EXT18 18" Extension Cable 
for CC-06-O to CC06-I

BASIC MOUNTING ACCESSORIES
DL-AC-FLEX2-FS-CH6M19-MCM Metal Hardware Mounting Bracket 

for (-CH6M19)

DL-AC-FLEX2-FS-MC Plastic Snap-in Mounting Clip

DL-AC-FLEX2-FS-MC-HW Hardwire Mounting Clip

DL-AC-FLEX2-FS-MCMADJ Adjustable Mounting Bracket

DL-AC-FLEX2-ADJBR Universal Adjustable Bracket

DL-AC-FLEX2-FS-CH6P 72" Plastic Snap-in Mounting Channel

DL-AC-FLEX2-FS-CH6M08 72" Metal Mounting Channel

DL-AC-FLEX2-FS-CH6M19 72" Metal Mounting Channel

DL-AC-FLEX2-FS-CH6M19-L01 72" Snap-On Frosted Lens

DL-AC-FLEX2-FS-CH6M19-L11 72" Snap-On Frosted Lens for (-CH6M19)

JA8 WIRING ACCESSORIES
DL-AC-FLEX2-HWSPM-08 96" Power Cord with Hardwire Leads

DL-AC-FLEX2-HWSPM-20 240" Power Cord with Hardwire Leads

DL-AC-FLEX2-JA8-PC02 24" Power Cord with Power Plug 
with replaceable 8 Amp fuse

DL-AC-FLEX2-JA8-PC06 72" Power Cord with Power Plug 
with replaceable 8 Amp fuse

DL-AC-FLEX2-JA8-EC Clear Plastic Endcap

DL-AC-FLEX2-JA8-CC03 3" Connecting Cable

DL-AC-FLEX2-JA8-CC06 6" Connecting Cable

DL-AC-FLEX2-JA8-CC12 12" Connecting Cable

DL-AC-FLEX2-JA8-CC24 24" Connecting Cable

DL-AC-FLEX2-JA8-FLEX-CON 1" Flex Cable

DL-AC-FLEX2-JA8-CC06-O 6" Connecting Cable 
with Output Connection

DL-AC-FLEX2-JA8-CC06-I 6" Connecting Cable 
with Input Connection

DL-AC-FLEX2-CC-EXT18 18" Extension Cable 
for CC-06-O to CC06-I

JA8 MOUNTING ACCESSORIES
DL-AC-FLEX2-ADJBR Universal Adjustable Channel 

Mounting Bracket

DL-AC-FLEX2-JA8-MC Plastic Snap-in Mounting Clip

DL-AC-FLEX2-JA8-MC-HW Hardwire Mounting Clip

DL-AC-FLEX2-JA8-CH6P 72" Plastic Snap-in Mounting Channel

DL-AC-FLEX2-JA8-CH6M18 72" Aluminum Channel 18mm Height

DL-AC-FLEX2-JA8-CH6M18-L01 72" Snap-On Frosted Lens for (-CH6M18)

DL-AC-FLEX2-JA8-CH6M25 78" Metal Mounting Channel 
with built-in fixture clips

DL-AC-FLEX2-JA8-CH6M25-L01 78" Frosted Lens Cover for (-CH6M25)

DL-AC-FLEX2-JA8-CH6M25-ECS Aluminum Endcap Set

DL-AC-FLEX2-JA8-CH6M38-45 78" 45° Metal Mounting Channel

DL-AC-FLEX2-CH6M-45-MC Stainless Steel Spring Clip 
for mounting 45° metal channel

DL-AC-FLEX2-JA8-CH6M38-45-ECS Aluminum Endcap Set
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INFINA® CHANNELSINFINA® CHANNELS

1"

1"

DL-FLEX2-LNDB-RGBW-CH3
38" Alumium Mounting Channel

See page 8
1"

1"

DL-FLEX2-LNDB-RGBW-CH33-BEND
33' Metal bendable channel

See page 8

1 3⁄16"

7⁄16"

DL-AC-FLEX2-LNTB-CH3M22
3' Metal Mounting Channel with clasp

See page 10

7⁄16"

⅞"

DL-AC-FLEX2-LNSB-CH-BEND-65
6.5' Metal Bendable Mounting Channel

See page 10

9⁄16"

⅞"

DL-AC-FLEX2-LNSB-CH3M22
3' Metal Mounting Channel

See page 10

DL-AC-FLEX2-BEAM-CH4M22
4' Metal Mounting Channel⅞"

1 3/16"

See page 11

DL-AC-FLEX2-JA8-CH6P
6' Plastic Mounting Channel13⁄16"

13⁄16"

See page 16

DL-AC-FLEX2-UT-CH6M-45-SQFR
6 1/2" 45º metal channel with square frosted lens cover, 
must install with DL-AC-FLEX-UT-CH6Z

1 3⁄16"

1 3⁄16"

See page 12, 13, 15

DL-AC-FLEX2-UT-CH6Z
6' Snap-In Plastic Mounting Channel
May use with 6x SG-MC-45 clip

11⁄16"

¾"

See page 12, 13, 15

DL-AC-FLEX2-UT-CH6M35-45
6 1/2" 45° Metal Mounting Channel with built-in fixture 
clips, endcap and connectors t inside of channel1 7⁄16"

1 5⁄16"

See page 12, 13, 15

DL-AC-FLEX2-RGBW-CH6M12
6' Metal Mounting Channel with built-in FIxture clips, 
endcap and connectors fIt outside of channel

½"

1 ⅛"

See page 20

DL-AC-FLEX2-JA8-CH6M18
6' Metal Mounting Channel11⁄16"

⅞"

See page 16

DL-AC-FLEX2-JA8-CH6M25
6 1/2' Metal Mounting Channel with built-infixture clips1"

1 ⅛"

See page 16

DL-AC-FLEX2-LT-CH6M09
6' Metal Mounting Channel5⁄16"

¾" See page 19

DL-AC-FLEX2-FS-CH6M19
6' Metal Mounting Channel¾"

13⁄16"

See page 17, 18

DL-AC-FLEX2-FS-CH6P
6' Plastic Mounting Channel7⁄16"

¾" See page 17, 18

DL-AC-FLEX2-FS-CH6M08
6' Metal Mounting Channel5⁄16"

¾" See page 17, 18

DL-AC-FLEX-CH4
DL-AC-FLEX-CH8
4' / 8' Plastic Mounting Channel
Must be use with 9x SG-MC-V clip

½"

1"

See page 12, 13, 15

DL-AC-FLEX2-UT-CH6M12
6' Metal Mounting Channel with built-in
fixture clips, endcap and connectors fit
outside of channel

½"

⅞"

See page 12, 13, 15

DL-AC-FLEX2-UT-CH6M27
6' Metal Mounting Channel with built-in fixture clips, 
endcap and connectors fit outside of channel1 1⁄16"

1"

See page 13, 15

DL-AC-FLEX2-UT-CH6M20
6 1/2" Metal Mounting Channel with
built-in fixture clips, endcap and
connectors fit inside of channel

13⁄16"

 1 ⅛"

See page 12, 13, 15
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IMPORTANT INFORMATION FOR SPECIFIERS

CUTTING IN THE FIELD PROHIBITED

Per UL and ETL procedures, 120V AC 

LED strip: "shall not be marked or 
provided with instructions that indicate 
suitability for fi eld-cutting".
If any 120V AC LED fl exible strip is cut in 

the fi eld the product is no longer

UL/ETL listed.

JESCO's INFINA® is made to order 
in our US warehouses to precise 
increments, as little as 3", ready to 
install. No additional assembly fee 
- no matter how many connection 
cables required.

CORRECT MOUNTING METHOD FOR 
PLUG-IN APPLICATIONS

Per UL and ETL procedures, Plug-in 

applications must use open clips or 

channels allowing for quick and easy 

removal without the use of tools.

If clips that clamp down onto the strip 

are used, securing it in place, this 

is now a permanent surface mount 

luminaire and the product is no longer 

UL/ETL listed as a Plug-in strip.

JESCO provides clips and channel 
specifi c to both Plug-in and Hardwire 
applications.

HARDWIRE APPLICATIONS

JESCO's INFINA® is the fi rst 120V AC 

LED fl exible strip safety listed for 

hardwiring applications.

Taking any Plug-in 120V AC LED strip 

and cutting off  the plug and splicing 

it into a junction box is a violation and 

that product is no longer UL/ETL listed.

JESCO off ers various options for both 
indoor and outdoor wet location 
hardwire applications that meet any 
code or design requirements.

ASSEMBLED IN THE USA
JESCO's INFINA® 2.0 is assembled in the our New York and Los Angeles 

manufacturing locations, and ships quickly, ready to install.

IMPORTANT INFORMATION FOR SPECIFIERS

Reduce material and installation costs associated with conventional low voltage LED tape light.
Benefi t from longer run lengths, shorter installation time, bright uniform light output and less expensive dimming.

SAVINGS AND PERFORMANCE
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JESCO CATALOGS

For full selection of JESCO catalogs and 
brochures, downloadable and printable 
flip‑books please visit 
www.jescolighting.com/resources/catalogs-new/ 
or follow the QR code link.

    WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov
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