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OMNI SERIES

JESCO introduces the OMNI – the latest specifi cation-
grade Low Volt Flexible Linear Lighting, with all the key 
features that a lighting designer wants, in one product.

The OMNI off ers Single Bin 2-Step MacAdam Ellipse, Full 
Spectrum LEDs with CRI of 95+, ensuring consistent color 
temperature and brightness, and exceptional color 
accuracy. Its tightly spaced, high density LED placement 
per foot provides full diff usion when used with a shallow 
profi le channel such as our CH-SM-31.

With its Precision Cut design, the OMNI can be shortened 
to merely ⅛  " or 3mm increments, allowing for a custom fi t to 
any space.

Off ered in a variety of lumen outputs ranging from 1W- to 
7W-per foot and multiple CCT options, along with an array 
of power terminations, connections, mounting channels, 
and dimming options, the Omni is designed to integrate 
seamlessly into any project.

Designed for commercial, retail, hospitality, and residential 
applications, including cove lighting, architectural accent 
lighting, undercabinet, shelving, display lighting; mood 
and ambient lighting.

NEW

DL-FLEX2-CRYSCONN10-PC40 12" plug and play power cord
DL-FLEX2-CRYSCONN10-PC40-HW 40" Hardwire power cord
DL-FLEX2-CRYSCONN10-PC79-HW 79" Hardwire power cord
DL-FLEX2-CRYSCONN10-CC06 6" Connecting cable

DL-FLEX2-CRYSCONN10-TT Tape-to-Tape Connector

DL-FLEX2-TB10-PC-PP 12” Plug & Play power cord
DL-FLEX2-TB10-PC-HW 12” Hardwire power cord
DL-FLEX2-TB10-CC12 12” Connecting cable.
DL-FLEX2-TB10-LCONN L Connector.
DL-FLEX2-TB10-ICONN Inline Connector.

WIRING ACCESSORIES
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OMNI SERIES

• 2-Steps MacAdam – Single 
Bin LED binning for uniformity 
in both color and intensity

• Full Spectrum light output 
at 95+ CRI

• High LED density of 73 LEDs/Ft

• Field-cuttable every ⅜" (8mm)

• 3oz. copper PCB ensures 
optimal heat dissipation

• Installs easily with 3M™ 
adhesive backing

• Large selection of mounting 
channels for various 
applications.

• Plug and Play and Hardwire 
options are available

• Dimmable

See selection above 62FT -  1W/Ft. Reel
35FT -  2W/Ft. Reel
30FT -  3W/Ft. Reel
20FT -  4W/Ft. Reel
16FT - 5W/Ft. Reel
16FT - 6W/Ft. Reel
12FT - 7W/Ft. Reel

1W - 1.0W/Ft.
2W*- 2.0W/Ft.
3W - 3.0W/Ft.
4W*- 4.0W/Ft.
5W*- 5.0W/Ft.
6W - 6.0W/Ft.
7W*- 7.0W/Ft.

OMNI
All-in-One
Flexible LED

TO ORDER
SERIES MODEL WATTS CCT/CRI REEL LENGTH

DL-FLEX2 OMNI- - --

NEW

½  "
10mm

DL-FLEX2-OMNI-1W
1W FULL SPECTRUM • 2SDCM • PRECISION CUT 24V FLEXIBLE LINEAR LIGHTING

2
SDCM

1.0
W/Ft

125
Lm/Ft

125
Lm/W

62'
MAX DRY⅛  "

MIN
95+
CRI

73
LED/Ft 120°

DL-FLEX2-OMNI-2W*
2W FULL SPECTRUM • 2SDCM • PRECISION CUT 24V FLEXIBLE LINEAR LIGHTING

2
SDCM

2.0
W/Ft

250
Lm/Ft

125
Lm/W

40'
MAX DRY⅛  "

MIN
95+
CRI

73
LED/Ft 120°

DL-FLEX2-OMNI-3W
4W FULL SPECTRUM • 2SDCM • PRECISION CUT 24V FLEXIBLE LINEAR LIGHTING

2
SDCM

3.0
W/Ft

375
Lm/Ft

125
Lm/W

30'
MAX DRY⅛  "

MIN
95+
CRI

73
LED/Ft 120°

DL-FLEX2-OMNI-4W*
4W FULL SPECTRUM • 2SDCM • PRECISION CUT 24V FLEXIBLE LINEAR LIGHTING

2
SDCM

4.0
W/Ft

500
Lm/Ft

125
Lm/W

20'
MAX DRY⅛  "

MIN
95+
CRI

73
LED/Ft 120°

DL-FLEX2-OMNI-5W*
5W FULL SPECTRUM • 2SDCM • PRECISION CUT 24V FLEXIBLE LINEAR LIGHTING

2
SDCM

5.0
W/Ft

625
Lm/Ft

125
Lm/W

16'
MAX DRY⅛  "

MIN
95+
CRI

73
LED/Ft 120°

DL-FLEX2-OMNI-6W
6W FULL SPECTRUM • 2SDCM • PRECISION CUT 24V FLEXIBLE LINEAR LIGHTING

2
SDCM

6.0
W/Ft

750
Lm/Ft

125
Lm/W

16'
MAX DRY⅛  "

MIN
95+
CRI

73
LED/Ft 120°

DL-FLEX2-OMNI-7W*
7W FULL SPECTRUM • 2SDCM • PRECISION CUT 24V FLEXIBLE LINEAR LIGHTING

2
SDCM

7.0
W/Ft

875
Lm/Ft

125
Lm/W

12'
MAX DRY⅛  "

MIN
95+
CRI

73
LED/Ft 120°

27K22K 30K 35K 40K

* Consult factory for lead time.
When ordering by the foot, specify 
required quantity of 1Ft. lengths before 
the Part Number.
Product Lumen Output and Lumens/
Watt are based on 4000K, 95CRI.
Specifi cations subject to change 
without notice. See spec sheet or 
jescolighting.com for more details.
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For more details and product 
specifications please visit

JESCOLIGHTING.COM

NEW YORK 
CORPORATE OFFICE 
15 Harbor Park Drive 
Port Washington NY 11050

LOS ANGELES 
219 South 6th Avenue 
City Of Industry CA 91746

Toll Free: 800 527 7796 
Tech Support: 855.592.0029 
Fax: 855 265 5768
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