






4 JESCO LIGHTING 

BATTERY BACKUP

Emergency Battery Backup

HOUSINGS / FRAMES

New Construction Frame
Fits 1-, 2- & 3-Light Modulinear

IC New Construction Housing
Fits 1-, 2- & 3-Light Modulinear

TRIM AND TRIMLESS OPTIONS
TRIMLESS
shown installed
The Trimless option installs fl ush with 
the ceiling line, perfect for high-end 
residential or hospitality spaces.

TRIMMED
shown installed
The ultra low profi le trim measures merely 
less than 1⁄16" or 1.5mm, creating a clean 
ceiling line.

1E - Eyeball Adjustable 1G - Gimbal Adjustable

BAFFLES Mix and match Baffl  es within the same 
fi xture to optimize functionality.

Powers up to 3 LED Engines.

REMOTE POWER SUPPLY

ML-P22 LED MODULINEAR
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Wattage/Light 5.4W 7.2W 9.0W

Lumens/Light 550 Lm 720 Lm 900 Lm

Effi  cacy 102 Lm/W 100 Lm/W 100 Lm/W

Input 120-277V AC

Tilt/Rotation 30°/355°  

Dimming TRIAC, ELV, 0-10V (120-277V AC)

Environment Indoors - Damp

ML-P22T MINIATURE LED RECESSED MULTIPLES

ML-P22T
MINIATURE LED RECESSED MULTIPLES

1 New Construction IC available up to 7.2W per light. 
2 Not available with New Construction IC.
3 Specify RAL #. 

MODEL STYLE CCT OPTICS LENS FLANGE & FINISH

2090 - 2000K
2290 - 2200K
2490 - 2400K
2790 - 2700K
3090 - 3000K
3590 - 3500K
4090 - 4000K

NF - 20°
FL - 30°
WF - 40°
VW - 50°

1G - 1-Light Gimbal
2G - 2-Light Gimbal
3G - 3-Light Gimbal
1E - 1-Light Eyeball
2E - 2-Light Eyeball
3E - 3-Light Eyeball

LC - Clear (standard)
LL - Linear
LH - Hexcell
LS - Soft ening

BK – Trim Black
WH – Trim White
TT – Trim Two Tone
CT – Trim Custom3

TLB – Trimless Black
TLW – Trimless White
TLC – Trimless Custom3

ML-P22T --- --

TO ORDER LIGHT ENGINE/BAFFLE

90+
CRILED 2

SDCM DAMP

TO ORDER HOUSING/FRAME
MODEL TYPE

NC -  New Construction
IC - IC  New Construction1

ML-P22 -

TO ORDER DRIVER
MODEL POWER PER ENGINE DIMMING

Phase and 0-10V dimming300 - 5.4W
400 - 7.2W
500 - 9.0W2

PS-CC 40-JB-UNI-DIM--
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BATTERY BACKUP

Emergency Battery Backup
Optional for 0-10V only

HOUSINGS / FRAMES

1-Light New Construction

2-Light New Construction

3-Light New Construction

2-Light Remodel

1-Light Remodel

3-Light Remodel

TRIM AND TRIMLESS OPTIONS

RD - Downlight

RA - Adjustable Downlight

RP - Adjustable Pinhole

RW - Wall Wash

RG - Adjustable Gimbal

RS - Adjustable Snoot

BAFFLES

TRIMLESS
shown installed
The Trimless option installs fl ush with 
the ceiling line, perfect for high-end 
residential or hospitality spaces.

TRIMMED
shown installed
The ultra low profi le trim measures merely 
less than 1⁄16" or 1.5mm, creating a clean 
ceiling line.

Baffl  es can be mixed and matched 
within the same Modulinear fi xture to 
optimize its functionality.

Mix and match Baffl  es within the same 
fi xture to optimize functionality.
Mix and match Baffl  es within the same 
fi xture to optimize functionality.

ML-P22 LED MODULINEAR



7JESCO LIGHTING 

ML-P22 PERFORMANCE LED RECESSED MULTIPLES

ML-P22 PERFORMANCE
PERFORMANCE LED RECESSED MULTIPLES

TO ORDER HOUSING/FRAME
MODEL # LIGHTS HOUSING DIMMING POWER/LIGHT TRIM FINISH BATTERY PACK

NC -  New 
Construction

RM - Remodel

TRI - TRIAC, ELV
010 - 0-10V
DAL - DALI
CAS - CASAMBI¹

1 - 1 Light
2 - 2 Light
3 - 3 Light

EM -  Emergency 
Battery³

 -  None

TB – Black
TW – White
TC – Custom²
TLB – Trimless Black
TLW – Trimless White
TLC – Trimless Custom²

600MA-24W
700MA-28W

ML-P22 ---- - -

¹ Consult factory for CASAMBI network design
² Specify RAL #, consult factory.
³ Emergency battery pack is only available with 0-10V dimming driver. 0-10V control not required.
4 Wall Wash is only available with VW beam and Clear lens.
5 Pinhole Adjustable is only available with Black interior (BB).

MODEL CCT OPTICS LENS OPTION BAFFLE FINISH

2090 - 2000K
2290 - 2200K
2490 - 2400K
2790 - 2700K
3090 - 3000K
3590 - 3500K
4090 - 4000K

NF - 30°
FL - 40°
WF - 50°
VW - 60°

BB - Black
BW - White
BC - Custom²

LC - Clear (standard)
LL - Linear
LH - Hexcell
LS - Soft ening
LP - Prismatic

RG – Gimbal Adjustable
RS – Snoot Adjustable
RD – Downlight
RA – Adjustable Downlight
RW – Wall Wash4
RP – Pinhole Adjustable5

ML-P22-35P --- - -

TO ORDER LIGHT ENGINE/BAFFLE

Wattage/Light 24W 28W

Lumens/Light 2000 Lm 2300 Lm

Effi  cacy 83 Lm/W 82 Lm/W

Input 120V AC (TRIAC, ELV)

120-277V AC (0-10V, DALI)

Tilt/Rotation 0°/360°  (Downlight, Wall Wash)

30°/360°  (Adjustable Trims*)

Dimming TRIAC & ELV (120V AC)

0-10V, DALI (120V-277V AC)

CASAMBI ready (0-10¹)

Environment Indoors - Damp  (Adjustable Trims*)

Indoors - Wet (Downlight, Wall Wash)

* Adjustable Downlight, Adjustable Gimbal, Adjustable Pinhole, Adjustable Snoot

90+
CRILED DAMP

WET
2

SDCM
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ML-P22 SHALLOW
SHALLOW LED RECESSED MULTIPLES

TO ORDER HOUSING/FRAME
MODEL # LIGHTS HOUSING DIMMING POWER/LIGHT³ TRIM FINISH BATTERY PACK

NC -  New 
Construction

RM - Remodel

TRI - TRIAC, ELV
010 - 0-10V
DAL - DALI
CAS - CASAMBI¹

1 - 1 Light
2 - 2 Light
3 - 3 Light

EM -  Emergency 
Battery³

 -  None

TB – Black
TW – White
TC – Custom²
TLB – Trimless Black
TLW – Trimless White
TLC – Trimless Custom²

210MA-08W
260MA-10W
350MA-14W
500MA-20W

ML-P22 ---- - -

Shallow option measures merely 4 ⅛  ", 
suitable for low plenum clearances.

¹ Consult factory for CASAMBI network design
2 Specify RAL #, consult factory.
³ 8W or 10W available with TRIAC, ELV or 0-10V dimming driver. 14W or 20W is only available with 0-10V dimming driver, 0-10V control not required.
4 Wall Wash is only available with VW beam and Clear lens.
5 Pinhole Adjustable is only available with Black interior (BB).

MODEL CCT OPTICS LENS OPTION BAFFLE FINISH

2090 - 2000K
2290 - 2200K
2490 - 2400K
2790 - 2700K
3090 - 3000K
3590 - 3500K
4090 - 4000K

NF - 20°
FL - 30°
WF - 45°
VW - 55°

BB - Black
BW - White
BC - Custom²

LC - Clear (standard)
LL - Linear
LH - Hexcell
LS - Soft ening
LP - Prismatic

RG – Gimbal Adjustable
RS – Snoot Adjustable
RD – Downlight
RA – Adjustable Downlight
RW – Wall Wash4
RP – Pinhole Adjustable5

ML-P22-35S --- - -

TO ORDER LIGHT ENGINE/BAFFLE

Wattage/Light 8W 10W 14W 20W

Lumens/Light 720 Lm 900 Lm 1200 Lm 1700 Lm

Effi  cacy 90 Lm/W 90 Lm/W 86 Lm/W 85 Lm/W

Input 120V AC (TRIAC, ELV)

120-277V AC (0-10V, DALI)

Tilt/Rotation 0°/360°  (Downlight, Wall Wash)

30°/360°  (Adjustable Trims*)

Dimming TRIAC & ELV (120V AC)

0-10V, DALI (120V-277V AC)

CASAMBI ready (0-10¹)

Environment Indoors - Damp  (Adjustable Trims*)

Indoors - Wet (Downlight, Wall Wash)

* Adjustable Downlight, Adjustable Gimbal, Adjustable Pinhole, Adjustable Snoot

90+
CRILED DAMP

WET
2

SDCM

ML-P22 LED MODULINEAR
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ML-P22 DIM-TO-WARM LED RECESSED MULTIPLES

ML-P22 DTW
DIM-TO-WARM LED RECESSED MULTIPLES

TO ORDER HOUSING/FRAME
MODEL # LIGHTS HOUSING DIMMING POWER/LIGHT³ TRIM FINISH BATTERY PACK

NC -  New 
Construction

RM - Remodel

TRI - TRIAC, ELV
010 - 0-10V
DAL - DALI
CAS - CASAMBI¹

1 - 1 Light
2 - 2 Light
3 - 3 Light

EM -  Emergency 
Battery³

 -  None

TB – Black
TW – White
TC – Custom²
TLB – Trimless Black
TLW – Trimless White
TLC – Trimless Custom²

210MA-08W
260MA-10W
350MA-14W
450MA-18W

ML-P22 ---- - -

¹ Consult factory for CASAMBI network design
² Specify RAL #, consult factory.
³ 8W or 10W available with TRIAC, ELV or 0-10V dimming driver. 14W or 18W is only available with 0-10V dimming driver, 0-10V control not required.
4 Wall Wash is only available with VW beam and Clear lens.
5 Pinhole Adjustable is only available with Black interior (BB).

MODEL CCT OPTICS LENS OPTION BAFFLE FINISH

DTW - 1800K to 3000K M-NF - 20°
M-WF - 40°
M-VW - 50°

BB - Black
BW - White
BC - Custom²

LC - Clear (standard)
LL - Linear
LH - Hexcell
LS - Soft ening
LP - Prismatic

RG – Gimbal Adjustable
RS – Snoot Adjustable
RD – Downlight
RA – Adjustable Downlight
RW – Wall Wash4
RP – Pinhole Adjustable5

ML-P22-35S --- - -

TO ORDER LIGHT ENGINE/BAFFLE

Wattage/Light 8W 10W 14W 18W

Lumens/Light 530 Lm 670 Lm 930 Lm 1200 Lm

Effi  cacy 66 Lm/W 67 Lm/W 66 Lm/W 67 Lm/W

Input 120V AC (TRIAC, ELV)

120-277V AC (0-10V, DALI)

Tilt/Rotation 0°/360°  (Downlight, Wall Wash)

30°/360°  (Adjustable Trims*)

Dimming TRIAC & ELV (120V AC)

0-10V, DALI (120V-277V AC)

CASAMBI ready

Environment Indoors - Damp  (Adjustable Trims*)

Indoors - Wet (Downlight, Wall Wash)

* Adjustable Downlight, Adjustable Gimbal, Adjustable Pinhole, Adjustable Snoot

90+
CRILED DAMP

WET
3

SDCM
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P22 SPECIFICATION LED DOWNLIGHTS

JESCO LIGHTING expands its Spec-Grade, High-Performance 
P22 Series LED Downlights, designed for high-end residential, 
hospitality, retail, and commercial applications.

With advancements in LED technology, P22 downlights deliver higher 
light output with lower wattage while maintaining exceptional color 
accuracy, exceeding 90CRI. 2-Step MacAdam ellipse single-binned 
LEDs ensure consistent, high-quality white light.

Now available in four aperture sizes – 1.5", 2.5", 3.5", and 4.5", the 
modular P22 system supports New Construction and Remodel
applications with multiple confi gurations to meet project 
specifi cations. The system is JA8 Title 24 compliant.

• New 1.5" Ultra-Slim Design – Ideal for modern interiors requiring 
discreet, high-performance lighting. Precision optics provide crisp, 
focused illumination in a compact form.

• 2.5" Aperture with Millwork Option – Integrates seamlessly into 
ceiling designs for a sleek, unobtrusive aesthetic. Now available as 
a Quick-Ship item in New Construction, featuring 3000K 90CRI, 55° 
optic, and Round Fixed Downlight with Black and White trim options.

• 3.5" Aperture Shallow for low plenums with Dim-To-Warm Option 
– Mimics the warm dimming curve of incandescent lamps, 
transitioning from 3000K at full brightness to a cozy 1800K with 
smooth, fl icker-free dimming.

• 4.5" High-Output Solution – Designed for larger spaces and higher 
ceilings, delivering powerful illumination while maintaining optimal 
beam control and glare reduction. Ideal for commercial, hospitality, 
and high-end residential projects requiring more light coverage.

The P22 Series features die-cast Round and Square trims in various 
confi gurations, including Fixed Downlight, Adjustable Downlight, 
Adjustable Gimbal, Adjustable Pinhole, Adjustable Snoot, and 
Wall Wash Baffl  e. Finish options include Matte Black, Matte White, 
Matte Silver, and custom RAL powder coat fi nishes, with a Trimless 
option for ultra-modern spaces. The 3.5" Vortex Baffl  e Technology 
delivers uniform, comfortable illumination without harsh shadows and 
is available in Trim and Trimless versions, with an optional decorative 
trim ring in Black, White, Brass, Copper, and Satin Nickel.

Built to your specifi cations, P22 downlights ship quickly from our NY 
and CA facilities, ready for installation.

FOR GREATER DETAILS SEE P22 CATALOG.

3.5" Performance 3.5" Shallow

1.5" 2.5"

4.5" Performance
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JESCO CATALOGS

For full selection of JESCO catalogs and 
brochures, downloadable and printable 
flip‑books please visit 
www.jescolighting.com/resources/catalogs-new/ 
or follow the QR code link.

    WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov    WARNING:
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