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NEO SERIES

JESCO Lighting�s FLEX2 NEO captures the classic look of 
traditional neon lighting with modern performance. Its innovative 
design features seamless light di�usion for a continuous, �awless 
light output without pixelation. Rated IP65 for Outdoor and Indoor 
applications, and Direct Sunlight use.

The NEO family of products are o�ered in several varieties:

DL-FLEX2-LNSB � Bends laterally along its horizontal axis, making it 
ideal for accentuating columns and curved surfaces. Available 
in a range of whites as well as red, green, and blue hues.

DL-FLEX2-LNTB � Bends vertically up to a 8" diameter. Available in 
a�range of whites as well as red, green, and blue hues.

DL-FLEX2-LNTB-HO � High-output version of 351Lm/Ft with vertical 
bend up to 6". Fully cuttable along the entire length.

DL-FLEX2-LNSB-USL � Ultra-slim 6mm x 3mm pro�le with a tight 
1.2" lateral bending radius, ideal for precision applications such 
as custom lettering, edge lighting, logo outlines, and intricate 
signage. Fully cuttable anywhere along its length for maximum 
design �exibility.

DL-FLEX2-LNDBSL � A slim 10mm pro�le enables discreet 
installation in the smallest spaces. Bends vertically and laterally, 
available in a�variety of whites.

DL-FLEX2-LNDB � Bends vertically and laterally, available in 
a�range of whites.

DL-FLEX2-LNDB-RGBW � Bends vertically and laterally, the RGBW 
can be programmed to achieve millions of colors, including 
hard-to-achieve pastel hues.

HIGHLIGHTS
�	 Constant Current 

technology ensures 
consistent light output 
from the start of the 
run to the end, with no 
lumen loss.

�	 The advanced silicone 
extrusion o�ers a 
sleek appearance, 
exceptional �exibility, 
high impact resistance, 
and superior weather 
resistance.

�	 Suitable for Direct 
Sunlight applications.

�	 Wet and IP65 rated for 
both outdoor and Indoor 
applications.

�	 Field cuttable, with 
visible cut marks on the 
side of the product.

�	 Dimmable with a variety 
of dimming options.

APPLICATIONS
�	 Highlighting architectural 

features such as 
columns, arches, and 
curved surfaces

�	 Cove lighting

�	 Signage backlighting 
behind logos or signs to 
create a striking halo 
e�ect for retail and 
commercial spaces

�	 Staircase illumination 
along the risers or under 
the treads of stairs

�	 Display lighting in retail

�	 Backlighting mirrors in 
bathrooms and dressing 
areas

�	 Pool, fountains, water 
feature illumination

�	 Event and Stage Lighting 
for concerts, or theatrical 
performances.
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NEO SERIES � SIDE�BENDING & TOP�BENDING

TO ORDER
SERIES	 MODEL	 CCT/CRI

DL-FLEX2 --
See selection aboveLNSB - NEO Side-Bended

LNTB - NEO Top-Bended
LNTB-HO - NEO High Output Top-Bended
LNSB-USL - NEO Ultra-Slim Side-Bended

All sizes are nominal.
Lumen info based on 4000K 80CRI.
Speci�cations subject to change 
without notice. See spec sheet or 
jescolighting.com for more details.

Bends laterally up to�Ø5" 
along its horizontal 
axis, making it ideal for 
accentuating columns and 
curved surfaces.

‰"H × �"W
11 × 20.6mm

DL�FLEX2�LNSB
SIDE�BENDING NEON FLEXIBLE LED

27K 30K 35K 40K 50K 65K RED GREEN BLUE

80+
CRI

2.7 
W/Ft

121
Lm/Ft

45
Lm/W WET IP65

120°
30’

MAX
2"

MIN � 5in

Bends vertically up to a Ø8". 
Available in a range of whites 
as well as red, green, and 
blue hues.

�"H × �"W
16 × 16mm

DL�FLEX2�LNTB
TOP�BENDING NEON FLEXIBLE LED

27K 30K 35K 40K 50K 65K RED GREEN BLUE

80+
CRI

2.7 
W/Ft

165
Lm/Ft

60
Lm/W WET IP65

120°
30’

MAX
2"

MIN � 8in

High-output version of 
351Lm/Ft with vertical bend 
up to 6". Fully cuttable along 
the entire length. O�ered in 
a wide range of whites.

����� �����

Ultra-slim 6 × 3mm pro�le with 
a tight 1.2" lateral bending 
radius, ideal for precision 
applications such as custom 
lettering, edge lighting, 
logo outlines, and intricate 
signage. Fully cuttable 
anywhere along its length.

�1.2in

…"H × �"W
6 × 3mm

DL�FLEX2�LNSB�USL
SIDE�BENDING SLIM NEON FLEXIBLE LED

18K 20K 22K 24K 27K 30K 35K 40K 50K 60K

90+
CRI

2.7 
W/Ft

82
Lm/Ft

30
Lm/W DRY

120°
16.4’
MAX

FREE 
CUT

3
SDCM

¾"H × ¾"W
19 × 19mm

DL�FLEX2�LNTB�HO
TOP�BENDING HIGH OUTPUT NEON FLEXIBLE LED

90+
CRI

4.3 
W/Ft

351
Lm/Ft

82
Lm/W WET IP67

160°
16.4’
MAX

FREE 
CUT

3
SDCM

18K 20K 22K 24K 27K 30K 35K 40K 50K 60K











b JESCO LIGHTING 

NEW YORK 
CORPORATE OFFICE 
15 Harbor Park Drive 
Port Washington NY 11050

LOS ANGELES 
219 South 6th Avenue 
City Of Industry CA 91746

Toll Free: 800 527 7796 
Tech Support: 855.592.0029 
Fax: 855 265 5768

JESCOLIGHTING.COM 
info@jescolighting.com

' 2025 JESCO Lighting

LCAT-NEO-V2-2025

For more details & product 
speci�cations please visit

JESCOLIGHTING.COM


