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P22 SERIES SPECIFICATION DOWNLIGHTS
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3.5" SHALLOW

P22-35S-NC
3.5" SHALLOW NEW CONSTRUCTION MOUNTING PLATE

Input 120V AC (TRIAC, ELV)
120V‑277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 12 ⅛  " L × 10 ¼  " W × 2 ⅝  " H

120V 120V
277V

P22-35S-IC
3.5" SHALLOW IC NEW CONSTRUCTION HOUSING

Input 120V AC (TRIAC, ELV)
120V‑277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 13 ⅝  " L × 8 ⅜  " W × 4 ¾  " H

IC
RATED120V 120V

277V

P22-35S-RM, P22-1-RM
REMODEL

Input 120V AC (TRIAC, ELV)
120V‑277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 10 ¼  " L × 2 ⅝  " W × 1 ½  " H

120V 120V
277V

* See Emergency Battery Pack specs for details.

STEP 1: SELECT HOUSING
MODEL HOUSING DIMMING POWER OPTION

35S-NC – New Construction
35S-IC – New Construction IC

TRI – TRIAC, ELV 3%
010 – 0‑10V 0.1%
DAL – DALI‑2 0.1%
CAS – CASAMBI 0.1%
EAA – eldoLED 0-10V, 1% Logarithmic
EAB – eldoLED 0-10V, 1% Linear
EDA – eldoLED DALI-2, 1% Logarithmic
EDB – eldoLED DALI-2, 1% Linear
SAA – eldoLED 0-10V, 0.1% Logarithmic
SAB – eldoLED 0-10V, 0.1% Linear
SDA – eldoLED DALI-2, 0.1% Logarithmic
SDB – eldoLED DALI-2, 0.1% Linear

EM –  Emergency
Battery Pack*

L210 – 8W 720Lm
L260 – 10W 900Lm
S350 – 14W 1200Lm
S500 – 20W 1700Lm

P22 --- -

35S-RM – Remodel S350 – 14W 1200Lm
S500 – 20W 1700Lm

1-RM – Remodel Low Watt 210MA-08W – 8W 720Lm
260MA-10W – 10W 900Lm
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* Rings Only
¹ Clear Lens is standard.
² Wall Wash is only available with VW beam and LC clear lens.
3  Millwork not available in SS – Square Snoot Adjustable

and SG – Square Gimbal Adjustable.
4 Pinhole Adjustable is only available with Black Interior (BB).
5 Specify RAL #, Consult factory.

90+
CRILED 2

SDCM
DAMP
WET

Power 20W Max.

Lumen 1700Lm Max.

Cut-Out Ø 4" (Round), 3 ¾  " × 3 ¾  " (Square)

P22-35S
3.5" SHALLOW DOWNLIGHT

STEP 2: SELECT LED ENGINE & TRIM
MODEL CCT BEAM LENS BAFFLE BAFFLE FINISH TRIM/RING FINISH

2090 - 2000K
2290 - 2200K
2490 - 2400K
2790 - 2700K
3090 - 3000K
3590 - 3500K
4090 - 4000K

NF - 20°
FL - 30°
WF - 45°
VW - 55°

BB - Matte Black
BW - Matte White
BS - Matte Silver
BC - Custom5

LC - Clear¹
LL - Linear
LH - Hexcell
LS - Soft ening
LP - Prismatic

P22-35S --- - - -

SD - Square Downlight
SA - Square Adjustable
SW - Square Wall Wash²
SG - Square Gimbal Adjustable3

SS - Square Snoot Adjustable3

SP - Square Pinhole Adjustable4

RD - Round Downlight
RA - Round Adjustable
RW - Round Wall Wash²
RG -  Round Gimbal Adjustable
RP -  Round Pinhole Adjustable
RS -  Round Snoot Adjustable

VDL – Vortex Downlight
VTL – Vortex Trimless
VRG – Vortex Ring

TB - Black
TW - White
TL - Trimless
TM - Millwork
TC - Custom5

RBK – Black Ring*
RWH – White Ring*
RBR – Brass Ring*
RCO – Copper Ring*
RSN – Satin Nickel Ring*
RCT - Custom Ring5

The P22 SERIES VORTEX BAFFLE, with advanced optics, 
casts a uniform and comfortable light without harsh 
shadows. Off ered with an optional decorative trim ring in 
contemporary Black and White as well as modern fi nishes 
of Brass, Copper, and Satin Nickel, for the ultra-modern 
residential, hospitality, and boutique retail spaces.

VDL VRG

RD RA RW

RP RGRS

SASD SW

SP SGSS
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3.5" SHALLOW DIM-TO-WARM

P22-35S-NC
3.5" SHALLOW NEW CONSTRUCTION MOUNTING PLATE

Input 120V AC (TRIAC, ELV)
120V‑277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 12 ⅛  " L × 10 ¼  " W × 2 ⅝  " H

120V 120V
277V

P22-35S-IC
3.5" SHALLOW IC NEW CONSTRUCTION HOUSING

Input 120V AC (TRIAC, ELV)
120V‑277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 13 ⅝  " L × 8 ⅜  " W × 4 ¾  " H

IC
RATED120V 120V

277V

P22-35S-RM, P22-1-RM
REMODEL

Input 120V AC (TRIAC, ELV)
120V‑277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 10 ¼  " L × 2 ⅝  " W × 1 ½  " H

120V 120V
277V

* See Emergency Battery Pack specs for details.

STEP 1: SELECT HOUSING
MODEL HOUSING DIMMING POWER OPTION

35S-NC – New Construction
35S-IC – New Construction IC

TRI – TRIAC, ELV 3%
010 – 0‑10V 0.1%
DAL – DALI‑2 0.1%
CAS – CASAMBI 0.1%
EAA – eldoLED 0-10V, 1% Logarithmic
EAB – eldoLED 0-10V, 1% Linear
EDA – eldoLED DALI-2, 1% Logarithmic
EDB – eldoLED DALI-2, 1% Linear
SAA – eldoLED 0-10V, 0.1% Logarithmic
SAB – eldoLED 0-10V, 0.1% Linear
SDA – eldoLED DALI-2, 0.1% Logarithmic
SDB – eldoLED DALI-2, 0.1% Linear

EM –  Emergency
Battery Pack*

L210 – 8W 530Lm
L260 – 10W 670Lm
S350 – 14W 930Lm
S450 – 18W 1200Lm

P22 --- -

35S-RM – Remodel S350 – 14W 930Lm
S450 – 18W 1200Lm

1-RM – Remodel Low Watt 210MA-08W – 8W 530Lm
260MA-10W – 10W 670Lm
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92
CRILED 3

SDCM
DAMP
WET

Power 18W Max

Lumen 1200Lm Max

Cut-Out Ø 4" (Round), 3 ¾  " × 3 ¾  " (Square)

P22-35S
3.5" DIM-TO-WARM SHALLOW DOWNLIGHT

* Rings Only
¹ Clear Lens is standard.
² Wall Wash is only available with M‑VW beam and LC clear lens.
3  Millwork not available in SS – Square Snoot Adjustable

and SG – Square Gimbal Adjustable.
4 Pinhole Adjustable is only available with Black Interior (BB).
5 Specify RAL #, Consult factory.

When dimmed, the fi xture 
mimics the smooth dimming 
curve of incandescent 
lamps, providing 3000K at full 
brightness and dims to a warm 
1800K with no hotspots.

CCT DIMMING CURVE

STEP 2: SELECT LED ENGINE & TRIM
MODEL CCT BEAM LENS BAFFLE BAFFLE FINISH TRIM/RING FINISH

DTW
Dim-to-Warm

M-NF - 20°
M-WF - 40°
M-VW - 50°

BB - Matte Black
BW - Matte White
BS - Matte Silver
BC - Custom5

LC - Clear¹
LL - Linear
LH - Hexcell
LS - Soft ening
LP - Prismatic

P22-35S DTW --- - - -

SD - Square Downlight
SA - Square Adjustable
SW - Square Wall Wash²
SG - Square Gimbal Adjustable3

SS - Square Snoot Adjustable3

SP - Square Pinhole Adjustable4

RD - Round Downlight
RA - Round Adjustable
RW - Round Wall Wash²
RG -  Round Gimbal Adjustable
RP -  Round Pinhole Adjustable
RS -  Round Snoot Adjustable

VDL – Vortex Downlight
VTL – Vortex Trimless
VRG – Vortex Ring

TB - Black
TW - White
TL - Trimless
TM - Millwork
TC - Custom5

RBK – Black Ring*
RWH – White Ring*
RBR – Brass Ring*
RCO – Copper Ring*
RSN – Satin Nickel Ring*
RCT - Custom Ring5

The P22 SERIES VORTEX BAFFLE, with advanced optics, 
casts a uniform and comfortable light without harsh 
shadows. Off ered with an optional decorative trim ring in 
contemporary Black and White as well as modern fi nishes 
of Brass, Copper, and Satin Nickel, for the ultra-modern 
residential, hospitality, and boutique retail spaces.

VDL VRG

RD RA RW

RP RGRS

SASD SW

SP SGSS
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3.5" PERFORMANCE

P22-35P-NC
3.5" PERFORMANCE NEW CONSTRUCTION MOUNTING PLATE

Input 120V AC (TRIAC, ELV)
120V‑277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 12 ⅛  " L × 10 ¼  " W × 2 ⅝  "H

120V 120V
277V

P22-35P-IC
3.5" PERFORMANCE IC NEW CONSTRUCTION HOUSING

Input 120V AC (TRIAC, ELV)
120V‑277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 15 ¼  " L × 13 ¾  " W × 7 ½  " H

IC
RATED120V 120V

277V

P22-35P-RM
REMODEL

Input 120V AC (TRIAC, ELV)
120V‑277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 10 ¼  " L × 2 ⅝  " W × 1 ½  " H

120V 120V
277V

* See Emergency Battery Pack specs for details.

STEP 1: SELECT HOUSING
MODEL HOUSING DIMMING POWER OPTION

35P-NC – New Construction
35P-RM – Remodel

TRI – TRIAC, ELV 3%
010 – 0‑10V 0.1%
DAL – DALI 0.1%
CAS – CASAMBI 0.1%

EM –  Emergency
Battery Pack*

0600 – 24W 2000Lm
0700 – 28W 2300Lm

P22 --- -

35P-IC – New Construction IC 0600 – 24W 2000Lm
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P22-35P
3.5" PERFORMANCE DOWNLIGHT

Power 28W Max.

Lumen 2300Lm Max.

Cut-Out Ø 4" (Round), 3 ¾  " × 3 ¾  " (Square)

90+
CRILED DAMP

WET
2

SDCM

* Rings Only
¹ Clear Lens is standard.
² Wall Wash is only available with VW beam and LC clear lens.
3  Millwork not available in SS – Square Snoot Adjustable

and SG – Square Gimbal Adjustable.
4 Pinhole Adjustable is only available with Black Interior (BB).
5 Specify RAL #, Consult factory.

STEP 2: SELECT LED ENGINE & TRIM
MODEL CCT BEAM LENS BAFFLE BAFFLE FINISH TRIM/RING FINISH

2090 - 2000K
2290 - 2200K
2490 - 2400K
2790 - 2700K
3090 - 3000K
3590 - 3500K
4090 - 4000K

NF - 30°
FL - 40°
WF - 50°
VW - 60°

BB - Matte Black
BW - Matte White
BS - Matte Silver
BC - Custom5

LC - Clear¹
LL - Linear
LH - Hexcell
LS - Soft ening
LP - Prismatic

P22-35P --- - - -
RD - Round Downlight
RA - Round Adjustable
RW - Round Wall Wash²
RG -  Round Gimbal Adjustable
RP -  Round Pinhole Adjustable
RS -  Round Snoot Adjustable

SD - Square Downlight
SA - Square Adjustable
SW - Square Wall Wash²
SG - Square Gimbal Adjustable3

SS - Square Snoot Adjustable3

SP - Square Pinhole Adjustable4

VDL – Vortex Downlight
VTL – Vortex Trimless
VRG – Vortex Ring

TB - Black
TW - White
TL - Trimless
TM - Millwork
TC - Custom5

RBK – Black Ring*
RWH – White Ring*
RBR – Brass Ring*
RCO – Copper Ring*
RSN – Satin Nickel Ring*
RCT - Custom Ring5

The P22 SERIES VORTEX BAFFLE, with advanced optics, 
casts a uniform and comfortable light without harsh 
shadows. Off ered with an optional decorative trim ring in 
contemporary Black and White as well as modern fi nishes 
of Brass, Copper, and Satin Nickel, for the ultra-modern 
residential, hospitality, and boutique retail spaces.

VDL VRG

RD RA RW

RP RGRS

SASD SW

SP SGSS
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4.5" PERFORMANCE

P22-45P-NC
4.5" PERFORMANCE NEW CONSTRUCTION MOUNTING PLATE

Input 120V AC (TRIAC, ELV)
120V-277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 12 ⅛  " L × 10 ¼  " W × 2 ⅝  " H

120V 120V
277V

P22-45P-IC
4.5" PERFORMANCE IC NEW CONSTRUCTION HOUSING

Input 120V AC (TRIAC, ELV)
120V-277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 15 ¼  " L × 11 ⅜  " W × 7 ½  " H

IC
RATED120V 120V

277V

P22-45P-RM, P22-35P-RM,
P22-35S-RM, P22-1-RM
REMODEL

Input 120V AC (TRIAC, ELV)
120V-277V AC Universal (0-10V, CASAMBI, DALI, eldoLED)

Dimensions 10 ¼  " L × 2 ⅝  " W × 1 ½  " H

120V 120V
277V

1 Available up to 20W
2 See Emergency Battery Pack section for details.

STEP 1: SELECT HOUSING
MODEL HOUSING DIMMING POWER OPTION

TRI – TRIAC, ELV 3%
010 – 0‑10V 0.1%
DAL – DALI‑2 0.1%
CAS – CASAMBI 0.1%
EAA – eldoLED 0-10V, 1% Logarithmic1

EAB – eldoLED 0-10V, 1% Linear1

EDA – eldoLED DALI-2, 1% Logarithmic1

EDB – eldoLED DALI-2, 1% Linear1

SAA – eldoLED 0-10V, 0.1% Logarithmic1

SAB – eldoLED 0-10V, 0.1% Linear1

SDA – eldoLED DALI-2, 0.1% Logarithmic1

SDB – eldoLED DALI-2, 0.1% Linear1

EM –  Emergency
Battery Pack2

P22 --- -
45P-NC – New Construction
45P-IC – New Construction IC

45P-RM – Remodel

35P-RM – Remodel

35S-RM – Remodel

1-RM – Remodel Low Watt

L210 – 8W 720Lm
L260 – 10W 900Lm
S350 – 14W 1200Lm
S500 – 20W 1700Lm
0600 – 24W 2000Lm
0700 – 28W 2300Lm
0850 – 32W 2700Lm
S950 – 36W 3000Lm
1050 – 40W 3300Lm

0850 – 32W 2700Lm
0950 – 36W 3000Lm
1050 – 40W 3300Lm

0600 – 24W 2000Lm
0700 – 28W 2300Lm

S350 – 14W 1200Lm
S500 – 20W 1700Lm

210MA-08W – 8W 720Lm
260MA-10W – 10W 900Lm
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P22-45P
4.5" PERFORMANCE DOWNLIGHT

Power 40W Max.

Lumen 3300Lm Max.

Cut-Out Ø 4 ¾  " (Round), 4 ¾  " × 4 ¾  " (Square)

90+
CRILED DAMP

WET
2

SDCM

¹ Clear Lens is standard.
² Wall Wash is only available with VW beam and LC clear lens.
3 Specify RAL #, Consult factory.

STEP 2: SELECT LED ENGINE & TRIM
MODEL CCT BEAM LENS BAFFLE BAFFLE FINISH TRIM FINISH

2090 - 2000K
2290 - 2200K
2490 - 2400K
2790 - 2700K
3090 - 3000K
3590 - 3500K
4090 - 4000K

NF - 20°
FL - 30°
WF - 45°
VW - 55°

BB - Matte Black
BW - Matte White
BS - Matte Silver
BC - Custom4

LC - Clear¹
LL - Linear
LH - Hexcell
LS - Soft ening
LP - Prismatic

P22-45P --- - - -
RD - Round Downlight
RA - Round Adjustable
RW - Round Wall Wash²

SD - Square Downlight
SA - Square Adjustable
SW - Square Wall Wash²

TB - Black
TW - White
TL - Trimless
TC - Custom4

RD RA RW

SASD SW
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ML-P22-3

ML-P22T-3G

ML-P22-2

ML-P22T-2G

ML P22 LED MODULINEAR

JESCO Lighting introduces the ML-P22T Series, our latest 
addition to the modular downlight family, alongside the 
ML‑P22 Series. Both product lines off er high‑performance 
lighting solutions for high‑end residential, hospitality, retail, 
and commercial environments.

ML-P22T SERIES – TINY BUT POWERFUL

• Ultra-compact 1.5" form factor, designed for installations 
requiring a discreet yet powerful lighting solution.

• Available in Adjustable Gimbal and Adjustable Eyeball 
confi gurations in 1-, 2-, and 3-light confi gurations.

• Multiple lumen packages ranging from 5W 550Lm to 9W 
900Lm per light engine, or up to 2700Lm for a 3-light fi xture; 
with emergency options.

• Off ered in New Construction and New Construction IC 
options, with Remote Driver System that powers up to three 
light engines.

• Dimming options: Phase and 0-10V dimming.

• Ideal for hospitality applications such as hotel bathrooms, 
corridors, and lounge areas; residential settings like kitchens, 
library, and accent lighting; and retail spaces including 
display cases, fi tting rooms, and boutique shelving.

ML-P22 SERIES – VERSATILE AND HIGH-PERFORMANCE

• Fixture options include Adjustable Downlight, Adjustable 
Gimbal Downlight, Adjustable Snoot Downlight, and Wall 
Wash in 1-, 2-, 3-light confi gurations.

• Multiple lumen packages ranging from 8W 720Lm per spot 
to 28W 2300Lm per light engine, or up to 6900Lm for a 
3-light fi xture, with emergency options.

• Off ered in New Construction and Remodel applications.

• Dim-to-Warm option smoothly transitions from 3000K at 
full brightness to a warm 1800K, mimicking incandescent 
dimming.

• Standard dimming options: TRIAC, ELV, 0-10V, and DALI.

• Ideal for larger hospitality spaces such as hotel lobbies, 
conference rooms, and restaurants; residential applications 
like living rooms, dining areas, and home theaters; and 
retail installations including storefronts, galleries, and high-
end retail displays.

Both the ML-P22T and ML-P22 Series, in Trim and Trimless 
options support a variety of installation applications.
Precision optics and lens choices provide crisp, focused 
illumination.

Specify the number of lights per fi xture, wattage/lumen 
package, housing type, dimming protocol, fi xture color 
temperature, optics, and lens accessory. Each fi xture is built 
to your exact specifi cations in our NY and CA facilities and 
ships ready for seamless installation.

FOR GREATER DETAILS SEE ML-P22 CATALOG.

ML-P22-1
ML-P22T-1G
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JESCO CATALOGS

For full selection of JESCO catalogs and 
brochures, downloadable and printable 
flip‑books please visit 
www.jescolighting.com/resources/catalogs/ 
or follow the QR code link.

    WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov    WARNING:
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