
SLIM TRACK
24V POWER SYSTEM

FOURTH EDITION



SLIM TRACK POWER SYSTEM

The SLIM TRACK Power System is a discreet 24V DC power 
delivery system designed for use with JESCO’s LED � xtures. 
Its standout feature is the slidable power feeds, which allow 
for easy repositioning during or a� er installation – ideal for 
adjustable shelving where display heights frequently change.

The ultra-slim power track can be mounted directly on wall 
surfaces or recessed into routed channels next to shelf standards, 
o� ering a clean and virtually invisible solution. The � eld-cuttable 
track adapts easily on site and comes with adhesive backing 
and mounting accessories for quick installation.
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TRACK HIGHLIGHTS
• Low-pro� le: ⅜  " W × ⅜  " H for a nearly invisible installation

• Slidable power feeds: Easily repositioned along the power track

• Flexible mounting: Surface or recessed; 
vertical or horizontal installation

• Field-cuttable: Trim on-site or order custom lengths

• Wire management: Eliminates cable clutter in shelves

• 24V DC system: Supports up to 100W per run

• Finishes: Clear or White

• UL Listed

• Included Components:

» Double-sided adhesive

» (2) Mounting clips

» (3) Mid-mounting clips

» (3) End caps

APPLICATIONS
• Retail and merchandise displays

• Showcases and display cases

• Under-shelf and undercabinet lighting

• Any environment requiring frequent adjustment of shelf heights

COMPATIBLE JESCO 24V FIXTURES

DL-FLEX2-UP Series

CBF

DL-FLEX2 Series*

S601, S601P

S700

S602P

See speci� cations for more details.
*  DL-FLEX2-SHD, DL-FLEX2-SHE, DL-FLEX2-SHE-HO, DL-FLEX2-SHO, DL-FLEX2-DTW-3018,

DL-FLEX2-FS, DL-FLEX2-NPX, DL-FLEX2-NPX-DTW, DL-FLEX2-NPXCC, DL-FLEX2-NPXCC-HE

ST-MC-CL
Mounting Clip
(2) Included with each Track

DC Connector
to 24V Power Supply

ST-MMC-CL
Mid Mounting Clip
(3) Included with each Track

ST-TR4
ST-TR5
Slim Track

Dimensions: ⅜" W × ⅜" H
Length: 47 ¼" (TR4), 60" (TR5)
Finish: Clear, White

24V
DC

100W
Max

ST-PF-O-WH
Output Power Feed

Dimensions: 1"W × 1"H × 1"L

24V
DC 72W

ST-PF-I-WH
Input Power Feed

Dimensions: 1"W × 1"H × 1 ½  "L

24V
DC 100W


