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2.5" DIM-TO-WARM CYLINDERS

Wattage Lumens Effi  cacy Emergency Power
10W 670Lm 67 Lm/W 10W / 670Lm

14W 930Lm 66 Lm/W 14W / 930Lm

18W 1200Lm 67 Lm/W 15W / 1000Lm

90+
CRILED 3

SDCM DAMP

Power 18W Max.

Lumen 1200Lm Max.

Effi  cacy 67 Lm/W

Dimensions 3" Ø × 10" H

Dimming 0-10V, CASAMBI

Environment Indoor - Damp

CYL25 DTW
2.5” DIM-TO-WARM CYLINDERS

¹ Nominal Overall Length (OAL), fi eld cuttable
² Specify RAL # for canopy, stem and fi xture, Black or White Cord only, consult factory.

TO ORDER
MODEL POWER DIMMING CCT BEAM LENS MOUNTING BAFFLE FINISH FINISH

10W - 10W
15W - 15W
20W - 20W

010 - 0-10V
CAS - CASAMBI

SM - Surface Mount
CM048 - Cord 48" ¹
CM144 - Cord 144" ¹
ST048 - Stem 48" ¹
ST096 - Stem 96" ¹

DTW
3000K - 1800K

CYL25
2.5" Cylinder

M-NF - 20°
M-WF - 40°
M-VW - 50°

VB – Vortex Black
VW – Vortex White
VH – Vortex Haze
VC – Vortex Custom2

CB – Cross Black
SB – Symmetrical Snoot Brass
SC – Symmetrical Snoot Copper
SS – Symmetrical Snoot Satin Nickel
AB – Asymmetrical Snoot Brass
AC – Asymmetrical Snoot Copper
AS – Asymmetrical Snoot Satin Nickel

BK - Black
WH - White
CT - Custom²

LN - No Lens
LL - Linear
LS - Soft ening

--- - - - - -

When dimmed, the fi xture mimics 
the smooth dimming curve of 
incandescent lamps, providing 
3000K at full brightness and dims to 
a warm 1800K with no hotspots.

CCT DIMMING CURVE

Shown with SS - Symmetric Satin Nickel Snoot

Satin NickelCopperBrass
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4" CYLINDERS

Wattage Lumens Effi  cacy Emergency Power
10W 980Lm 98 Lm/W 10W / 980Lm

15W 1450Lm 97 Lm/W 15W / 1450Lm

20W 1950Lm 98 Lm/W 15W / 1450Lm

90+
CRILED 2

SDCM DAMP

Power 20W Max.

Lumen 1950Lm Max.

Effi  cacy 98 Lm/W

Dimensions 4 ½  " Ø × 10" H

Dimming 0-10V, CASAMBI

Environment Indoor - Damp

CYL40
4” CYLINDERS

¹ Nominal Overall Length (OAL), fi eld cuttable
² Specify RAL # for canopy, stem and fi xture, Black or White Cord only, consult factory.

TO ORDER
MODEL POWER DIMMING CCT BEAM LENS MOUNTING BAFFLE FINISH FINISH

10W - 10W
15W - 15W
20W - 20W

010 - 0-10V
CAS - CASAMBI

SM - Surface Mount
CM048 - Cord 48" ¹
CM144 - Cord 144" ¹
ST048 - Stem 48" ¹
ST096 - Stem 96" ¹

2090 - 2000K
2290 - 2200K
2490 - 2400K
2790 - 2700K
3090 - 3000K
3590 - 3500K
4090 - 4000K

CYL40
4" Cylinder

NF - 30°
FL - 40°
WF - 50°
VW - 55°

VB - Vortex Black
VW - Vortex White
VH - Vortex Haze
VC - Vortex Custom²
CB - Cross Black

BK - Black
WH - White
CT - Custom²

LN - No Lens
LL - Linear
LS - Soft ening

--- - - - - -
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4" DIM-TO-WARM CYLINDERS

90+
CRILED 3

SDCM DAMP

Power 18W Max.

Lumen 1200Lm Max.

Effi  cacy 67 Lm/W

Dimensions 4 ½  " Ø × 10" H

Dimming 0-10V, CASAMBI

Environment Indoor - Damp

CYL40 DTW
4” DIM-TO-WARM CYLINDERS

¹ Nominal Overall Length (OAL), fi eld cuttable
² Specify RAL # for canopy, stem and fi xture, Black or White Cord only, consult factory.

TO ORDER
MODEL POWER DIMMING CCT BEAM LENS MOUNTING BAFFLE FINISH FINISH

10W - 10W
14W - 14W
18W - 18W

010 - 0-10V
CAS - CASAMBI

SM - Surface Mount
CM048 - Cord 48" ¹
CM144 - Cord 144" ¹
ST048 - Stem 48" ¹
ST096 - Stem 96" ¹

DTW
3000K - 1800K

CYL40
4" Cylinder

M-NF - 20°
M-WF - 40°
M-VW - 50°

VB - Vortex Black
VW - Vortex White
VH - Vortex Haze
VC - Vortex Custom²
CB - Cross Black

BK - Black
WH - White
CT - Custom²

LN - No Lens
LL - Linear
LS - Soft ening

--- - - - - -

Wattage Lumens Effi  cacy Emergency Power
10W 670Lm 67 Lm/W 10W / 670Lm

14W 930Lm 66 Lm/W 14W / 930Lm

18W 1200Lm 67 Lm/W 15W / 1000Lm

When dimmed, the fi xture mimics 
the smooth dimming curve of 
incandescent lamps, providing 
3000K at full brightness and dims to 
a warm 1800K with no hotspots.

CCT DIMMING CURVE
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6" CYLINDERS

Wattage Lumens Effi  cacy Emergency Power
20W 1850Lm 93 Lm/W 15W / 1400Lm

30W 2780Lm 93 Lm/W 15W / 1400Lm

40W 3700Lm 92 Lm/W 15W / 1400Lm

¹ Nominal Overall Length (OAL), fi eld cuttable
² Specify RAL # for canopy, stem and fi xture, Black or White Cord only, consult factory.

TO ORDER
MODEL POWER DIMMING CCT BEAM LENS MOUNTING BAFFLE FINISH FINISH

20W - 20W
30W - 30W
40W - 40W

010 - 0-10V
CAS - CASAMBI

SM - Surface Mount
CM048 - Cord 48" ¹
CM144 - Cord 144" ¹
ST048 - Stem 48" ¹
ST096 - Stem 96" ¹

2090 - 2000K
2290 - 2200K
2490 - 2400K
2790 - 2700K
3090 - 3000K
3590 - 3500K
4090 - 4000K

CYL60
6" Cylinder

NF - 20°
FL - 30°
WF - 40°
VW - 50°

VB - Vortex Black
VW - Vortex White
VH - Vortex Haze
VC - Vortex Custom²
CB - Cross Black

BK - Black
WH - White
CT - Custom²

LN - No Lens
LL - Linear
LS - Soft ening

--- - - - - -

90+
CRILED 2

SDCM DAMP

Power 40W Max.

Lumen 3700Lm Max.

Effi  cacy 93 Lm/W

Dimensions 6" Ø × 12" H

Dimming 0-10V, CASAMBI

Environment Indoor - Damp

CYL60
6” CYLINDERS
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CYLINDRO
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SURFACE CANOPY INCLUDED

RECESSED CANOPY INCLUDED
Each CYLINDRO fi xture is supplied 

with two J-Box Mounting Canopies 

that attach without tools, and with 

no visible screws. Both mounting 

options are designed to work with 

Surface-, Cord-, or Swivel Stem 

Mounted cylinder fi xtures.

 The Recessed J-Box Mounting 

Canopy, measuring merely ¼  " H, 

conceals the recessed J-Box and is 

almost fl ush against the ceiling. 

The Surface or Conduit J-Box 

Mounting Canopy measures 1 ¾  " H 

includes four knock-outs for use with 

open ceiling applications. 
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CYLINDRO

OPTIONAL BATTERY BACKUP
EM-LIN-08W
8W Remote Mounted 
Emergency Battery
• Universal input 100-347V AC
• Battery protection for over-

temperature, overcharge, over-
discharge, shortcircuit, 

• Works with AC/DC sensor
• Includes: Charging Indicator / Test 

Switch, Handheld Remote Tester

CYLINDRO fi xtures are available in textured Black 
and White fi nishes, with the option for custom 
RAL colors to seamlessly match interior designs or 
corporate branding.

Shown: Red RAL #3026

CUSTOM FINISH

BAFFLES & SNOOTS

Vortex HazeVortex White Cross Baffl  e
Asymmetric 
Snoot

Symmetric 
Snoot

The Vortex Baffl  e, featuring advanced optics, 
delivers uniform, comfortable illumination 
without harsh shadows. The Cross Baffl  e provides 
focused lighting while eliminating glare.  The new 
Symmetric and Asymmetric Snoots, with conical 
baffl  es, available for the 2.5" CYLINDRO, off er both 
functionality and a refi ned profi le with glare-free 
lighting. The Asymmetric Snoot directs light with 
precision, while the Symmetric Snoot provides 
balanced illumination with a sleek, minimalist 
design. Refer to specifi cations for application data.

Vortex Symmetric
Snoot

Asymmetric
Snoot

Cross

LS Soft eningLL Linear

LENSES OPTIONS
CYLINDRO fi xtures can be tailored to 
any application with the Linear Lens for 
wall-washing, the Hexcell Lens to further 
reduce glare, and the Soft ening Lens for 
light diff usion.  Refer to Specifi cations for 
Application Data.  

Linear Spread Hex Louver So�eningLinear Spread Hex Louver So�ening
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JESCO CATALOGS

For full selection of JESCO catalogs and 
brochures, downloadable and printable 
flip‑books please visit 
www.jescolighting.com/resources/catalogs/ 
or follow the QR code link.

    WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov    WARNING:
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