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CABLE SUSPENSION MOUNTED
STEM SUSPENSION MOUNTED
SURFACE MOUNTED
RECESSED MOUNTED
T-BAR MOUNTED

LIN4
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The LIN4 is a modular 4-inch profi le linear lighting system with Pendant, 

Surface, Recessed, and Stem mounting options. With a clean, modern 

aesthetic and a rigid aluminum housing, it incorporates the latest LED 

technology, delivering 3 Step MacAdam ellipse, 90+ CRI, high effi  ciency 

LEDs of up to 130 lumens per watt while maintaining uniform brightness 

across the entire run with no hotspots, dark spots, or light leaks.

The LIN4 Series is DLC Listed and off ered in Direct downlight as well as 

Direct/Indirect confi gurations in 8', 6', 4', 3', and 2' lengths. Options include 

Opal Lens for even diff usion with a 110° beam angle for downlight and 

120° for uplight.

The LIN4 Series includes a full complement of accessories for mounting, 

powering, connecting, and hanging, off ering a wide range of installation 

options for pendant, surface, wall, stem mount, or recessed applications. 

Its gear tray assembly allows for easy installation and fi eld servicing.

Multiple lengths of LIN4 fi xtures can be connected to form a continuous 

line of light, scalable up to 80 feet. Lit connectors in L, T, X, V, and Y 

confi gurations are designed to work with Direct and Direct/Indirect fi xtures 

using Opal Lensing to create intricate patterns and forms for pendant and 

ceiling mounted applications.

Available in White, Black, and Silver, the LIN4 Series gives designers the 

fl exibility to build a wide range of confi gurations to illuminate any space. 

0–10V dimming enables precise light level control or integration with 

motion sensors for maximum effi  ciency.

Contact JESCO Technical Support for layout assistance.

APPLICATIONS
• Classrooms and Lecture Halls

• Retail Showrooms & Supermarkets

• Libraries

• Galleries

• Offi  ces and Conference Rooms

• Open Ceiling Loft s

LIN4 DIRECT & DIRECT/INDIRECT LINEAR LIGHTING
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LIN4 DIRECT & DIRECT/INDIRECT LINEAR LIGHTING

Recessed Mount
For LIN4 Direct only.
LIN4 Direct/Indirect cannot 
be recessed mounted

T-Bar Mount
For LIN4 Direct only.
LIN4 Direct/Indirect 
cannot be T-Bar mounted

Aircra�  Cable
Suspension Mount
For LIN4 Direct and
Direct/Indirect

Stem
Suspension Mount
For LIN4 Direct and
Direct/Indirect

Surface Mount
For LIN4 Direct only.
LIN4 Direct/Indirect cannot 
be surface mounted

HEX Design 
Reference

GRID Design 
Reference
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LIN4 DIRECT & DIRECT/INDIRECT LINEAR LIGHTING

¹ Non-stock item. Consult factory
Mounting and Connecting components sold separately.
Specifi cations subject to change without notice. See spec sheet or jescolighting.com for more details.

TO ORDER
MODEL LENGTH CCT/CRI OPTIC FINISH

-- - -
DSW1 - 3000/3500/4000K
D2790 - 2700K 90CRI 1

D5090 - 5000K 90CRI 1

OP - Opal Lens WH - White
BK - Black
SV - Silver

LIN4-D
Direct 24-20W - 23 ⅝  " 20W

36-30W - 39 ⅜" 30W
48-40W - 47 ¼  " 40W
72-60W - 70 ⅞  " 60W
96-80W - 94 ½  " 80W

24-20W - 23 ⅝  " 20W
36-30W - 39 ⅜" 30W
48-40W - 47 ¼  " 40W
72-60W - 70 ⅞  " 60W
96-80W - 94 ½  " 80W

MODEL LENGTH CCT/CRI OPTIC FINISH

-- - -
DSW1 - 3000/3500/4000K
D2790 - 2700K 90CRI 1

D5090 - 5000K 90CRI 1

OP - Opal Lens WH - White
BK - Black
SV - Silver

LIN4-DI
Direct/Indirect

LIN4-D
DIRECT LINEAR LIGHTING

Dimensions 4" W × 3 ⅛  " H

Max Connected Length 80' (120V)

Includes (1) Connection Bracket 
for internal bracing

LIN4-DI
DIRECT/INDIRECT LINEAR LIGHTING

Lumen data based on 3500K, 2 foot fi xture.

Dimensions 4" W × 3 ⅛  " H

Max Connected Length 80' (120V)

Includes (1) Connection Bracket 
for internal bracing

3
SDCM

90+
CRI

10
W/Ft

1300
Lm/Ft

130
Lm/W

120V-
277V

DRY110°

3
SDCM

90+
CRI

10
W/Ft

1300
Lm/Ft

130
Lm/W

120V-
277V

DRY110° 120°
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LIN4 DIRECT & DIRECT/INDIRECT LINEAR LIGHTING

Lumens (Lm) E�  cacy 
(Lm/W)

24 - 15W 36 - 25W 48 - 30W 72 - 45W 96 - 60W

3000K 2480 3720 4960 7440 9920 124

3500K 2600 3810 5080 7620 10160 130

4000K 2480 3720 4960 7440 9920 124

LIN4-D OP
with Opal Lens
Perfectly and seamlessly diff uses 
light output along an entire 
straight line of light. Opal Lens is 
also available in an 80-FT roll.

Direct:  110°

LIN4-D DIRECT LIGHT

Performance based on 70% Direct / 30% Indirect.
See Specs for more details

Lumen (Lm) E�  cacy 
(Lm/W)

24 - 20W 36 - 30W 48 - 40W 72 - 60W 96 - 80W

Dir. Indir. Dir. Indir. Dir. Indir. Dir. Indir. Dir. Indir.

3000K 1778 766 2682 1149 3576 1533 5364 2299 7152 3065 130

3500K 1875 803 2747 1170 3663 1570 5494 2355 7325 3139 130

4000K 1778 766 2682 1149 3576 1533 5364 2299 7152 3065 130

LIN4-DI OP
with Opal Lens
Perfectly and seamlessly diff uses 
light output along an entire 
straight line of light. Opal Lens is 
also available in an 80-FT roll.
Direct: 110°
Indirect: 120°

LIN4-DI DIRECT/INDIRECT LIGHT

 LIT FIXTURE CONNECTORS - DIRECT ONLY

LIN4-D-X
4 × 90° X Shaped Lit Connector
Lumen: 1320Lm
Finish: White, Black, Silver

LIN4-D-V
120° V Shaped Lit Connector
Lumen: 660Lm
Finish: White, Black, Silver

LIN4-D-Y
120° Y Shaped Lit Connector
Lumen: 1000Lm
Finish: White, Black, Silver

LIN4-D-T
2 × 90° T Shaped Lit Connector
Lumen: 1000Lm
Finish: White, Black, Silver

LIN4-D-L
90° L Shaped Lit Connector
Lumen: 660Lm
Finish: White, Black, Silver

TO ORDER LIT CONNECTORS - DIRECT ONLY
MODEL SHAPE CCT/CRI LENS FINISH

-- - -
DSW1 - 3000/3500/4000K
D2790 - 2700K 90CRI 1

D5090 - 5000K 90CRI 1

OP - Opal WH - White
BK - Black
SV - Silver

LIN4-D
L – L-Shaped
T – T-Shaped
X – X-Shaped
V – V-Shaped
Y – Y-Shaped

1 Consult factory on lead time
Mounting and Connecting components sold separately.
Specifi cations subject to change without notice. See spec sheet or jescolighting.com for more details.



6 JESCO LIGHTING 6 JESCO LIGHTING 

LINEAR DIRECT & DIRECT/INDIRECT ACCESSORIES

ACCESSORIES

LIN4-LC-OP
Opal Polycarbonate Lens
in an 80' roll off ers seamless 
and perfect diff usion along the 
length of multiple connected 
fi xtures. Sold in 1Ft. increments

CASAMBI Ready
CBU-ARP-LR
(sold separately through
a third party)

LC-RF-DIM6A-HW-RCV
0-10V RF Hardwire Receiver

LC-RF-DIM6A-W
0-10V RF Wall Dimming Switch

EM-LIN
Optional Remote Emergency 
Battery Back-Up with Remote 
Tester

MOUNTING KITS

SUSPENSION LIN4-D, LIN4-DI

LIN4-PD-KIT-NF-WH-8FT
LIN4-PD-KIT-NF-WH-20FT
LIN4-PD-KIT-NF-BK-8FT
LIN4-PD-KIT-NF-BK-20FT
Pendant Mounting Kit with
Non-Power Feed Canopy
Cable Length: 8', 20'
Finish: White, Black

LIN4-PD-KIT-PF-WH-8FT
LIN4-PD-KIT-PF-WH-20FT
LIN4-PD-KIT-PF-BK-8FT
LIN4-PD-KIT-PF-BK-20FT
Pendant Mounting Kit with
Power Feed Canopy
Cable Length: 8', 20'
Finish: White, Black

LIN4-PD-KIT-DC-8FT
LIN4-PD-KIT-DC-20FT
Pendant Direct
Mounting Kit
Cable Length: 8', 20'

LIN4-ST-036-WH
LIN4-ST-084-WH
LIN4-ST-036-BK
LIN4-ST-084-BK
Stem Mount Mounting Kit
Total Stem Length: 36", 84"
Finish: White, Black

LIN4-TGRID-KIT-2
Universal 9/16, 15/16
T-Bar Recessed
Mounting Kit. Set of 2..
Use with LIN4-D only

T-BAR LIN4-D

LIN4-D-48-RM-KIT-WH
4' Recessed Mud-In Kit
Use with LIN4-D only
Finish: White

LIN4-D-L-RM-WH
Recessed Mud-In Kit
Use with LIN4-D only
Finish: White

RECESSED

LIN4-D-48-RT-KIT-WH
LIN4-D-48-RT-KIT-BK
4' Recessed Kit with Trim
Use with LIN4-D only
Finish: White, Black

LIN4-D-L-RT-WH
Recessed Trimmed Kit
Use with LIN4-D only
Finish: White

LIN4-D

LINSL-SM-KIT
Surface Mounting Kit.
Power feed not included
Use with LIN4-D only

SURFACE

LIN-SM-KIT-PF
Power Feed Accessories
Mounting accessories
not included.
Finish: White, Black

LIN4-D
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LIN4 DIRECT & DIRECT/INDIRECT LINEAR LIGHTING

    WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov    WARNING:



8 JESCO LIGHTING 

NEW YORK 
CORPORATE OFFICE 
15 Harbor Park Drive 
Port Washington NY 11050

LOS ANGELES 
219 South 6th Avenue 
City Of Industry CA 91746

Toll Free: 800 527 7796 
Tech Support: 855.592.0029 
Fax: 855 265 5768

JESCOLIGHTING.COM 
info@jescolighting.com

© 2026 JESCO Lighting
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For more details & product 
specifications please visit

JESCOLIGHTING.COM


