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NPX NO-PIXEL - THE LED FLEXIBLE LINEAR, PERFECTED

JJESCO's NPX Series offering provides a
continuous band of flawless light output
with no pixelated hot spots, even when
installed without a lens.

This game-changing Perfectly Diffused LED
Flexible Linear is available in various styles:

DL-FLEX2-NPX - Our original continuous
non-pixelated NPX in 10mm width.

DL-FLEX2-NPXSL - Ultra-slim NPX in
a mere 4.5mm width for inconspicuous
installation in the smallest of spaces.

DL-FLEX2-NPXCC - Constant

Current NPX ensures consistent color
temperature and even light level from
the start fo the end of the run without
any lumen loss. Offered in various
wattages and lumen outputs.

DL-FLEX2-NPXCC-HE - High Efficacy

of 150Lm/W, and consistent color
temperature and even light output from
the start fo the end of the run without
any lumen loss.

DL-FLEX2-NPX-TW - With our vast
array of controllers, the Tunable White
provides any white color temperature
from 2700K to 6500K.

JESCO LIGHTING

DL-FLEX2-NPX-DTW - Smoothly mimicking
the dimming curve of an incandescent
lamp, the DTW dims down from 3000K at
full brightness to 1800K, with no hotspots.

DL-FLEX2-NPX-RGB - Confrollable

with RGB and DMX Controls, the non-
pixelated RGB flexible linear can be
dialed in to any desired color, providing
a high level of customization to

match any corporate color or setting
the mood in any retail, hospitality or
residential projects.

DL-FLEX2-NPXWET - NPX with IP65 rating
for outdoor applications.

DL-FLEX2-NPXWET-RGB - IP65 Outdoor
rated, this non-pixelated NPX is
controllable with RGB and DMX Controls
to achieve any desired color for interior
and exterior applications.

DL-FLEX2-NPXCC-HE-WET - High Efficacy
Constant Current NPX with IP65 rating for
outdoor applications.

HIGHLIGHTS

3-Step MacAdam LED binning for
uniformity in both color and intensity.

Gold plated solder pads provide

exceptional electrical connectivity
and are corrosion free.

Industry-leading 3oz. PCB
thickness ensures optimal thermal
management and durability.

Field-cuttable.

Most varieties can be linked with
connectors. No soldering required.

Easy installation with 3M® adhesive
backing

Extensive selection of aluminum
mounting channels and lens options.

APPLICATIONS

Under-shelf and under-cabinet lighting.
Cove and soffit lighting.

Path and contour marking.

Display lighting.

Accent and edge lighting.
Backlighting.

Signage.



NPX SERIES

DL-FLEX2-NPX lit.
DL-FLEX2-NPX unlit Perfectly diffused with no visible hotspots.
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A Crystal Connectors 10
B Clamp Connectors 10B
C Terminal Block Connectors

Crystal Connector 10-TW
Crystal Connectors 12-RGB
Outdoor Connectors 12
NPXWET-RGB Connectors

T @ mm

D Clamp Connectors 05

* See page 14 for full list of wiring accessories.
All sizes are nominal. Lumen information based on 4000K data.
Specifications subject fo change without nofice. See spec sheet or jescolighting.com for more details.

JESCO LIGHTING



NPX SERIES

- oo @D 2ewc @ The perfected non-pixelated
% NPX Flexible LED Flexible
: e - R - _ linear in 10mm width.
DL-FLEX2-NPX

STANDARD

3 90+ 416 4.60 91 2" 16'
SDCM| | CRI | [Lm/Ft| | W/Ft | [Lm/W| | 120° MIN MAX

A
DRY cus TYPE

2|

LISTED ACCESSORIES
24K | 27K 30K 35K 40K
= ! S E With an ultra-slim 4.5mm
S S » vom wide footprint, the NPXSLIM
DL-FLEX2-NPXSL enables inconspicuous
ULTRA-SLIM installation in the smallest
3 90 222 2.40 93 2" 16' — AQ D of spaces.
socM| | CRi | |umjrt| | Wikt | [Lm/w| | 1200 | | win | | wax | | o= | | PR ““s ?.lrﬁﬁ U,
24K | 27K 30K 35K 40K
= = G i240C  an ___a - " The DTW dims down from
1omm  3000K at full brightness to
™ g9 0w T # pe oF e @

R ‘ - 1800K with no hotspos,
DL-FLEX2-NPX-DTW-3018 srTmooThly mimics the
DIM-TO-WARM 1800K TO 3000K dimming curve of an

3 90 457 | | 383 83 e | e | = ™, A incandescent lamp.
spem| | CRI | | Wikt | |mift| [Lm/w | | 1200 | | MiN | | MAX | | g | [owowel| |PAMP “@“‘ RS LE,
SERIES MODEL CCT/CRI REEL LENGTH
| DL-FLEX2 |- | |- | |- |
NPX - No-Pixel See selection above 16FT - 16' Reel

NPXSL - No-Pixel Slim
NPX-DTW-3018 - No-Pixel DTW 3000K-1800K

TO ORDER FACTORY-ASSEMBLED
SERIES MODEL CCT/CRI  INPUTTERMINATION OUTPUT TERMINATION
| DL-FLEX2 | - | NPXSL | - | I I

See selection  See full list of fermination  See full list of termination
above options on page 14 opftions on page 14
Blank - No output termination

Order in increments of 1 Ft.

When purchasing reels, specify reel length af the end of the part number.

All sizes are nominal. Lumen info based on 90CRI 4000K

Specifications subject to change without notice. See spec sheet or jescolighting.com for more details.
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NPX SERIES ¢ CONSTANT CURRENT

voe + QD +24voC + QS +24voC + GRS +2+v0C + QI +2+voC @l Constant Current NPXCC

3yt

1omm  €nsures consistent color
L tfemperature and even light

TR GED CACTEED CTACCEED TGS Cere @

DL-FLEX2-NPXCC-3W output from the start to the
3W CONSTANT CURRENT end of the run without any
3 (| 90+ || 271 || 330]| 82 | || = Ag AC lumen loss.
SDCM| | CRI | |Lm/Ft| | W/Ft | [L/W| | 120° | | MIN | | MAX | | ow | [PAMP @ ?.lréﬁ JUA .
27K 30K 35K 40K
DL-FLEX2-NPXCC-4W
4W CONSTANT CURRENT
3 |90+ || 378 ||430|| 88 "] 20 || = A8 Ac
SDCM| | CRI | |Lm/Ft| | W/Ft | Lm/W| | 120° | | MIN | | MaX | | om | [PAMP @ ?.lréﬁ JUAc.
27K 30K 35K 40K
DL-FLEX2-NPXCC-5W
5W CONSTANT CURRENT
3 |90+ || 501 [|550|| 91 N 16 || = A8 Ac
soom| | R | (et | Wit | [umw| | 1200 || wine || wiax | | oy | [PAVP] <@ ?.lréﬁ J L,
27K 30K 35K 40K
DL-FLEX2-NPXCC-6W
6W CONSTANT CURRENT
3 |90+ || 595 [|620|| 96 N 15 || = A8 Ac
soem| | R | |uirt| | Wir | [umgw| | 1200 || wine || wiax | | oy | [CAMP] (<@ ?.lréﬁ JUELC,

27K 30K 35K 40K

TO ORDER
SERIES MODEL WATT CCIT/CRI REEL LENGTH
| DL-FLEX2 |- | NPXCC |- | |- | - |
3W - 3 Watt See selection above 25FT - 25'Reel  (3W only)

4W - 4 Watt 20FT -20'Reel  (4W only)
5W - 5 Watt 16FT -16'Reel  (BW only)
6W - 6 Watt 15FT - 15'Reel  (6W only)

Order in increments of 1 Ft.

When purchasing reels, specify reel length af the end of the part number.

All sizes are nominal. Lumen info based on 90CRI 4000K

Specifications subject fo change without notice. See spec sheet or jescolighting.com for more details.
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N2l NPX SERIES « CONSTANT CURRENT HIGH EFFICACY

+ @ +24voC + QIR +24voC + QD +24v0C + QIS +24v0C + QD +24v0C Y B " NPXCCHE provides High
10mm Efficacy of 150Lm/W along
PEED T @D CAAC @D TR @D T @ ~rrea
‘ ' ‘ ' ' ~—with consistent color
DL-FLEX2-NPXCC-HE-1W temperature and even light
W CONSTANT CURRENT HIGH EFFICACY output from the start o the
3 90+ 165 1.10 150 1%" 62' = A end of the run without any
= | |DAMP
SDCM| [ CRI | [Lm/Ft| | W/Ft | [Lm/W/| | 120° | | MIN | | MAX | | piy N | accim e Urmen (0ss.
18K | (24K 27K | 30K 35K 40K 50K
DL-FLEX2-NPXCC-HE-2W
2W CONSTANT CURRENT HIGH EFFICACY
3 90+ || 330 || 2.20 || 150 1% || 35 || = A
spem| | CRI | [tm/rt| | Wikt | |Lm/w] | 1200 | | min | | max | | o= | [PAMP| |eGbw| | e
18K | (24K | 27K | 30K 35K 40K 50K
DL-FLEX2-NPXCC-HE-3W
3W CONSTANT CURRENT HIGH EFFICACY
3 90+ || 494 || 3.30 | | 150 1% || 30 || = A
socM| | CRI | [tm/Ft| | W/t | [Lm/w| | 1200 | | M || max | | o=, | [PAMP ”“s JUSAL—.
18K | (24K 27K | 30K 35K 40K 50K
DL-FLEX2-NPXCC-HE-4W
AW CONSTANT CURRENT HIGH EFFICACY
3 90+ | | 659 | | 4.40 | | 150 1% || 20 || = A
soem| | OB | [Liet| | Wikt | (] | 1200 || v | | oo || oy | [PAMP] (@) e
18K | (24K (27K | 30K 35K 40K 50K
DL-FLEX2-NPXCC-HE-5W
5W CONSTANT CURRENT HIGH EFFICACY
3 90+ | | 824 || 5.50 | | 150 1% ] e || = A
soem| | CRI | [Lmyet| | W/Rt | |Lmw] | 1200 | | N | | max | | o, | [PAMP ““s PRS-
18K | (24K | 27K 30K 35K 40K 50K
SERIES MODEL STYLE WATT CCT/CRI REEL LENGTH
| DL-FLEX2 |- | NPXCC |- | HE | - |
HE - High Efficacy 1W - 1.1 Watt  4W -4.4Watt  See selection 62FT - 62'Reel (1.1W only)
2W -22Waft  5W -5 Waft above 35FT - 35'Reel (2.2W only)
3W - 3.3 Watt 30FT - 30' Reel (3.3W only)

Orderin increments of 1 Ft.

When purchasing reels, specify reel length at the end of the part number.

All sizes are nominal. Lumen info based on 90CRI 4000K

Specifications subject fo change without notice. See spec sheet or jescolighting.com for more details.
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20FT - 20' Reel (4.4W only)
16FT - 16'Reel (5.5W only)



NPX SERIES « TUNABLE WHITE & COLOR CHANGING

| ez Liel - ap *24°C GEEEED +74V0C - PRI =/ N Using a Tunable White or
- ?Eumm DMX Control, the TWTunable
b @ an M an o . . .
s m— - === Y __  White flexible linear offers
DL-FLEX2-NPX-TW any white color tfemperature
TUNABLE WHITE from 2700K to 6500K, perfect
0 , — for setting the mood in
90+ || 439 || 4.60 || 95 2 16 || = o@)s E
CRI | |Lm/Ft| | W/Ft | [Lm/W || 120° | | MIN | | MAX | |qwicra DAMP ACCHSSORIES residential or hospitality
venues, day or night.
P SR — S - e N With RGB or DMX controls,
X  the RGB fiexible linear
’ = - _ - _ = = v can be tuned to any
DL-FLEX2-NPX-RGB desired color, offering
RGB COLOR CHANGING high customization
T . — tfo match corporate
189 || 4.60 || 41 2 16 = F
Lm/Ft] | W/FE | [Lm/W | | 120° | | MIN | | MAX | | pcg a DAMP c"s ACCESSORIES branding or set the mood
in retail, hospitality, or
residential projects.
SERIES MODEL REEL LENGTH
DL-FLEX2 - -
NPX-TW - No-Pixel Tunable White 16FT - 16' Reel

NPX-RGB - No-Pixel Color Changing

Order in increments of 1 Ft.

When purchasing reels, specify reel length af the end of the part number.

All sizes are nominal. NPX-TW lumens is based on 4000K.

Specifications subject fo change without notice. See spec sheet or jescolighting.com for more details.
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NPX SERIES « OUTDOOR/INDOOR

The NPX WET, rated IP65 with

24\0C T +24V0C . ]
g %mm waterproof connections
>.a = = - = = - /. andendcaps, is suitable for
both outdoor and indoor
DL-FLEX2-NPXWET applications.
OUTDOOR STATIC WHITE
i i i ®
3 o0+ || 402 |[ 450 90 o 16 |[=1[ wer '3 2 cus TﬁE Easy |nls‘rollohor.1 with 3M
SDCM| | CRI | [Lm/Ft|| W/Ft | [Lm/W|| 120° || MIN || MAX || pim IP6 =l || | accrssores  @dhesive backing for
upward-facing applications.
24K [ 27 30K 35K 40K 50K For vertical or downward-
facing installations,
mounting clips are
recommended.
— e — S The NPX WET RGB is suitable
A — e A, ” for both outdoor and indoor
- “lu.nl).zl’lﬂ!;n JESUL) LIGHTING GROUP := :”- -GLND.ESWISQH llmwmm[ﬁjl :: :_- -ﬁl.uosumr JESCU nicuTinG arour ]Amm Gpp“CGTIOﬂS reqUIrlng CO|Or
, L S MR o o changing. With RGB of DMX
DL-FLEX2-NPXWET-RGB conftrols, Thle flexible linear
OUTDOOR RGB COLOR CHANGING can be adjusted to any
. = desired color, offering a
131 27 490 2 16 % = %0 H
Lm/Ft| |Lm/W| | W/Ft | | 120° | | MIN | | MAX | | pgp 6 WET 'P6‘3 SAUNA c"s ACCESSORIES high level of customization
to match corporate
branding or set the mood
in retail, hospitality, or
residential projects.
SERIES MODEL CCT/CRI REEL LENGTH
| DL-FLEX2 |- | NPXWET - | - |
Outdoor See selection above 16FT - 16' Reel

Order in increments of 1 Ft.

When purchasing reels, specify reel length af the end of the part number.

All sizes are nominal. NPXWET Lumen info based on 90CRI 4000K

Specifications subject to change without notice. See spec sheet or jescolighting.com for more details.
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NPX SERIES ¢ OUTDOOR/INDOOR HIGH EFFICACY

Constant Current NPX CC HE

DL-FLEX2-NPXCC-HE-WET-1W
1W OUTDOOR HIGH EFFICACY STATIC WHITE

m  Provides High Efficacy of
150Lm/W along with an
IP65 rating and waterproof
connections and endcaps,

3 s %3 . 8 e o 2 G is suitable for both outdoor
iy . 8 = (4 , . \
soem| | CRi | |tmret || wirt | |Lmiw| | 1600 || win || wikx || o || WET | iped % ”u@"s pcomre o and indoor applications.
Easy installation with 3M®
24K | 27K 30K 35K 40K 50K

adhesive backing for
upward-facing applications.

DL-FLEX2-NPXCC-HE-WET-3W
3W OUTDOOR HIGH EFFICACY STATIC WHITE

For vertical or downward-
facing installations, mounting

clips are recommended.

3 || 90+ || 489 || 3.3 || 148 e || 62 || = % G
soem| | Rl | [tmvet| | Wiet | [tmiw] | 1600 || Min || max || o || WET 1P6d % @n“ JUSRILC
24K [ 27K 30K 35K 40K 50K
DL-FLEX2-NPXCC-HE-WET-5W
5W OUTDOOR HIGH EFFICACY STATIC WHITE
3 || 90 815 || 55 || 148 e || 62 || = % G
soem| | R | [Lm/ft| | Wiet | [tmiw] | 1600 || Min || max || o || WET 1P6d S%A ”@“s JUSLILC
24K (27K 30K 35K 40K 50K
TO ORDER
SERIES MODEL WATT CCT/CRI REEL LENGTH
| DL-FLEX2 |- | NPXCC-HE-WET | - | |- | |- |
Outdoor High Efficacy W -1.1W See selection above 62FT - 62'Reel (1.TW only)
3W - 3.3W 30FT - 30'Reel (3.3W only)
5W - 5.5W 16FT - 16'Reel (6.5W only)

Order in increments of 1 Ft.

When purchasing reels, specify reel length af the end of the part number.

All sizes are nominal. Lumen info based on 90CRI 4000K

Specifications subject fo change without notice. See spec sheet or jescolighting.com for more details.
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POWER SUPPLIES

SWITCHES & SENSORS

Input Rated
Description Dimensions Voltage | Wattage Dimming

Indoor - DRY

In-Line Capacitive Switch oy . Touch and
DL-PS-SW-WH Touch On/Off with Dimming 7" D x %"H 12-24V DC 6W hold ([ ]
In-Line Short-Distance Passive Infrared o o a g Touch and
,/> /) DL-PS-SW-PIR-DOOR Sensor with an On/Off Switch for doors 13%"Lx 1" Wx3%"H 12-24V DC Q6W hold [
DL-PS-SW-PIR-BK In-Line Passive Infrared Sensor Switch ) suwywown 122avDC 96w °
with Dusk to Dawn Motion Sensor

24V DC PLUG & PLAY ELECTRONIC LED POWER SUPPLIES

Rated Input Output
Wattage Dimensions Voltage Voltage | Dimming

>
o

= °
g | =
] =
£ 5

DL-PS-WP24/24 24W 3W"Lx1%"Wx1%"H 120V AC 24V DC 0-10V! (] [ [
DL-PS-24/24 24W 3VR"Lx1R"Wx1"H 100-240V AC 24V DC 0-10V! (] [ ] [
DL-PS-48/24 48W A%"Lx2"Wx1%"H 100-240V AC 24V DC 0-10V! ] [ ] [ J
DL-PS-60/24 60W A4%"Lx2"Wx1%"H 100-240V AC 24V DC 0-10V! (] [ [
S DL-PS-60/24-CL2 60W S5U"Lx2%"Wx1%"H 90 ~ 264V AC 24V DC 0-10V! (] [ [ ]
DL-PS-90/24-CL2 0W 6%"Lx2%"Wx1%"H 90 ~ 264V AC 24V DC 0-10V! (] [ ] [ ]
e <
\Q DL-PS-100/24-CL2 6W T7h"Lx2%"Wx1%"H 100-120V AC 24V DC 0-10V! [ ] [ ] [ ]

24V DC HARDWIRE ELECTRONIC LED POWER SUPPLIES

o T

> = S

o < c

(=] (=) o )

. . 9| o

s|los|a| 8

Lo [}

Rated Input Output s|l38|=2|¢=

- Wattage Dimensions Voltage Voltage | Dimming | £ | £ | 5 | 5
= -“%. DL-PS-96/24-HWD 96W 9V"Lx 1"e"Wx 1"H 120-277V AC 24V DC ([ ] [} ( } [} [ ]

= ) DL-PS-100/24-TB 6W 8"Lx27"Wx1%"H 100-240V AC  24VDC ([ ] [ ] [}

'May be dimmed with LC-DIMSA
See Specs for more details. Specifications are subject to change without notice
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POWER SUPPLIES .

24V DC HARDWIRE ELECTRONIC LED POWER SUPPLIES IN JUNCTION BOX ENCLOSURE

Rated Input Output
Wattage Dimensions Voltage Voltage | Dimming

=
z|=2
al .l
5|8
S| =

-
T =3
£|0

UL Listed
ETL Listed

DL-PS-30/24-JB-OD-S 30W 6% Lx3%WWx1%H 100277ZVAC 24V DC o o o o o
DL-PS-60/24-JB-OD-$ 6OW T Lx3%WWx1%H 100277ZVAC 24V DC o o o o o
DL-PS-96/24-JB-OD-S§ 96W 8 Lx3% Wx1%'H 100277VAC 24V DC o o o o o
" " " TRIAC
% DL-PS-40/24-JB-DIM-A 40w Lx2%Wx1%'H  120277VAC  24VDC RAC e o o
. . . TRIAC
DL-PS-60/24-JB-DIM-A 60w TLx2%WWx1%'H  120277VAC  24VDC Ree e o o
. . . TRIAC
DL-PS-96/24-JB-DIM-A 96w T'Ux2%Wx 1% H  120277VAC  24VDC e e o o
DL-PS-30/24-JB-OD-UNI-DIM 30w 6% Lx3% Wx1%H 100277VAC 24V DC ELUQ'(’;%V e o o °
" " " TRIAC,
DL-PS-60/24-JB-OD-UNI-DIM W TWLx3WWx1%H 100277VAC 24vDC [0S e o e °
. . . TRIAC,
DL-PS-96/24-JB-OD-UNI-DIM 96W  BWLx3WWx1%H 100277VAC 24vDC S e o e °
DL-PS-96x2/24-JB-OD-UNI-DIM  192W  TI4'Lx4% Wx 1% H 100-277VAC 24V DC ELT\f'Q_%V o o o °
DL-PS-96x3/24-JB-OD-UNI-DIM  288W  127%'Lx4% Wx1%'H 100-277VAC 24V DC ELUQ'(’;%V e o o °
" " " TRIAC,
DL-PS-96x4/24-JB-OD-UNI-DIM  384W  12%'Lx4WWx1%'H 100277VAC 24VDC _"0C. o o @ °
DL-PS-96/24-347V-JB-OD-DIM  96W B Lx5Wx1%'H 200-347VAC 24VDC 010V © ® ® °

24V DC HARDWIRE LUTRON™ LED POWER SUPPLIES

>
o
= o
5 e
S o
Rated Input Output g =
— Wunuge Dimensions Voliage Voltuge Dimming £ =
Nyﬂ DL-PS-L3DA3W 40W 4%"Lx4"W x2%"H 120-277V AC 24V DC ;“mg ° ° °
Lo :
" " " Lutron
DL-PS-L3DO3W Q6W 10%"Lx5%"Wx17%"H 120-277V AC 24V DC 3-Wire (] [ [}

2 For 277V AC input consult factory for details
See Specs for more details. Specifications are subject to change without notice
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NPX SERIES « MOUNTING CHANNEL GUIDE

LED strip
Application Profile Model Number Fit Max Width Dimensions Lens Options
W 031" 8mm
' CH-ME-33 5MM H 047" 12mm FROSTED
LI IW 022" 6mm
W 067" 17mm CLEAR
[H‘ [ H1 034" 9
i Ho ML } mm FROSTED
2 CH-SM-31 12MM H2 063" 16mm OPAL
60 IW 048" 12mm FROSTED 60°
ARG
CH-SM-61 12MM H2 053 13 SQUARE OPAL
; mm ROUND OPAL
IW 048" 12mm
W 067" 17mm CLEAR
H1 060" 15mm FROSTED
CH-SM-21 12MM H2 088" 22mm OPAL
IW 048" 12mm FROSTED 60°
= =2 W 067" 17mm CLEAR 15°
CH SM-26 10MM H 079" 20mm CLEAR 30°
5 300 60 Adjustable Beam IW 040" 10mm CLEAR 60°
SURFACE MOUNT
W 067" 17mm OPAL
g CH-SM-62 12MM H 060" 15mm LOUVER 60°
g IW 048" 12mm
W 093" 24mm CLEAR
R CH-SM-33 12MM H 043" 11mm FROSTED
-‘-—L IW 079" 20mm OPAL
W 072" 18mm
- CH-SM-38 12MM H 022" 6mm OPAL
Bendable IW 048" 12mm
W 082" 21mm
CH-SM-25 12MM H 082" 2imm OPAL
IW 048" 12mm
W 100" 25mm
CH-RI-18 12MM H 110" 28mm OPAL
W 087" 22mm
T
W 135" 35mm
CH-RI-17 12MM H 135" 35mm OPAL
r ’j IW 094" 24mm
W 039" 10mm
v CH-SM-36 5MM H 039" 10mm FROSTED
IW 022" 6mm
4 W 063" 16mm ARC OPAL
CH-SM-35 10MM H 063" 16mm ARC FROSTED
IW 038" 10mm TRIANGLE OPAL
SURFACE MOUNT 45°
W 072" 18mm CLEAR
CH-SM-24 12MM H 072" 18mm FROSTED
|7| IW 055" 14mm OPAL
W 079" 20mm OPAL
CH-SM-63 12MM H 072" 20mm LOUVER 60°
IW 055" 12mm
W 083" 21mm
m CH-SM-39 5MM H 039" 10mm OPAL
IW 024" 6mm

See spec sheet or JESCO website for more details.
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NPX SERIES « MOUNTING CHANNEL GUIDE .

LED strip
Application Profile Model Number Fit Max Width Dimensions Lens Options
W 050" 13mm
CH-ME-32 5MM H 047" 12mm FROSTED
IW 022" 6mm
RECESSED MILLWORK W 091" 23mm CLEAR
_@_ CH-SM-32 12MM H 031" 8mm FROSTED
_l;l_ IW 048" 12mm OPAL
W 1.20" 31mm
@_ CH-SM-34 12MM H 040" 10mm EF;?“S_TED
IW 079" 20mm
-
W 197" 50mm
CH-RI-19 12MM H 135" 35mm OPAL
f 'J IW 094" 24mm

W 223" 53mm
CH-RM-31 10MM H 055" 14mm OPAL
IW

041" 11mm
W 242" 62mm
—:[ J:— CH-RM-32 12MM H 055" 14mm OPAL
IW 081" 21mm
W 344" 88mm
RECESSED DRYWALL l I CH-RM-33 25MM H 073" 19mm OPAL
I;l IW 146" 37mm
I~ -RM- W 223" 53mm
Il CH-RM-41 12MM H 055" 14mm OPAL
pl¢ 3D Bendable IW 055" 14mm
H
W 068" 17mm
CH-RM-34 12MM H 378" 96mm OPAL
INDIRECT IW 067" 17mm
H
W 068" 17mm
CH-RM-35 12MM H 527" 134mm OPAL
INDIRECT IW 067" 17mm
INDIRECT W 288" 73mm
CH-RM-36 12MM H 119" 30mm OPAL
IW 051" 13mm
W 082" 21mm
SUSPENSION CH-SM-25 12MM H 082 21mm OPAL
IW 048" 12mm
e W 100" 25mm
CH-RI-18 12MM H 110" 28mm OPAL
IW 087" 22mm
T=C W 135" 35mm
CH-RI-17 12MM H 135" 35mm OPAL
s Y IW 094" 24mm
e -I W 067" 17mm CLEAR
' Gl @[ H1 034" 9mm FROSTED
e CH-SM-31 12MM H2 053 13mm OPAL

60° IW 048" 12mm FROSTED 60°
W 093" 24mm CLEAR
[ CH-SM-33 12MM H 043" 11mm FROSTED

IW 079" 20mm OPAL

W 130" 33mm CLEAR
T CH-SM-37 12MM H 110" 28mm FROSTED
Closet Rod IW 055" 14mm OPAL

JESCO LIGHTING [}




NPX SERIES ¢ ACCESSORIES

O Crystal Connectors 10 @ Crystal Connector 10 - TW

DL-FLEX2-CRYSCONN10-PC40 40" Plug & Play Power Cord DL-FLEX2-CRYSCONN10-TW-PC40-HW 40" Hardwire Power Cord.

DL-FLEX2-CRYSCONN10-PC40-HW 40" Hardwire Power Cord DL-FLEX2-CRYSCONN10-TW-PC79-HW 79" Hardwire Power Cord.

DL-FLEX2-CRYSCONNI10-PC79-HW 79" Hardwire Power Cord DL-FLEX2-CRYSCONN10-TW-CC06 6" Connecting Cable

DL-FLEX2-CRYSCONN10-CC06 6" Connecting Cable DL-FLEX2-CRYSCONNI10-TT Tape to Tape Connector

DL-FLEX2-CRYSCONNI10-TT Tape to Tape Connector for 12" wide PCB

@ Crystal Connectors 12 - RGB

DL-FLEX2-CRYSCONN12-RGB-PC40 40" Hardwire power cord

O Clamp Connectors 10B

DL-FLEX2-CRYSCONN12-RGB-CC06 6" Connecting cable

DL-FLEX2-CLAMP-PC-HW-10B Hardwire Power Cord

DL-FLEX2-CRYSCONN12-RGB-TT Tape to Tape Connector

DL-FLEX2-CLAMP-PC-10B Plug & Play Power Cord

DL-FLEX2-CLAMP-CC3-10B
DL-FLEX2-CLAMP-CC6-10B
DL-FLEX2-CLAMP-CC12-10B

3" Connecting Cable
6" Connecting Cable
12" Connecting Cable

© Outdoor Connectors

DL-FLEX2-CLAMP-WT10B Wire to Tape Clamp Connector DL-FLEX2-ODCONN12-PC40-HW 40" Hardwire Power Cord

DL-FLEX2-CLAMP-TT10B Tape to Tape Clamp Connector DL-FLEX2-ODCONN12-PC79-HW 79" Hardwire Power Cord

DL-FLEX2-ODCONN12-CC08 8" Connecting Cable

DL-FLEX2-ODCONN12-CC12 12" Connecting Cable

DL-FLEX2-ODCONNI12-TT Tape to Tape Connector

® Terminal Block Connectors

DL-FLEX2-OD-EC-L Clear End Cap

DL-FLEX2-TB10-PC-79-HW 79" Hardwire Power Cord. SEALANT 10ml Tube of Silicone Glue

DL-FLEX2-TB10-WT
DL-FLEX2-TB10-LTCONN

Wire to Tape Connector

In-Line LT Connector. Connects tape to
tape in L or T configuration.

Factory-Assembled Outdoor Connectors

DL-FLEX2-OD-PC-HW-12 12" Hardwire Lead

DL-FLEX2-OD-PC-HW-48 48" Hardwire Lead

© Clamp Connectors 05 DL-FLEX2-OD-PC-HW-96 96" Hardwire Lead

DL-FLEX2-OD-PC-HW-144 144" Hardwire Lead

DL-FLEX2-CLAMP-PC40-5 40" Plug & Play Power Cord

DL-FLEX2-OD-PC-12-M 12" Plug and Play Power Cord Male Connector

DL-FLEX2-CLAMP-PC40-HW-5 40" Hardwire Power Cord

DL-FLEX2-OD-PC-48-M 48" Plug and Play Power Cord Male Connector

DL-FLEX2-CLAMP-PC79-HW-5 79" Hardwire Power Cord

DL-FLEX2-OD-PC-96-M 96" Plug and Play Power Cord Male Connector

DL-FLEX2-CLAMP-CC06-5

6" Connecting Cable
Tape to Tape Connector

DL-FLEX2-OD-PC-144-M 144" Plug and Play Power Cord Male Connector

DL-FLEX2-CLAMP-TTS

DL-FLEX2-OD-PC-12-F 12" Plug and Play Power Cord Female Connector

DL-FLEX2-OD-PC-48-F 48" Plug and Play Power Cord Female Connector

DL-FLEX2-OD-PC-96-F 96" Plug and Play Power Cord Female Connector

Factory-Assembled Input Connectors

DL-FLEX2-OD-PC-144-F 144" Plug and Play Power Cord Female Connector

DL-FLEX2-PC-HW12-SLDR 12" Hardwire Input Power Connector DL-FLEX2-OD-CC12 12" Connecting Cable

DL-FLEX2-PC-HW24-SLDR 24" Hardwire Input Power Connector DL-FLEX2-OD-CC48 48" Connecting Cable

DL-FLEX2-PC-HWA48-SLDR 48" Hardwire Input Power Connector DL-FLEX2-OD-CC9%6 96" Connecting Cable

DL-FLEX2-PC-HW96-SLDR 96" Hardwire Input Power Connector DL-FLEX2-OD-CC144 144" Connecting Cable

DL-FLEX2-PC12-SLDR 12" Male Plug & Play Input Power Connector DL-FLEX2-OD-EC End Cap

DL-FLEX2-PC24-SLDR
DL-FLEX2-PC48-SLDR
DL-FLEX2-PC96-SLDR

24" Male Plug & Play Input Power Connector
48" Male Plug & Play Input Power Connector
96" Male Plug & Play Input Power Connector

Plug & Play Outdoor Accessories

DL-PS-OD-EXT48 48" Plug & Play Extension Cable

DL-PS-OD-EXT96 96" Plug & Play Extension Cable

DL-PS-OD-EXT144 144" Plug & Play Extension Cable

Factory-Assembled Output Connectors

DL-PS-OD-2Y Plug & Play 2-Way Splitter

DL-FLEX2-PC-HW12-SLDR
DL-FLEX2-PC-HW24-SLDR

12" Hardwire Input Power Connector

DL-PS-OD-3Y Plug & Play 3-Way Splitter

24" Hardwire Input Power Connector
48" Hardwire Input Power Connector
96" Hardwire Input Power Connector

DL-FLEX2-PC-HWA48-SLDR
DL-FLEX2-PC-HW96-SLDR

@ NPXWET-RGB Connectors

DL-FLEX2-CCO03-SLDR

3" Connecting Cable

DL-FLEX2-CCO06-SLDR

6" Connecting Cable

DL-FLEX2-CC12-SLDR

12" Connecting Cable

DL-FLEX2-CC24-SLDR

24" Connecting Cable

DL-FLEX2-CC48-SLDR

48" Connecting Cable

DL-FLEX2-CC96-SLDR

96" Connecting Cable

DL-FLEX2-PT12-SLDR

12" Female Plug & Play Output Connector

DL-FLEX2-NPXWET-RGB-PC-79-HW 49" Hardwire Power Cord

DL-FLEX2-NPXWET-RGB-EC End Cap

SEALANT 10ml Tube of Silicone Glue

NPXWET-RGB Factory-Assembled Connectors

DL-FLEX2-PT24-SLDR

24" Female Plug & Play Output Connector

DL-FLEX2-NPXWET-RGB-PC-79-HW Hardwire Power Cord

DL-FLEX2-PT48-SLDR

48" Female Plug & Play Output Connector

DL-FLEX2-NPXWET-RGB-EC End Cap

DL-FLEX2-PT96-SLDR

96" Female Plug & Play Output Connector

SEALANT 10ml Tube of Silicone Glue

JESCO LIGHTING
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CH-FL3T i 14
CH-FL82. i 14
CH-ME-3T.0iiiiiiii e 14
CH-ME=32....iiiiiiiiiiii e 14
CH-RIET7 e 14
CH-RIFT8 i 14
CH-RIFTO e 14
CH-RM-3T..iiii e 14
CH-RM-33 e 14
CH-RM-34 .. 14
CH-RM-35 .. 14
CH-SM-2T .. 14
CH-SM-22... i 14
CH-SM-24.....ooiiiiiiiiiii e 14
CH-SM-25....iiiii 14
CH-SM-26....civiiiiiiiiii e 14
CH-SM-3T . 14
CH-SM-82..iiiiici e 14
CH-SM-33..ii e 14
CH-SM-34.....ooiiiiiiiii e 14
CH-SM-35..

CH-SM-306......oiiiiiiicii e 14
CH-SM-37.iiiiii e 14
D

DL-FLEX2-CCO3-SLDR .....ovovviviciiiciiiccs 1
DL-FLEX2-CCO06-SLDR 1
DL-FLEX2-CCI12-SLDR ..o 1
DL-FLEX2-CC24-SLDR .....covvviicinicccss 1
DL-FLEX2-CC48-SLDR 1
DL-FLEX2-CCO6-SLDR .....cvovviiiiiiiiiis 1
DL-FLEX2-CLAMP-CC3-10B ....coovvviiiiiiiiiinicis 1
DL-FLEX2-CLAMP-CCO6-5......cocvviiiiicsiciicccs 1
DL-FLEX2-CLAMP-CCO-10B ......coooiviiiiniiiciceics 1
DL-FLEX2-CLAMP-CCI12-10B.....cooviiiiiniiiiniics 1
DL-FLEX2-CLAMP-PC-10B .....coiiiiiiiiiiicc 1
DL-FLEX2-CLAMP-PCA0-5.....cccviviiiiicicicccc 1
DL-FLEX2-CLAMP-PCA40-HW-5 ..o, 1
DL-FLEX2-CLAMP-PC79-HW-5......cocooviiiininiiiii 1
DL-FLEX2-CLAMP-PC-HW-10B.........ccooviiiriiiiiiiiis 1
DL-FLEX2-CLAMP-TTS ..o 1
DL-FLEX2-CLAMP-TTIOB ....ovviciicisccccces 1
DL-FLEX2-CLAMP-WTIOB.......ccooiviiiinis 1
DL-FLEX2-CRYSCONNTO0-CCOb......oovviririiiiiiiiiiiians 1
DL-FLEX2-CRYSCONNTO0-PC40 .....covvvvciiiiricicic 1
DL-FLEX2-CRYSCONN10-PC40-HW....cocooovvivviiicinn 1
DL-FLEX2-CRYSCONNITO-PC79-HW ..o, 1
DL-FLEX2-CRYSCONNITO-TT ..o 1
DL-FLEX2-CRYSCONNI10-TW-CCQ6 ......cocovvvvrieiiciinn 1

DL-FLEX2-CRYSCONNI10-TW-PC40-HW ... 1
DL-FLEX2-CRYSCONNI10-TW-PC79-HW.........cccovvvrnan 1
DL-FLEX2-CRYSCONN12-RGB-CCQ6.........cccrvvivirnnnn, 1
DL-FLEX2-CRYSCONNI12-RGB-PCA40.......c.ccvvivviiniiinn, 1
DL-FLEX2-CRYSCONNI2-RGB-TT ..o, 1
DLFLEX2-NPX oo 4
DL-FLEX2-NPXCC-3W....ociiiicicccsics s 5
DL-FLEX2-NPXCC-AW ..o 5
DL-FLEX2-NPXCC-8W ... 5
DL-FLEX2-NPXCC-6W ..o 5
DL-FLEX2-NPXCC-HE-TW ....coviiiiciicccs 6
DL-FLEX2-NPXCC-HE-2W.....oooiiiiiiiins 6
DL-FLEX2-NPXCC-HE-3W......coooiiiiiiiiiiiiis 6
DL-FLEX2-NPXCC-HE-AW .....cooviviiiiiiiccicccs 6
DL-FLEX2-NPXCC-HE-5W .....cooviviiiiiiccicccs 6
DL-FLEX2-NPXCC-HE-WET-TW.....oooiiiiiiiin, 9
DL-FLEX2-NPXCC-HE-WET-3W ..o 9
DL-FLEX2-NPXCC-HE-WET-5W ......ccovviiiiiiiiicicccs 9
DL-FLEX2-NPX-DTW-3018.......ccooviiviiiiicniinicees 4
DL-FLEX2-NPX-RGB ..o 7
DL-FLEX2-NPXSL...ocoiiiciiccs 4
DL-FLEX2-NPX-TW

DL-FLEX2-NPXWET ... 8
DL-FLEX2-NPXWET-RGB .....ooviiiiiiii 8
DL-FLEX2-NPXWET-RGB-EC 1
DL-FLEX2-NPXWET-RGB-PC-79-HW ......cccoooviviiiinnn 1
DL-FLEX2-OD-CCl2 v 1
DL-FLEX2-OD-CC48.... 1
DL-FLEX2-OD-CC6b...uviiiiiiiiiiiiiiiics 1
DL-FLEX2-OD-CCl44 ..o 1
DL-FLEX2-ODCONN12-CCO08 n
DL-FLEX2-ODCONNI2-CC12....oiiiiiiiiiiniis 1
DL-FLEX2-ODCONNI12-PC40-HW .....cooviviiiiiiiiiiian, 1
DL-FLEX2-ODCONNI12-PC79-HW ......coovvviiiiiriiiicn 1
DL-FLEX2-ODCONNI2-TT v 1
DL-FLEX2-OD-EC ..o 1
DL-FLEX2-OD-EC-Loiiviiiiiiiiiiiii 1
DL-FLEX2-OD-PC-12-F..oiiiiciiccc 1
DL-FLEX2-OD-PC-12-M ...oocvviicciic s 1
DL-FLEX2-OD-PC-48-F.....coviviiiiiiiiiiiii, 1
DL-FLEX2-OD-PC-48-M ......coviiiiiiiiiiiii 1
DL-FLEX2-OD-PC-96-F ......covviiiiiiiiiicccic 1
DL-FLEX2-OD-PC-96-M ..o 1
DL-FLEX2-OD-PC-144-F ..o 1
DL-FLEX2-OD-PC-144-M.......ocooiiiiiiiiiiiiiiiiiin, 1
DL-FLEX2-OD-PC-HW-12 ..o 1
DL-FLEX2-OD-PC-HW-48.........cccoviviiiiiiiniiiiccs 1
DL-FLEX2-OD-PC-HW-96......coiiiiiiniiii 1
DL-FLEX2-OD-PC-HW-144 ..o, 1
DL-FLEX2-PCT12-SLDR...cocvvcccccsc 1

/A WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov

DL-FLEX2-PC24-SLDR....cocviviiiciiciiic 1
DL-FLEX2-PCA8-SLDR....cocvcvvviciccsiicce s 1
DL-FLEX2-PC6-SLDR ..o 1
DL-FLEX2-PC-HW12-SLDR ..o 1
DL-FLEX2-PC-HW24-SLDR .....ociiiiiiiniic 1
DL-FLEX2-PC-HWA8-SLDR .....covivvciiiivcccc 1
DL-FLEX2-PC-HWO6-SLDR ..o 1
DL-FLEX2-PTI2-SLDR ..o 1
DL-FLEX2-PT24-SLDR ..o 1
DL-FLEX2-PTA8-SLDR ... 1
DL-FLEX2-PT6-SLDR ..o 1
DL-FLEX2-TBIO-LTCONN. ..ot 1
DL-FLEX2-TB10-PC-79-HW...oooiiiiiiiiiiicc 1
DLFLEX2-TBIO-WT ..o 1
DLPS-24/24...coiiiiiiccic 12
DL-PS-30/24-JB-OD-S .....coooviiiiiiiiiinis 13
DL-PS-30/24-JB-OD-UNI-DIM .....c.ccoviviviiiniiiiiiiiinnn, 13
DL-PS-40/24-JB-DIM-A ......coooiiiiiiiiiiiiinii, 13
DLPS-48/24......cocoviiiiiivciiicc 12
DLPS-60/24 ..o 12
DL-PS-60/24-CL2...coiviviiiiiiiciiciii 12
DL-PS-60/24-JB-DIM-A
DL-PS-60/24-JB-OD-S.....ccccoviviiiiiiiiiiciiics 13
DL-PS-60/24-JB-OD-UNI-DIM ..., 13
DL-P§-90/24-CL2....

DL-PS-96/24-347V-JB-OD-DIM ......ccocovivivniiiiiiiiinnn, 13
DL-PS-96/24-HWD ......covviiiiiiciiicssiccs 12

DL-PS-96/24-JB-DIM-A

DL-PS-96/24-JB-OD-S ......ccoovviiiiiiiiii, 13
DL-PS-96/24-JB-OD-UNI-DIM .......ccovvvirrnniininiinan 13
DL-PS-96x2/24-JB-OD-UNI-DIM ...

DL-PS-96x3/24-JB-OD-UNI-DIM........cccovvviiiniiiiiiininn, 13
DL-PS-96x4/24-JB-OD-UNI-DIM ........coovvviviiiiiiiiiinin, 13
DL-PS-100/24-CL2 ..o 12
DL-PS-100/24-TB....c.oviviviciiiiiciccicsscs s 12
DL-PS-L3D0O3W ..o 13
DLPS-L3DA3W. ...t 13
DLPS-OD-2Y .o 1
DLPS-OD-3Y.ciiiiiiic s 1
DL-PS-OD-EXTA8.......oiviiiiiiiiiiiis 1
DL-PS-OD-EXT96.....coiiiiiiiiiiiiiiiii, 1
DL-PS-OD-EXTI44.....oviiiiiiiiiccic 1
DL-PS-SW-PIR-BK ..o 12
DL-PS-SW-PIR-DOOR ......coviiiiiiiniiiins 12
DLPS-SW-WH.....ooiiiiiiii 12
DLPS-WP24/24.........cocooviviiiiiiiiiiiciiic, 12

S

SEALANT ..ottt 1
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