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N8 S100 SERIES

JESCO LIGHTING infroduces the
$100, a high-performance, low-
voltage lighting solution designed
for modern architectural
applications. With a sleek, slim
profile and versatile installation
options, the S100 provides
consistent, uniform illumination
while seamlessly infegrating intfo
a wide range of environments.
Engineered for precision,
durability, and versatility, the S100
is a reliable lighting solution for
designers, architects, and owners
across a variety of projects.

The S100 is designed to
accommodate a wide range

of architectural and lighting
design needs without requiring
additional customization. Four
distinct mounting options simplify
installation, reduce costs, and
enhance flexibility, making the
fixture suitable for both standard
and custom applications.

APPLICATIONS

* Architectural highlights,

including wall-washing,
cove lighting, and fagcade
illumination.

Retail displays requiring
bright, even lighting to
showcase merchandise
effectively.

Hospitality and
commercial spaces, such
as lobbies, bars, and work
areas.

Outdoor installations,
including pathways,
canopies, and
architectural accents.



S100 SERIES guaY

S100-ST

STANDARD OUTPUT S100 ARCHITECTURAL LINEAR LIGHTING
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S100-HO

HIGH OUTPUT S100 ARCHITECTURAL LINEAR LIGHTING
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Dimensions "W x 17%"H (18 x 27mm)

27K 30K 35K 40K

Product Wattage and Lumen Output are based on 4000K, 90CRI, 1 Ft, 45° Beam data.
Specifications subject fo change without notice. See spec sheet or jescolighting.com for more details.

TO ORDER

S100-GS-12 Glare Shield

PRECISION COLOR CONSISTENCY
Single-binned LEDs with a

3-step MacAdam ellipse ensure

exceptional quality and reliable
performance.

COMPACT, LINEAR DESIGN
Ideal for accentuating
architectural features.

MULTIPLE OUTPUT OPTIONS
Available in Standard Output
and High Output with color
temperatures of 2700K, 3000K,
3500K and 4000K.

BEAM ANGLE VERSATILITY

Five beam angles, ranging from
a narrow 15° to a wide 120°,
allow for applications such as
wall grazing and wall washing.

LINKABLE DESIGN

Connect multiple fixtures to form
continuous runs up to 30' for
extended applications.

WET LOCATION RATED
IP67 rating for both indoor and
outdoor applications.

DURABILITY

Impact-resistant and vandal-
proof with an IKO8 rating,
ensuring reliable performance in
demanding environments.

SERIES OUTPUT LENGTH BEAM CCT/CRI FINISH
100 | -| - - - -
ST - Standard Output 12L- 1 Ft. 15D -15° 2790 - 2700K 90CRI BK - Black
HO - High Output 48L - 4 Ft. 30D -30° 3090 - 3000K Q0CRI
120D - 120° 3590 - 3500K QOCRI
45D - 45°* 4090 - 4000K 90CRI
60D - 60°* * Consult factory for lead time

MOUNTING ACCESSORIES

The S100 meets diverse architectural and lighting design needs with four mounting options that

WIRING ACCESSORIES

S100-PC40-HW 39" Hardwire power cord

simplify installation, reduce costs, and enhance flexibility without requiring customization. S100-EXT40 39" Extension Cable
S100-GS-12 $100-MC S$100-PC-EC Power cable endcap
S$100-GS-48 Fixed Metal Snap-In
Snap-on aluminum Glare Mounting Clip

Shield with intfegrated,
adjustable mounting hardware
Length: 12", 48"

S100-ADJ-BR-90D

90° Adjustable

Mounting Bracket

Allows the fixture fo pivot up to 90°,
enabling perpendicular mounting

for wall grazing or accent lighting fo
highlight architectural features such as
columns and vertical surfaces.

S100-ADJ-BR-180D
180° Adjustable
Mounting Bracket

Enables full 180° pivoting, offering
precise directional adjustment for
applications requiring flexibility.

Provides a secure, non-adjustable
installation for static applications
such as cove lighting.

§100-ADJ-BR-60D

Adjustable Mounting Bracket
Provides a pivot range of 60° in both
directions, allowing precise adjustment
of light direction for dynamic
installations like retail displays,

galleries, or workspaces where lighting
needs may change over fime.



For more details & product
specifications please visit
JESCOLIGHTING.COM
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Toll Free: 800 527 7796 A
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