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Round Commercial Recessed Downlights

 LED SQUARE DOWNLIGHT HOUSING INSTALLATION INSTRUCTIONS - REMODEL 

NOTES:
1. If luminaire (�xture) is to be switched from a wall switch, make sure black power supply wire is connected to the switch. 

DO NOT connect the white power supply to the switch.
2. Make certain no bare wires are exposed outside the wire nut connectors.

WARNING- Risk of �re or electric shock.

1.  Risk of Fire - Supply conductors (power wires) connecting the �xture must be rated minimum 194 F. If uncertain consult an electrician. 
2.  Risk of Electric Shock - Disconnect power at fuse or circuit breaker before intalling or servicing.
3.  Risk of Fire/Electric Shock - If not quali�ed, consult an electrician.
4.  To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp objects.

TYPE NON-IC FOR INSULATED CEILINGS

Type NON-IC luminaire (�xture) is designed for installation where
it will not come in contact with insulation. Thermal insulation
must be kept a minimun of three inches 3" away from the
housing. (Fig. 1).
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Remodel Installation 
1. Scribe a circle on ceiling in desired location.

3. Provide electrical service with �exible cable only. Pass cable 
    through opening and wire �xture in accordance with NEC or
    your local electrical code. 

5" (for 4” �xture)
6-1/2" (for 6” �xture)
8-1/8" (for 8” �xture)

 2. Accurately cut hole in ceiling 

4. With clips seated properly in can (Fig. 2), insert remodel 
    housing through ceiling opening so it is �ush to ceiling.  
5. Hold housing up against ceiling and push clip through 
    housing slot (Fig. 3).
6. To lock clip in place, push �at portion against side of can (Fig. 4).
7. To complete installation, push up clip with screwdriver until it 
    snaps into place (Fig. 5).
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