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1. Read completely before beginning. If you feel you do not have 
adequate electrical wiring experience, have this installed by a qualified 
licensed electrican.
2. Ensure main power is off before installing or wiring this product.
3. Ensure correct voltage is being used for this product.
4. Disconnect electrical power before adding to or changing the 
configuration of the CBF fixture. 
5. Do not install this LED fixture in damp or wet locations.
6. All electrical connections must be in accordance with local codes, 
ordinances and the National Electric Code. 
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DIMENSIONS - INPUT ONLY

12: 12-1/4in.
24: 24-1/4in.
36: 36-1/4in.
48: 48-1/4in.
60: 60-1/4in
72: 71-1/4in.
84: 84-1/4in.
96: 95-1/4in.
XX - Add 1/4in.

12: 12-1/2in.
24: 24-1/2in.
36: 36-1/2in.
48: 48-1/2in.
60: 60-1/2in
72: 71-1/2in.
84: 84-1/2in.
96: 95-1/2in.
XX - Add 1/2in.

DIMENSIONS - INPUT AND OUTPUT

DL-FLEX-HD-PC / DL-FLEX-HD-PC-HWDL-FLEX-HD DL-FLEX-HD-CONN

AVOID CUTTING ON SOLDERED JOINT
SEGMENT STARTING WITH SOLDER JOINT WILL NOT WORK 
WITH CONNECTORS. 

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

CHECK POLARITY
CHECK POLARITY

FLIP OPEN CONNECTOR COVER FLIP OPEN CONNECTOR COVERSCLOSE CONNECTOR COVER CLOSE CONNECTOR COVER

CHECK IF LED IS IN THE CENTER OF
CONNECTOR COVER’S OPENING

CHECK IF LEDS ARE IN THE CENTER OF
CONNECTOR COVER’S OPENINGS
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WIRING FOR MULTIPLE RUNS
up to 20 DIM5A on 1 dimmer

WIRING FOR SINGLE RUN
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REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

3

(REFER TO DRIVER SPEC SHEET FOR LIST OF 
RECOMMENDED DIMMERS)

1/4” 0-10V

TRIAC
(Forward Phase)

12in

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation
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Optional (not included)
Plastic anchor
For use with sheet rock installation

Optional (not included)
Plastic anchor
For use with sheet rock installation

CBF-SM with P&P input cable only
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CBF-SM with P&P input and P&P output cables
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XXX: 24, 48, 60, 100

XX: 20, 60, 96

CH-SM-31-CLIP CH-SM-31-CLIP-M

CH-SM-31-CLIP-A

CH-SM-35-CLIP-M
SOLD SEPARATELY

SOLD SEPARATELY

CBF-SM with P&P input for SMART TRACK output power feed

ST-PF-O-WH (OUTPUT POWER FEED)

SMART TRACK

ST-PF-I-WH (INPUT POWER FEED)

CBF-SM with HW input and P&P output cables

CBF-SM with P&P input connecting cable only
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INPUT CABLE for SMART TRACK
For input connection to SMART TRACK via output feed (ST-PF-O-WH)
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DIMENSIONS - INPUT ONLY

12: 12-1/4in.
24: 24-1/4in.
36: 36-1/4in.
48: 48-1/4in.
60: 60-1/4in
72: 71-1/4in.
84: 84-1/4in.
96: 95-1/4in.
XX - Add 1/4in.

12: 12-1/2in.
24: 24-1/2in.
36: 36-1/2in.
48: 48-1/2in.
60: 60-1/2in
72: 71-1/2in.
84: 84-1/2in.
96: 95-1/2in.
XX - Add 1/2in.

DIMENSIONS - INPUT AND OUTPUT

DL-FLEX-HD-PC / DL-FLEX-HD-PC-HWDL-FLEX-HD DL-FLEX-HD-CONN

AVOID CUTTING ON SOLDERED JOINT
SEGMENT STARTING WITH SOLDER JOINT WILL NOT WORK 
WITH CONNECTORS. 

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

CHECK POLARITY
CHECK POLARITY

FLIP OPEN CONNECTOR COVER FLIP OPEN CONNECTOR COVERSCLOSE CONNECTOR COVER CLOSE CONNECTOR COVER

CHECK IF LED IS IN THE CENTER OF
CONNECTOR COVER’S OPENING

CHECK IF LEDS ARE IN THE CENTER OF
CONNECTOR COVER’S OPENINGS
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WIRING FOR MULTIPLE RUNS
up to 20 DIM5A on 1 dimmer

WIRING FOR SINGLE RUN

PC-HW CBF-SM
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REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

3

(REFER TO DRIVER SPEC SHEET FOR LIST OF 
RECOMMENDED DIMMERS)

1/4” 0-10V

TRIAC
(Forward Phase)

12in

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

Optional (not included)
Plastic anchor
For use with sheet rock installation

CBF-SM with P&P input cable only

P&P output connecting cable

P&P output connecting cable

P&P input connecting cable

P&P input connecting cable

DL-PS-2Y

CBF-SM with P&P input and P&P output cables

CBF-SM
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DL-PS-XXX/24

DL-PS-XXX/24

XXX: 24, 48, 60, 100

XXX: 24, 48, 60, 100

XX: 20, 60, 96

CH-SM-31-CLIP CH-SM-31-CLIP-M

CH-SM-31-CLIP-A

CH-SM-35-CLIP-M
SOLD SEPARATELY

SOLD SEPARATELY

CBF-SM with P&P input for SMART TRACK output power feed

ST-PF-O-WH (OUTPUT POWER FEED)

SMART TRACK

ST-PF-I-WH (INPUT POWER FEED)

CBF-SM with HW input and P&P output cables

CBF-SM with P&P input connecting cable only
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INPUT CABLE for SMART TRACK
For input connection to SMART TRACK via output feed (ST-PF-O-WH)
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DIMENSIONS - INPUT ONLY

12: 12-1/4in.
24: 24-1/4in.
36: 36-1/4in.
48: 48-1/4in.
60: 60-1/4in
72: 71-1/4in.
84: 84-1/4in.
96: 95-1/4in.
XX - Add 1/4in.

12: 12-1/2in.
24: 24-1/2in.
36: 36-1/2in.
48: 48-1/2in.
60: 60-1/2in
72: 71-1/2in.
84: 84-1/2in.
96: 95-1/2in.
XX - Add 1/2in.

DIMENSIONS - INPUT AND OUTPUT

DL-FLEX-HD-PC / DL-FLEX-HD-PC-HWDL-FLEX-HD DL-FLEX-HD-CONN

AVOID CUTTING ON SOLDERED JOINT
SEGMENT STARTING WITH SOLDER JOINT WILL NOT WORK 
WITH CONNECTORS. 

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

CHECK POLARITY
CHECK POLARITY

FLIP OPEN CONNECTOR COVER FLIP OPEN CONNECTOR COVERSCLOSE CONNECTOR COVER CLOSE CONNECTOR COVER

CHECK IF LED IS IN THE CENTER OF
CONNECTOR COVER’S OPENING

CHECK IF LEDS ARE IN THE CENTER OF
CONNECTOR COVER’S OPENINGS
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WIRING FOR MULTIPLE RUNS
up to 20 DIM5A on 1 dimmer

WIRING FOR SINGLE RUN

PC-HW CBF-SM

PC-HW

PC-HW CBF-SM
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REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

3

(REFER TO DRIVER SPEC SHEET FOR LIST OF 
RECOMMENDED DIMMERS)

1/4” 0-10V

TRIAC
(Forward Phase)

12in

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

Optional (not included)
Plastic anchor
For use with sheet rock installation

CBF-SM with P&P input cable only

P&P output connecting cable

P&P output connecting cable

P&P input connecting cable

P&P input connecting cable

DL-PS-2Y

CBF-SM with P&P input and P&P output cables

CBF-SM

CBF-SM

DL-PS-XXX/24

DL-PS-XXX/24

XXX: 24, 48, 60, 100

XXX: 24, 48, 60, 100

XX: 20, 60, 96

CH-SM-31-CLIP CH-SM-31-CLIP-M

CH-SM-31-CLIP-A

CH-SM-35-CLIP-M
SOLD SEPARATELY

SOLD SEPARATELY

CBF-SM with P&P input for SMART TRACK output power feed

ST-PF-O-WH (OUTPUT POWER FEED)

SMART TRACK

ST-PF-I-WH (INPUT POWER FEED)

CBF-SM with HW input and P&P output cables

CBF-SM with P&P input connecting cable only
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DIMMING KNOB

24V INPUT
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Max Output:8A
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Wallplate Control
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RED (CAP OFF)
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RED WHITE (CAP OFF)
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DL-PS-XX/24-JBA

30FT. MAX

INPUT CABLE for SMART TRACK
For input connection to SMART TRACK via output feed (ST-PF-O-WH)
 

INPUT 

INPUT CABLE

OUTPUT INPUT

For input connection to 
SMART TRACK via output 
feed (ST-PF-O-WH)

Plug & Play Cables (P&P)

Hardwire Cable (HW)

24V DC
CONNECTING CABLES 

POWER CABLES

SMART TRACK

0-10V

Please read and save these instructions. Read carefully before 
using product.  Protect yourself and others by observing all safety 
information, warnings and cautions.  Failure to comply with 
instructions could result in personal injury and/or damage to product 
or property.   Please retain instruction sheet for future reference.

RATED 24VOLT DC 

CONSULT A QUALIFIED ELECTRICIAN TO 
ENSURE CORRECT BRANCH CIRCUIT

Determine which type of mounting hardware was ordered and see below illustrations for installation instructions

Use a pencil and mark intended mounting surface every 12 inches, then use a philips screwdriver or a drill with a philips 
bit to secure mounting clips on marked locations with screws. 

After securing all the mounting clips on the intended mounting 
surface, snap CBF fixture on to the mounting clips.

PENCIL

POWER DRILL WITH DRILL BITS & PHILIPS BIT LEVEL

PHILIPS SCREWDRIVER

RULER OR TAPE MEASURE

CBF fixture body may be hot during normal operation.  
Handle with caution.

TOOLS REQUIRED NOT INCLUDED OPTIONAL TOOLS (NOT INCLUDED)

1A

2

1B

IMPORTANT SAFETY INSTRUCTIONS 
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2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2(12.20mm)
1/2”

(25.4mm)

MAX RUN 14’ {168”(4267mm)}

1”
(3.5mm)

9/64”

(1.30mm)
1/16”

(12.20mm)
1/2”

(27mm)

MAX RUN 16’ 

1-1/16”
(4mm)

1/6”

1.5 in.
RADIUS

1.5 in.
RADIUS

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

(6.4 mm)
1/4”

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

(6.4 mm)
1/4”

(6.4 mm)
1/4”

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DIMENSIONS - INPUT ONLY

12: 12-1/4in.
24: 24-1/4in.
36: 36-1/4in.
48: 48-1/4in.
60: 60-1/4in
72: 71-1/4in.
84: 84-1/4in.
96: 95-1/4in.
XX - Add 1/4in.

12: 12-1/2in.
24: 24-1/2in.
36: 36-1/2in.
48: 48-1/2in.
60: 60-1/2in
72: 71-1/2in.
84: 84-1/2in.
96: 95-1/2in.
XX - Add 1/2in.

DIMENSIONS - INPUT AND OUTPUT

DL-FLEX-HD-PC / DL-FLEX-HD-PC-HWDL-FLEX-HD DL-FLEX-HD-CONN

AVOID CUTTING ON SOLDERED JOINT
SEGMENT STARTING WITH SOLDER JOINT WILL NOT WORK 
WITH CONNECTORS. 

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

CHECK POLARITY
CHECK POLARITY

FLIP OPEN CONNECTOR COVER FLIP OPEN CONNECTOR COVERSCLOSE CONNECTOR COVER CLOSE CONNECTOR COVER

CHECK IF LED IS IN THE CENTER OF
CONNECTOR COVER’S OPENING

CHECK IF LEDS ARE IN THE CENTER OF
CONNECTOR COVER’S OPENINGS

PC-HW

V+ (RED)

V- (BLACK)

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)
RED

BLACK

AC Input DC Output

_ _
+

DL-PS-XX/24-JBA

INPUT OUTPUT

RED WIRE +INPUT BLACK (HOT)

GREEN/COPPER 
(GROUND)

INPUT WHITE (NEUTRAL) PURPLE WIRE   

120V

DL-PS-XXX/24-YY-DIM XXX: 40, 60, 100
YY: HW, JB

DIMMER

-

RED WIRE 

BLACK WIRE   -

+

RED WIRE 

BLACK WIRE   

+

30FT. MAX

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)
BLACK 

RED

AC InputPOWER SUPPLY
DC Output

DIM5A
DC Output

_

_

WHITE
_

+

YELLOW +
WHITE

_
RED +
WHITE

BLACK+

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)

BLACK 

RED

AC InputPOWER SUPPLY
DC Output

DIM5A
DC Output

_

_

_

WHITE
_

+

YELLOW +

+

+

WHITE
_ _

RED +
BLACK

BLACK+

DS-DV-TV-WH
Wallplate Control
(0-10 DIMMING)

DS-DV-TV 
RED (CAP OFF)

DIM5A 
PURPLE

DIM5A BLACK

LC-DIM5A-HW

LC-DIM5A-HW DL-PS-XX/24-JBA

PURPLE
BLUE

DS-DV-TV

DS-DV-TV
RED WHITE

GREY

DL-PS-XX/24-JBA

WIRING FOR MULTIPLE RUNS
up to 20 DIM5A on 1 dimmer

WIRING FOR SINGLE RUN

PC-HW CBF-SM

PC-HW

PC-HW CBF-SM

CBF-SM

INPUT

24
V

SPECMAX RUN

16
Ft

POWER

5
W

Ft DIM

3M
TAPE MOUNT

 
CONSTANT
CURRENT IC

1/4”

1 14

2 25

6

4

5

63

REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

3

(REFER TO DRIVER SPEC SHEET FOR LIST OF 
RECOMMENDED DIMMERS)

1/4” 0-10V

TRIAC
(Forward Phase)

12in

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

Optional (not included)
Plastic anchor
For use with sheet rock installation

CBF-SM with P&P input cable only

P&P output connecting cable

P&P output connecting cable

P&P input connecting cable

P&P input connecting cable

DL-PS-2Y

CBF-SM with P&P input and P&P output cables

CBF-SM

CBF-SM

DL-PS-XXX/24

DL-PS-XXX/24

XXX: 24, 48, 60, 100

XXX: 24, 48, 60, 100

XX: 20, 60, 96

CH-SM-31-CLIP CH-SM-31-CLIP-M

CH-SM-31-CLIP-A

CH-SM-35-CLIP-M
SOLD SEPARATELY

SOLD SEPARATELY

CBF-SM with P&P input for SMART TRACK output power feed

ST-PF-O-WH (OUTPUT POWER FEED)

SMART TRACK

ST-PF-I-WH (INPUT POWER FEED)

CBF-SM with HW input and P&P output cables

CBF-SM with P&P input connecting cable only

LC-DIM5A

DIMMING KNOB

24V INPUT

DL-PS-XXX/24 XXX: 24, 48, 60, 100

0-
10

V
LO

AD
PO

W
ER

V-
V+

V-
V+

V-
V+

Power

Signal

LED DIMMER 0-10V
Input:DC5-24V

Max Output:8A

DS-DV-TV-WH
Wallplate Control
(0-10 DIMMING)

DS-DV-TV 
RED (CAP OFF)
DS-DV-TV 
RED WHITE (CAP OFF)
DS-DV-TV 
BLUE (CAP OFF)

0-10V

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)

BLACK 

RED

AC InputPOWER SUPPLY
DC Output

_

_

+

RED +
WHITE

_
PURPLE+
GREY

DL-PS-XX/24-JBA

30FT. MAX

INPUT CABLE for SMART TRACK
For input connection to SMART TRACK via output feed (ST-PF-O-WH)
 

INPUT 

INPUT CABLE

OUTPUT INPUT

For input connection to 
SMART TRACK via output 
feed (ST-PF-O-WH)

Plug & Play Cables (P&P)

Hardwire Cable (HW)

24V DC
CONNECTING CABLES 

POWER CABLES

SMART TRACK

0-10V

1/2in

1/2in

Center Mark

Center Mark

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2(12.20mm)
1/2”

(25.4mm)

MAX RUN 14’ {168”(4267mm)}

1”
(3.5mm)

9/64”

(1.30mm)
1/16”

(12.20mm)
1/2”

(27mm)

MAX RUN 16’ 

1-1/16”
(4mm)

1/6”

1.5 in.
RADIUS

1.5 in.
RADIUS

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

(6.4 mm)
1/4”

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

(6.4 mm)
1/4”

(6.4 mm)
1/4”

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DIMENSIONS - INPUT ONLY

12: 12-1/4in.
24: 24-1/4in.
36: 36-1/4in.
48: 48-1/4in.
60: 60-1/4in
72: 71-1/4in.
84: 84-1/4in.
96: 95-1/4in.
XX - Add 1/4in.

12: 12-1/2in.
24: 24-1/2in.
36: 36-1/2in.
48: 48-1/2in.
60: 60-1/2in
72: 71-1/2in.
84: 84-1/2in.
96: 95-1/2in.
XX - Add 1/2in.

DIMENSIONS - INPUT AND OUTPUT

DL-FLEX-HD-PC / DL-FLEX-HD-PC-HWDL-FLEX-HD DL-FLEX-HD-CONN

AVOID CUTTING ON SOLDERED JOINT
SEGMENT STARTING WITH SOLDER JOINT WILL NOT WORK 
WITH CONNECTORS. 

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

CHECK POLARITY
CHECK POLARITY

FLIP OPEN CONNECTOR COVER FLIP OPEN CONNECTOR COVERSCLOSE CONNECTOR COVER CLOSE CONNECTOR COVER

CHECK IF LED IS IN THE CENTER OF
CONNECTOR COVER’S OPENING

CHECK IF LEDS ARE IN THE CENTER OF
CONNECTOR COVER’S OPENINGS

PC-HW

V+ (RED)

V- (BLACK)

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)
RED

BLACK

AC Input DC Output

_ _
+

DL-PS-XX/24-JBA

INPUT OUTPUT

RED WIRE +INPUT BLACK (HOT)

GREEN/COPPER 
(GROUND)

INPUT WHITE (NEUTRAL) PURPLE WIRE   

120V

DL-PS-XXX/24-YY-DIM XXX: 40, 60, 100
YY: HW, JB

DIMMER

-

RED WIRE 

BLACK WIRE   -

+

RED WIRE 

BLACK WIRE   

+

30FT. MAX

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)
BLACK 

RED

AC InputPOWER SUPPLY
DC Output

DIM5A
DC Output

_

_

WHITE
_

+

YELLOW +
WHITE

_
RED +
WHITE

BLACK+

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)

BLACK 

RED

AC InputPOWER SUPPLY
DC Output

DIM5A
DC Output

_

_

_

WHITE
_

+

YELLOW +

+

+

WHITE
_ _

RED +
BLACK

BLACK+

DS-DV-TV-WH
Wallplate Control
(0-10 DIMMING)

DS-DV-TV 
RED (CAP OFF)

DIM5A 
PURPLE

DIM5A BLACK

LC-DIM5A-HW

LC-DIM5A-HW DL-PS-XX/24-JBA

PURPLE
BLUE

DS-DV-TV

DS-DV-TV
RED WHITE

GREY

DL-PS-XX/24-JBA

WIRING FOR MULTIPLE RUNS
up to 20 DIM5A on 1 dimmer

WIRING FOR SINGLE RUN

PC-HW CBF-SM

PC-HW

PC-HW CBF-SM

CBF-SM

INPUT

24
V

SPECMAX RUN

16
Ft

POWER

5
W

Ft DIM

3M
TAPE MOUNT

 
CONSTANT
CURRENT IC

1/4”

1 14

2 25

6

4

5

63

REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

3

(REFER TO DRIVER SPEC SHEET FOR LIST OF 
RECOMMENDED DIMMERS)

1/4” 0-10V

TRIAC
(Forward Phase)

12in

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

Optional (not included)
Plastic anchor
For use with sheet rock installation

CBF-SM with P&P input cable only

P&P output connecting cable

P&P output connecting cable

P&P input connecting cable

P&P input connecting cable

DL-PS-2Y

CBF-SM with P&P input and P&P output cables

CBF-SM

CBF-SM

DL-PS-XXX/24

DL-PS-XXX/24

XXX: 24, 48, 60, 100

XXX: 24, 48, 60, 100

XX: 20, 60, 96

CH-SM-31-CLIP CH-SM-31-CLIP-M

CH-SM-31-CLIP-A

CH-SM-35-CLIP-M
SOLD SEPARATELY

SOLD SEPARATELY

CBF-SM with P&P input for SMART TRACK output power feed

ST-PF-O-WH (OUTPUT POWER FEED)

SMART TRACK

ST-PF-I-WH (INPUT POWER FEED)

CBF-SM with HW input and P&P output cables

CBF-SM with P&P input connecting cable only

LC-DIM5A

DIMMING KNOB

24V INPUT

DL-PS-XXX/24 XXX: 24, 48, 60, 100

0-
10

V
LO

AD
PO

W
ER

V-
V+

V-
V+

V-
V+

Power

Signal

LED DIMMER 0-10V
Input:DC5-24V

Max Output:8A

DS-DV-TV-WH
Wallplate Control
(0-10 DIMMING)

DS-DV-TV 
RED (CAP OFF)
DS-DV-TV 
RED WHITE (CAP OFF)
DS-DV-TV 
BLUE (CAP OFF)

0-10V

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)

BLACK 

RED

AC InputPOWER SUPPLY
DC Output

_

_

+

RED +
WHITE

_
PURPLE+
GREY

DL-PS-XX/24-JBA

30FT. MAX

INPUT CABLE for SMART TRACK
For input connection to SMART TRACK via output feed (ST-PF-O-WH)
 

INPUT 

INPUT CABLE

OUTPUT INPUT

For input connection to 
SMART TRACK via output 
feed (ST-PF-O-WH)

Plug & Play Cables (P&P)

Hardwire Cable (HW)

24V DC
CONNECTING CABLES 

POWER CABLES

SMART TRACK

0-10V

1/2in

1/2in

Center Mark

Center Mark

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2(12.20mm)
1/2”

(25.4mm)

MAX RUN 14’ {168”(4267mm)}

1”
(3.5mm)

9/64”

(1.30mm)
1/16”

(12.20mm)
1/2”

(27mm)

MAX RUN 16’ 

1-1/16”
(4mm)

1/6”

1.5 in.
RADIUS

1.5 in.
RADIUS

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

(6.4 mm)
1/4”

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

(6.4 mm)
1/4”

(6.4 mm)
1/4”

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DIMENSIONS - INPUT ONLY

12: 12-1/4in.
24: 24-1/4in.
36: 36-1/4in.
48: 48-1/4in.
60: 60-1/4in
72: 71-1/4in.
84: 84-1/4in.
96: 95-1/4in.
XX - Add 1/4in.

12: 12-1/2in.
24: 24-1/2in.
36: 36-1/2in.
48: 48-1/2in.
60: 60-1/2in
72: 71-1/2in.
84: 84-1/2in.
96: 95-1/2in.
XX - Add 1/2in.

DIMENSIONS - INPUT AND OUTPUT

DL-FLEX-HD-PC / DL-FLEX-HD-PC-HWDL-FLEX-HD DL-FLEX-HD-CONN

AVOID CUTTING ON SOLDERED JOINT
SEGMENT STARTING WITH SOLDER JOINT WILL NOT WORK 
WITH CONNECTORS. 

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

CHECK POLARITY
CHECK POLARITY

FLIP OPEN CONNECTOR COVER FLIP OPEN CONNECTOR COVERSCLOSE CONNECTOR COVER CLOSE CONNECTOR COVER

CHECK IF LED IS IN THE CENTER OF
CONNECTOR COVER’S OPENING

CHECK IF LEDS ARE IN THE CENTER OF
CONNECTOR COVER’S OPENINGS

PC-HW

V+ (RED)

V- (BLACK)

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)
RED

BLACK

AC Input DC Output

_ _
+

DL-PS-XX/24-JBA

INPUT OUTPUT

RED WIRE +INPUT BLACK (HOT)

GREEN/COPPER 
(GROUND)

INPUT WHITE (NEUTRAL) PURPLE WIRE   

120V

DL-PS-XXX/24-YY-DIM XXX: 40, 60, 100
YY: HW, JB

DIMMER

-

RED WIRE 

BLACK WIRE   -

+

RED WIRE 

BLACK WIRE   

+

30FT. MAX

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)
BLACK 

RED

AC InputPOWER SUPPLY
DC Output

DIM5A
DC Output

_

_

WHITE
_

+

YELLOW +
WHITE

_
RED +
WHITE

BLACK+

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)

BLACK 

RED

AC InputPOWER SUPPLY
DC Output

DIM5A
DC Output

_

_

_

WHITE
_

+

YELLOW +

+

+

WHITE
_ _

RED +
BLACK

BLACK+

DS-DV-TV-WH
Wallplate Control
(0-10 DIMMING)

DS-DV-TV 
RED (CAP OFF)

DIM5A 
PURPLE

DIM5A BLACK

LC-DIM5A-HW

LC-DIM5A-HW DL-PS-XX/24-JBA

PURPLE
BLUE

DS-DV-TV

DS-DV-TV
RED WHITE

GREY

DL-PS-XX/24-JBA

WIRING FOR MULTIPLE RUNS
up to 20 DIM5A on 1 dimmer

WIRING FOR SINGLE RUN

PC-HW CBF-SM

PC-HW

PC-HW CBF-SM

CBF-SM

INPUT

24
V

SPECMAX RUN

16
Ft

POWER

5
W

Ft DIM

3M
TAPE MOUNT

 
CONSTANT
CURRENT IC

1/4”

1 14

2 25

6

4

5

63

REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

3

(REFER TO DRIVER SPEC SHEET FOR LIST OF 
RECOMMENDED DIMMERS)

1/4” 0-10V

TRIAC
(Forward Phase)

12in

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

Optional (not included)
Plastic anchor
For use with sheet rock installation

CBF-SM with P&P input cable only

P&P output connecting cable

P&P output connecting cable

P&P input connecting cable

P&P input connecting cable

DL-PS-2Y

CBF-SM with P&P input and P&P output cables

CBF-SM

CBF-SM

DL-PS-XXX/24

DL-PS-XXX/24

XXX: 24, 48, 60, 100

XXX: 24, 48, 60, 100

XX: 20, 60, 96

CH-SM-31-CLIP CH-SM-31-CLIP-M

CH-SM-31-CLIP-A

CH-SM-35-CLIP-M
SOLD SEPARATELY

SOLD SEPARATELY

CBF-SM with P&P input for SMART TRACK output power feed

ST-PF-O-WH (OUTPUT POWER FEED)

SMART TRACK

ST-PF-I-WH (INPUT POWER FEED)

CBF-SM with HW input and P&P output cables

CBF-SM with P&P input connecting cable only

LC-DIM5A

DIMMING KNOB

24V INPUT

DL-PS-XXX/24 XXX: 24, 48, 60, 100

0-
10

V
LO

AD
PO

W
ER

V-
V+

V-
V+

V-
V+

Power

Signal

LED DIMMER 0-10V
Input:DC5-24V

Max Output:8A

DS-DV-TV-WH
Wallplate Control
(0-10 DIMMING)

DS-DV-TV 
RED (CAP OFF)
DS-DV-TV 
RED WHITE (CAP OFF)
DS-DV-TV 
BLUE (CAP OFF)

0-10V

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)

BLACK 

RED

AC InputPOWER SUPPLY
DC Output

_

_

+

RED +
WHITE

_
PURPLE+
GREY

DL-PS-XX/24-JBA

30FT. MAX

INPUT CABLE for SMART TRACK
For input connection to SMART TRACK via output feed (ST-PF-O-WH)
 

INPUT 

INPUT CABLE

OUTPUT INPUT

For input connection to 
SMART TRACK via output 
feed (ST-PF-O-WH)

Plug & Play Cables (P&P)

Hardwire Cable (HW)

24V DC
CONNECTING CABLES 

POWER CABLES

SMART TRACK

0-10V

1/2in

1/2in

Center Mark

Center Mark

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2(12.20mm)
1/2”

(25.4mm)

MAX RUN 14’ {168”(4267mm)}

1”
(3.5mm)

9/64”

(1.30mm)
1/16”

(12.20mm)
1/2”

(27mm)

MAX RUN 16’ 

1-1/16”
(4mm)

1/6”

1.5 in.
RADIUS

1.5 in.
RADIUS

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

24 V 24 V

2

(6.4 mm)
1/4”

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

(6.4 mm)
1/4”

(6.4 mm)
1/4”

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DC24 V DC24 V

2

DIMENSIONS - INPUT ONLY

12: 12-1/4in.
24: 24-1/4in.
36: 36-1/4in.
48: 48-1/4in.
60: 60-1/4in
72: 71-1/4in.
84: 84-1/4in.
96: 95-1/4in.
XX - Add 1/4in.

12: 12-1/2in.
24: 24-1/2in.
36: 36-1/2in.
48: 48-1/2in.
60: 60-1/2in
72: 71-1/2in.
84: 84-1/2in.
96: 95-1/2in.
XX - Add 1/2in.

DIMENSIONS - INPUT AND OUTPUT

DL-FLEX-HD-PC / DL-FLEX-HD-PC-HWDL-FLEX-HD DL-FLEX-HD-CONN

AVOID CUTTING ON SOLDERED JOINT
SEGMENT STARTING WITH SOLDER JOINT WILL NOT WORK 
WITH CONNECTORS. 

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

SPRING PIN MUST BE ON TOP
OF LED STRIP CONTACT POINT

REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

CHECK POLARITY
CHECK POLARITY

FLIP OPEN CONNECTOR COVER FLIP OPEN CONNECTOR COVERSCLOSE CONNECTOR COVER CLOSE CONNECTOR COVER

CHECK IF LED IS IN THE CENTER OF
CONNECTOR COVER’S OPENING

CHECK IF LEDS ARE IN THE CENTER OF
CONNECTOR COVER’S OPENINGS

PC-HW

V+ (RED)

V- (BLACK)

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)
RED

BLACK

AC Input DC Output

_ _
+

DL-PS-XX/24-JBA

INPUT OUTPUT

RED WIRE +INPUT BLACK (HOT)

GREEN/COPPER 
(GROUND)

INPUT WHITE (NEUTRAL) PURPLE WIRE   

120V

DL-PS-XXX/24-YY-DIM XXX: 40, 60, 100
YY: HW, JB

DIMMER

-

RED WIRE 

BLACK WIRE   -

+

RED WIRE 

BLACK WIRE   

+

30FT. MAX

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)
BLACK 

RED

AC InputPOWER SUPPLY
DC Output

DIM5A
DC Output

_

_

WHITE
_

+

YELLOW +
WHITE

_
RED +
WHITE

BLACK+

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)

BLACK 

RED

AC InputPOWER SUPPLY
DC Output

DIM5A
DC Output

_

_

_

WHITE
_

+

YELLOW +

+

+

WHITE
_ _

RED +
BLACK

BLACK+

DS-DV-TV-WH
Wallplate Control
(0-10 DIMMING)

DS-DV-TV 
RED (CAP OFF)

DIM5A 
PURPLE

DIM5A BLACK

LC-DIM5A-HW

LC-DIM5A-HW DL-PS-XX/24-JBA

PURPLE
BLUE

DS-DV-TV

DS-DV-TV
RED WHITE

GREY

DL-PS-XX/24-JBA

WIRING FOR MULTIPLE RUNS
up to 20 DIM5A on 1 dimmer

WIRING FOR SINGLE RUN

PC-HW CBF-SM

PC-HW

PC-HW CBF-SM

CBF-SM

INPUT

24
V

SPECMAX RUN

16
Ft

POWER

5
W

Ft DIM

3M
TAPE MOUNT

 
CONSTANT
CURRENT IC

1/4”

1 14

2 25

6

4

5

63

REMOVE 1/4” OF DOUBLE SIDED
TAPE UNDERNEATH OF LED STRIP

3

(REFER TO DRIVER SPEC SHEET FOR LIST OF 
RECOMMENDED DIMMERS)

1/4” 0-10V

TRIAC
(Forward Phase)

12in

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

12in

Optional (not included)
Plastic anchor
For use with sheet rock installation

Optional (not included)
Plastic anchor
For use with sheet rock installation

CBF-SM with P&P input cable only

P&P output connecting cable

P&P output connecting cable

P&P input connecting cable

P&P input connecting cable

DL-PS-2Y

CBF-SM with P&P input and P&P output cables

CBF-SM

CBF-SM

DL-PS-XXX/24

DL-PS-XXX/24

XXX: 24, 48, 60, 100

XXX: 24, 48, 60, 100

XX: 20, 60, 96

CH-SM-31-CLIP CH-SM-31-CLIP-M

CH-SM-31-CLIP-A

CH-SM-35-CLIP-M
SOLD SEPARATELY

SOLD SEPARATELY

CBF-SM with P&P input for SMART TRACK output power feed

ST-PF-O-WH (OUTPUT POWER FEED)

SMART TRACK

ST-PF-I-WH (INPUT POWER FEED)

CBF-SM with HW input and P&P output cables

CBF-SM with P&P input connecting cable only

LC-DIM5A

DIMMING KNOB

24V INPUT

DL-PS-XXX/24 XXX: 24, 48, 60, 100

0-
10

V
LO

AD
PO

W
ER

V-
V+

V-
V+

V-
V+

Power

Signal

LED DIMMER 0-10V
Input:DC5-24V

Max Output:8A

DS-DV-TV-WH
Wallplate Control
(0-10 DIMMING)

DS-DV-TV 
RED (CAP OFF)
DS-DV-TV 
RED WHITE (CAP OFF)
DS-DV-TV 
BLUE (CAP OFF)

0-10V

V+ (RED)

V- (BLACK)

120V

BROWN (ACL)

GREEN (GROUND)

BLUE (ACN)

BLACK 

RED

AC InputPOWER SUPPLY
DC Output

_

_

+

RED +
WHITE

_
PURPLE+
GREY

DL-PS-XX/24-JBA

30FT. MAX

INPUT CABLE for SMART TRACK
For input connection to SMART TRACK via output feed (ST-PF-O-WH)
 

INPUT 

INPUT CABLE

OUTPUT INPUT

For input connection to 
SMART TRACK via output 
feed (ST-PF-O-WH)

Plug & Play Cables (P&P)

Hardwire Cable (HW)

24V DC
CONNECTING CABLES 

POWER CABLES

SMART TRACK

0-10V

HARDWIRE WIRING DIAGRAMS For reference purposes only. Not to scale. 
(Shown 2 fixtures connected to 1 hardwire power supply and butt-connected with plug & play connecting cables)

PLUG & PLAY DIAGRAMS For reference purposes only. Not to scale. 
(Shown 3 plug and play fixtures connected to 1 plug and play power supply with plug & play 2 Y spliter) 

PLUG & PLAY DIAGRAMS WITH SMART TRACK For reference purposes only. Not to scale. 
(Shown 2 output power feed and 1 input power feed on SMART TRACK with 2 plug and play fixtures)

DO NOT EXCEED MAX WATTAGE ON POWER SUPPLY
DO NOT EXCEEED CBF MAX RUN LENGTH
Use only JESCO approved power supplies

ON OFF
1

TURN OFF ELECTRICITY
AT MAIN FUSE BOX


