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P22-15
SPECIFICATION DOWNLIGHTS  I  1.5"
WHITE STATIC & DIM-TO-WARM

ROUND SQUARE
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P22-15
SPECIFICATION DOWNLIGHTS  I  1.5"
WHITE STATIC & DIM-TO-WARM

PRECISE BEAM CONTROL

1.5" 1.5"  DTW

20°, 30°, 40°, 50° 30°, 40°

HOUSING 
New Construction, New Construction IC, Remote 

Constant Power Supply or Remote Enclosure

SMOOTH FLICKER FREE DIMMING 
Phase and 0-10V (1%-100%)

IN CASE OF EMERGENCY 
Optional Emergency Battery Pack

CHOICES AND OPTIONS 
Clear, Linear, Hexcell, and Softening Lens 

CONTEMPORARY TEXTURED FINISHES 
Black, White, or customer RAL colors 

WHY P22? 
Pure, bright and consistent white light up to 9W

POWER

5.4W / 550Lm 
7.2W / 720Lm 
9.0W / 900Lm

5.4W / 280Lm 
7.2W / 370Lm 
9.0W / 460Lm

BRILLIANT COLOR, HIGH QUALITY & CONSISTENT LIGHT 90+ COLOR RENDERING INDEX, & 2 SDCM* 

2090K, 2290K, 2490K, 2790K, 
3090K, 3590K, 4090K 3000K - 1800K

SPECIFICATIONS SHEETS

AVAILABLE SIZES

INSTALLATION SHEETS

* Does not apply to DTW models

IC NE W
CONS TRUC TION

CLASSIC WHITE 
100 Lm/W Delivered

DIM-TO-WARM 
Warmth and ambiance of a candle

ROUND SQUARE ROUND SQUARE


