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4.5" SPECIFICATION DOWNLIGHT
AT A GLANCE2P22
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4.5" SPECIFICATION DOWNLIGHT
AT A GLANCE2P22

SPECIFICATION DOWNLIGHTS
HOUSING

New Construction, New Construction IC
or Remodel 

SMOOTH FLICKER FREE DIMMING
Triac & ELV (3%-100% dim to off)

DEEP DIMMING
0-10V, DALI or Casambi (0.1%-100% dim to off) 

IN CASE OF EMERGENCY
Optional Emergency Battery Pack 

CHOICES AND OPTIONS
Clear Lens, Linear Spread Lens, Hexcell Louver, Softening 

Lens, Prismatic Lens

CONTEMPORARY TEXTURED FINISHES
Black, White, or custom RAL colors

PRECISE BEAM CONTROL

4.5" PERFORMANCE

20°, 30°, 45°, 55°

POWER

BRILLIANT COLOR, HIGH QUALITY & CONSISTENT LIGHT 
90+ COLOR RENDERING INDEX 

2000K, 2200K, 2400K, 2700K, 
3000K, 3500K, 4000K

SPECIFICATIONS SHEETS

SIZE

ROUND SQUARE

INSTALLATION SHEETS

NEW
CONSTRUCTION

IC NEW
CONSTRUCTION

REMODEL

8W / 720Lm 
10W / 900Lm 
14W / 1200Lm 
20W / 1700Lm 
24W / 2000Lm 
28W / 2300Lm 
32W / 2700Lm 
36W / 3000Lm 
40W / 3300Lm

Pure, bright and consistent white light up to 20W

WHY P22?


