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TRANSMITTANCE & LENS DIFFUSION

LENS TYPE

BEAM SPREAD

95%
CL

120˚

LENGTH

MATERIAL

ENVIROMENT

FITS MAX. WIDTH

MOUNTING OPTIONS* 

WARRANTY

78 ¾"    I    2000 mm

Aluminum with Clear Anodized Finish

Indoor - Dry 

½"    I    12mm

Recessed mud-in application for indirect

cove lighting. 

5 years 

SPECIFICATIONS

MODEL

Channel Only

* Customized by field installer, fastener provided by others.
ACTUAL LOOK

CH-RM-36

ANODIZED
ALUMINUM

YEAR
WARRANTY

SURFACE
MOUNT

120º
BEAM ANGLE

DRY
INDOOR

6 ½ ft. Anodized channel set with options of CL clear, OP opal or FR frosted 
snap in thermoplastic cover. Field cuttable and easy to install.  LED strips with 
72 LEDs/ft or more can achieve full diffusion with OP and FR Lens. Recessed 
mud-in application for indirect cove lighting.
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MODEL 

DL-FLEX2-LR62 

DL-FLEX2-UP

DL-FLEX2-UP-HO

DL-FLEX2-UP-ULTRA

DL-FLEX2-FS

DL-FLEX2-SC

DL-FLEX2-SHO

DL-FLEX2-SHD

DL-FLEX2-HD-CV

DL-FLEX2-NPXSL

DL-FLEX2-NPX

DL-FLEX2-CTA

DL-FLEX2-UP-RGB

DL-FLEX2-UP-CTA

DL-FLEX2-RGBWW

DL-FLEX2-RGB-HD

DL-FLEX2-DTW

WIDTH

⅜"     10 mm

⅜”     10 mm

⅜”     10 mm

⅜”     10 mm

⅜”     10 mm

⅜”     10 mm

⅜”     10 mm

⅜”     10 mm

⅜”     10 mm

3/16”     4.5 mm

⅜”     10 mm

⅜”     10 mm

⅜”     10 mm

⅜”     10 mm

1/2”     12 mm

⅜”     10 mm

⅜”     10 mm

FITTING TYPE
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LENS DIFFUSION
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NO DIFFUSION SOFT DIFFUSION PERFECT DIFFUSSION

LED STRIPS COMPATIBILITY

A     3 1/16"  (78 mm)

B     1 5/16"  (34 mm)

C     1/2"  (12 mm)

D     5/8"  (16 mm)

FITTING TYPE

FLEX2-UP INTEGRAL CONNECTOR 

SOLDERED CONNECTION

TERMINAL BLOCK CONNECTOR

CLAMP CONNECTOR

CRYSTAL CONNECTOR

24VDC 24VDC

24V 24V

24V 24V

24V 24V

DL-FLEX2-UP-4090 A1                —

B1                 —

C1                —

D1                D2 

E1                 —

●●●● ●● ●●

A

B

DC

ORDERING INFO
LENS

CL - Clear 120° I  95% Transmittance

OP - Opal 120° I  75% Transmittance

FR - Frosted 120° I  85% Transmittance
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TYPICAL MOUNTING METHOD

PART NUMBER

DESCRIPTION

CH-RM-33-IB

180º rigid support. Connects and 

support 2 pieces of extrusions.

PLASTER
apply & supply

by installer
SELF-TAPPING SCREW

supply by other

Narrower cove yield narrower beam spread

Recommended
min 6 inch

{ PLASTER
apply & supply

by installer
SELF-TAPPING SCREW

supply by other

Narrower cove yield narrower beam spread

Recommended
min 6 inch

{

OPTIONAL MOUNTING ACCESSORIES

PART NUMBER

DESCRIPTION

CH-RM-33-LDB

90º rigid support. Connects and 

support 2 pieces of extrusions at 

90º, miter cut required on

extrusions by installer.

PART NUMBER

DESCRIPTION

CH-RM-36--ECS 

Channel endcap set.
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CH-SM-31 CH-SM-33 CH-SM-21

CH-SM-26 CH-SM-25

CH-ME-31

FR

CH-RI-18

CH-RM-31

CH-RM-41

CH-RM-36CH-RM-32 CH-RM-33 CH-RM-34 CH-RM-35

CH-RI-17

CH-SM-36

CH-SM-35 CH-SM-24

CL FR FR60OP FR OP

OP

CL

CL15 CL30 CL60

FR FR60OP

W

CL FR FR60OP

H2
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IW

CH-SM31
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0.55” 14mm

W

CL  FR  OP

H
IW

1.30” 33mm
1.10” 28mm
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W
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W
H
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W
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0.31” 8mm
0.47” 12mm
0.22” 6mm
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W
H
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0.50” 13mm
0.47” 12mm
0.22” 6mm

OP

OP
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W
H
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2.23” 53mm
0.55” 14mm
0.41” 11mm

W
H
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2.23” 53mm
0.55” 14mm
0.55” 14mm

W
H
IW

2.88” 73mm
1.19” 30mm
0.51” 13mm

W
H
IW

2.42” 62mm
0.55” 14mm
0.81” 21mm

OP

W
H
IW

3.44” 88mm
0.73” 19mm
1.46” 37mm

OP

W
H
IW

0.68” 17mm
3.78” 96mm
0.67” 17mm

OP

W
H
IW

0.68” 17mm
5.27” 134mm
0.67” 17mm

OP

W
H
IW

0.87” 22mm
0.51” 13mm
0.48” 12mm

OP

W
H
IW

1.97” 50mm
1.35” 35mm
0.94” 24mm

OP

W
H
IW

0.84” 21mm
1.03” 26mm
0.48” 12mm

CL  FR  OP

W
H
IW

0.91” 23mm
0.31” 8mm
0.48” 12mm

CL  FR  OP

CL  FR  OP

W
H
IW

0.91” 23mm
0.60” 15mm
0.48” 12mm

FR  OP

W
H
IW

1.20” 31mm
0.40” 10mm
0.79” 20mm

0.93” 24mm
0.43” 11mm
0.79” 20mm

0.82” 21mm
0.82” 21mm
0.48” 12mm

0.67” 17mm
0.79” 20mm
0.40” 10mm

0.67” 17mm

0.53” 13mm
0.34” 9mm

0.48” 12mm

0.67” 17mm

0.88” 22mm
0.60” 15mm

0.48” 12mm

CL CL15 FR FR60 OP AROP SOP

Clear Frosted

Beam angle

Opal

Beam angle Shape Shape

CH-SM-37 CH-SM-38

CH-FL-32 CH-FL-31

Min LED/Ft to achieve full di�usion

Available lens options

Model No.
Application/Feature

Width

Height

Inner Width

3D BEND

RECESSED MUD-IN RECESSED MUD-IN RECESSED MUD-IN RECESSED MUD-IN

RECESSED FLOOR RECESSED FLOOR

COVE

RECESSED MILLWORK &
DRYWALL

RECESSED MILLWORKRECESSED MILLWORK

RECESSED MILLWORK

RECESSED MILLWORKSURFACE MOUNT
PENDANT

SURFACE MOUNT

RECESSED MUD-IN

RECESSED MUD-IN

SURFACE MOUNT

SURFACE MOUNT

SURFACE MOUNT
PENDANT

SURFACE MOUNT

SURFACE MOUNTSURFACE MOUNTSURFACE MOUNT45° SURFACE MOUNT

45° SURFACE MOUNT45° SURFACE MOUNT CLOSET
ROD

SURFACE MOUNT
VERTICAL BEND

0.67” 17mm

0.53” 13mm
0.34” 9mm

0.48” 12mm

CL FR OP

H1 H2

60°

15° 30° 60°

INDIRECTINDIRECT
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H1
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