Fixture Type:

Project:

DL-FLEX2-LNDB

24V FLEXIBLE LINEAR | OUTDOOR NEO SERIES
WHITE STATIC | DUAL-BENDING

JESCO Lighting's new FLEX2 Neo mimics the aesthetics of traditional
neon lighting. Its unique construction, with non-pixelated light
diffusion, enables the product to be freely bent in any direction,
vertically and horizontally. The product is IP65 rated for both indoor
and outdoor applications. Multiple wiring methods are available,
and the tape is field-cuttable for added installation flexibility.

Rated for n
direct sunlight — 50,000  5-YE AR* c@us

1P6
STATIC HOURS*  WRNT* wn-m‘ém ASSYINUSA  LISTED

SPECIFICATIONS PERFORMANCE
INPUT VOLTAGE 24V AC ccT? LUMENS? WATTAGE EFFICACY CRI
WATTAGE & LUMENS See Performance Chart . 1800K 139 Im/ft 4.27 W/t 32.6 Im/W 90+
COLOR TEMPERATURE 1800K to 6000K . 2000K 190 Im/ft 4.27 W/ft 44.4 1m/W 90+
COLOR CONSISTENCY 3 Step MacAdam - 2200K 190 Im/ft 4.27 W/ft 44.4 1m/W 90+
MIN. RUN Free Cut 2400K 202 Im/ft 4.27 W/t 474 1m/W 90+
MAX. RUN 16.40 ft 2700K 228 Im/ft 4.27 W/ft 53.3 Im/W 90+
DIMMING INPUT' 0-10V, MLV, TRIAG, ELV, C-L 3000K 240 Im/ft 4.27 W/t 56.3 Im/W 90+
Tuya RF & Wi-fi Smart Control 3500K 240 ImV/ft 427 Wift 563ImMW 90+
Casambi Ready
4000K 253 Im/ft 4.27 W/t 59.3 Im/W 90+
BEAM ANGLE 120°
5000K 245 Im/ft 4.27 W/t 57.5Im/W 90+
OPERATING TEMPERATURE -4°To 113°F (-20° To 45°C)
6000K 240 Im/ft 4.27 W/t 56.3 Im/W 90+
ENVIRONMENT Indoor/Outdoor - Dry, Damp, Wet

2 some CCTs may have longer lead times. Please consult with factory.

, . . . . . .
Must be paired with compatible JESCO dimmable driver or controller. 0-10V and Phase Adaptive 3 within +/-10% for both CCT and Lumen

dimming require additional components
*TM21 Calculation based on LM80 report

** Low Voltage LED Flexible Linear shall have a limited warranty of up to five (5) years from the original
date of shipment. All LED Flexible Linear products will be deemed defective if there is a failure of OVE RVl EW
10% or more of the LED components. Where a replacement is warranted, custom cut-to-order LED

Flexible Linear will only be replaced as originally ordered.

See published warranty terms for detailed information. ORDERING INFORMATION @
TERMINAL OPTIONS ®
OPTIONAL ACCESSORIES ®
MOUNTING OPTIONS ®
POWER SUPPLIES ®
DIMMING ®
IES FILES 3000k (% 3500k(% 4000k (%
CAUTIONS ®
INSTALLATION [}
VOLTAGE LOSS CALCULATOR 0
CATALOG I
Y 5 Vasringon v 11050 CA &y, croras MFax 855 55 2768 @ Teoh sumport 955 355 6029 (o change ithout notee
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https://www.jescolighting.com/company/limited-warranty/
https://www.jescolighting.com/wp-content/photometrics/dl-flex/neon/DL-FLEX2-LNDB-3090-IES.zip
https://www.jescolighting.com/wp-content/installation/dl-flex2-lndb_install.pdf
https://www.jescolighting.com/wp-content/photometrics/dl-flex/neon/DL-FLEX2-LNDB-3590-IES.zip
https://www.jescolighting.com/wp-content/photometrics/dl-flex/neon/DL-FLEX2-LNDB-4090-IES.zip
https://www.jescolighting.com/wp-content/product_info/JESCO-FLEX2-Volt-Loss-Calculator.xlsm
https://www.jescolighting.com/wp-content/hi-res-catalogs/2025_NEON.pdf

DL-FLEX2-LNDB

24V FLEXIBLE LINEAR | OUTDOOR NEO SERIES

WHITE STATIC | DUAL-BENDING

@ JE>CO
PAGE1 4\

ORDERING INFORMATION

STEP 1 PRODUCT LENGTH*

Series Model CCT/CRI

DL-FLEX2 LNDB

1890 - 1800K 90CRI
2090 - 2000K 90CRI
2290 - 2200K 90CRI
2490 - 2400K 90CRI
2790 - 2700K 90CRI
3090 - 3000K 90CRI
3590 - 3500K 90CRI
4090 - 4000K 90CRI
5090 - 5000K 90CRI
6090 - 6000K 90CRI

STEP 2 HARDWIRE OR PLUG & PLAY TERMINATION

Reel Length
* Max run length 16.40ft actual product length +/- 1"

Specify length in increments of 1"
16FT - Complete 16' 4 %"

DL-FLEX2-LNDB-TS-PC-HW
Tail-Side Connector with Hardwire Leads

T

DL-FLEX2-LNDB-US-PC-HW*
Universal Side Connector with Hardwire Leads

DL-FLEX2-LNDB-US-PC-M*
Universal Side Connector with Plug & Play Leads

OPTIONAL ACCESSORIES

DL-FLEX2-LNDB-PC-HW-F
12" Hardwire Lead with Female Connector

DL-FLEX2-LNDB-TS-PC-M
Tail-Side Connector with Plug & Play Leads

* Must choose a side for assembling the input connector:

T - Top Side

B - Bottom Side

L - Left Side

TOP BOTTOM LEFT RIGHT

R - Right Side

DL-FLEX2-LNDB-EXT24
24" Outdoor Extension Cable with Male and Female Connector

STEP 3 TERMINATION & MOUNTING ACCESSORIES

DL-FLEX2-LNDB-EC
SEALANT
DL-FLEX2-LNDB-BR
DL-FLEX2-LNDB-MC
DL-FLEX2-LNDB-CH3

DL-FLEX2-LNDB-CH-BEND-33

End cap

10 ml silicone tube
Metal Mounting Bracket
Plastic Mounting Clip
39" Aluminum Channel

33 Ft. Bendable Metal Channel

15 Harbor Park Drive CA

N 219 South 6th Ave
Port Washington, NY 11050

C

City of Industry, CA 91746

Main 800 527 7796
Fax 855 265 5768

support@jescolighting.com
Tech support 855 592 0029

Specifications subject
to change without notice

®

© 2026 JESCO LIGHTING GROUP, LLC

2 OF 10 REV. 07/08/2026




DL-FLEX2-LNDB

24V FLEXIBLE LINEAR | OUTDOOR NEO SERIES

WHITE STATIC | DUAL-BENDING

HARDWIRE /@ﬁ PLUG & PLAY
DL-FLEX2-LNDB-TS-PC-HW DL-FLEX2-LNDB-TS-PC-M
Tail-side connector with hardwire leads Tail-side connector with male outdoor
for indoor and outdoor settings. connector for indoor and outdoor
settings.
1" %" Width %" %" Width
. " 132mm| 16 mm @ 6" . 116 mm| 16 mm
Wire @ Va ‘ ‘ 1 | |
mm 18 mm Wl7re|’]"|?‘nA1 I LZ: ________
< 1 346" ‘ I 7"
= | 20'mm WWIHM 16 mm
? L I e
| ’I n \’I/z"\ r 1 7/|| ; 10" ”"l/zll;
250 mm 12 mm 47 rﬁm 250 mm  12mm
DL-FLEX2-LNDB-US-PC-HW DL-FLEX2-LNDB-US-PC-M
Universal side connector with hardwire Universal side connector with male
leads for indoor and outdoor settings. outdoor connector for indoor and
outdoor settings.
1%" %" Width 1 %" 346" Width
:32mm;/-16mm I 32mm VZOmm
[ — ¢ o
3n %"
2(1)/;;m 16 mm
. B 0 46" Wire @ V4" 140 s
Wire @ Va" " 4 V2
7 mm 12mm, _ 18 mm 7mm 12mm__
~ / =
| | ;
| 10n | 10-: [
' 250 mm ' 250 mm ‘
DL-FLEX2-LNDB-EC
End cap for indoor
and outdoor settings.
1%" Wi
2mm  bdY rlr?r;cwh
"
25 mm
SEALANT
Seal the end cap to the neon light after
field shortening.
N 15 Harbor Park Drive CA C 219 South 6th Ave Main 800 527 7796 @ support@jescolighting.com Specifications subject
Port Washington, NY 11050 City of Industry, CA 91746 Fax 855 265 5768 Tech support 855 592 0029 to change without notice
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DL-FLEX2-LNDB

24V FLEXIBLE LINEAR | OUTDOOR NEO SERIES

WHITE STATIC | DUAL-BENDING

OPTIONAL ACCESSORIES

DL-FLEX2-LNDB-PC-HW-F DL-FLEX2-LNDB-EXT24
Hardwire lead with female connector 24" outdoor extension cable with male
for indoor and outdoor settings. and female connector for indoor

and outdoor settings. Max connectable

distance 8FT.

2 %" @ Va" Wire Q%" @ V4" Wire @ Ve
/22 mm 74mm /22 mm 7 mm 18 mm\
B = = [EMm - el
| * ] : : ; |
| | |
119" 11 1%" | ATV " Ty
- 49mm 300 mm " domm 610 mm " m

WIRING SCHEMATICS

Simple 0-10V Dimming

WEe———— ]

DL-FLEX2-LNDB-[TS/US]-PC-M

DL-FLEX2-LNDB-EXT24
Optional Accessory
Max connectable distance 8FT

0-10V 24V
CONTROLLER POWER SUPPLY
DL-FLEX2-LNDB-PC-HW-F
N 15 Harbor Park Drive CA C 219 South 6th Ave Main 800 527 7796 support@jescolighting.com Specifications subject
Port Washington, NY 11050 City of Industry, CA 91746 Fax 855 265 5768 Tech support 855 592 0029 to change without notice
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DL-FLEX2-LNDB

24V FLEXIBLE LINEAR | OUTDOOR NEO SERIES

WHITE STATIC | DUAL-BENDING

MOUNTING ACCESSORIES

DL-FLEX2-LNDB-BR

Metal mounting bracket for

indoor and outdoor settings.

1" Length
) W/ZSmm
3"
10 mm
I I
 0Wm

DL-FLEX2-LNDB-MC

Plastic mounting U clip for

indoor and outdoor settings.

%" Length
/1 5mm

DL-FLEX2-LNDB-CH3

39" Aluminum mounting channel

for indoor and outdoor settings.

38" Length
1000 mm
5/8"
15 mm
N
| 1?/16" |
" 20mm

i

DL-FLEX2-LNDB-CH-BEND-33

33 Ft. Metal bendable aluminum

channel for indoor and outdoor

settings. Note: Low Voltage Neo Tapes

can be recessed in drywall, millwork,

or handrail using the bendable

channel.
33' Length
o 10058 mm
5/8"
15 mm

- -1 |
L e

20 mm

AN

@

219 South 6th Ave
City of Industry, CA 91746

N 15 Harbor Park Drive CA
Port Washington, NY 11050

C

Specifications subject
to change without notice

Main 800 527 7796
Fax 855 265 5768

support@jescolighting.com
Tech support 855 592 0029
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DL-FLEX2-LNDB # JESCO

24V FLEXIBLE LINEAR | OUTDOOR NEO SERIES HIGHTING GROUP

WHITE STATIC | DUAL-BENDING
PAGE1 4\
LED POWER SUPPLIES | 24v DC
Wall plug Desktop Hardwire Hardwire w/ J-Box Hardwire w/ J-Box
): )
E cVyrePUs
et Intertek

Model Rated | Rated Input Safety & IP Rating Input Termination | Dimming Dimensions Q

Power | Current | Voltage Compliance -
DL-PS-WP24/24 24W 1.0 120V AC LPS* Indoor/Dry Wall Plug No** 3Va"Lx1%"Wx1%"H SPEC
DL-PS-24/24 24W 1.0A 120V AC LPS* Indoor/Dry Desktop Plug-in No** 3%"Lx1%"Wx1"H SPEC
DL-PS-30/24-JB-0D-S 30W 1254 12027VAC  ULClassP&2 IP66 Hardwirew/)-Box ~ No** 67" Lx3%"Wx1%"H SPEC
DL-PS-30/24-)B-0D-UNI-DIM 30W 1.25A 120-277V AC UL Class 2 1P66 Hardwire w/ J-Box Phase/0-10V 6%"Lx3%"Wx1%"H SPEC
DL-PS-48/24 48w 2.0A 120V AC LPS* Indoor/Dry  Desktop Plug-in No** 43%"Lx2"Wx1%"H SPEC
DL-PS-40/24-)B-DIM-A 40w 1.67A 120-277V AC ETL Class 2 Indoor/Dry Hardwirew/J-Box  Phase 7"Lx2%"Wx13%"H SPEC
DL-PS-L3DA3W 4w 2.0 120-277VAC  Lutron Indoor/Dry ~ Hardwirew/J-Box ~ Phase/Hi-Lume  434"Lx4"Wx2%"H SPEC
DL-PS-60/24 60W 2.5A 120V AC LPS* Indoor/Dry Desktop Plug-in No** 4%"Lx1%"W x1%"H SPEC
DL-PS-60/24-CL2 60w 25A 120V AC UL Class 2 Indoor/Dry  Desktop Plug-in No** 5%"Lx2%e"Wx1%"H SPEC
DL-PS-60/24-JB-0D-S 60w 25A 120277VAC  ULClassP&2 IP66 Hardwirew/)-Box ~ No** 7%"Lx3%"Wx1%"H SPEC
DL-PS-60/24-)B-DIM-A 60W 2.5A 120-277V AC ETL Class 2 Indoor/Dry Hardwirew/J-Box  Phase 7"Lx23%"Wx13%"H SPEC
DL-PS-60/24-)B-OD-UNI-DIM 60W 2.5A 120-277V AC UL Class 2 IP66 Hardwirew/J-Box ~ Phase/0-10V 7%"Lx3%"W x13%"H SPEC
DL-PS-90/24-CL2 90w 3.8A 120V AC UL Class 2 Indoor/Dry Desktop Plug-in No** 47" Lx2%"W x1%"H SPEC
DL-PS-100/24-CL2 96w 4.0A 120V AC UL Class 2 Indoor/Dry Desktop Plug-in No** T%"Lx2%"W x1%"H SPEC
DL-PS-96/24-HWD 9%6W  4.0A 120-277VAC  ULClassP &2 Indoor/Dry Hardwire No** 9%"Lx1"%6"W x1"H SPEC
DL-PS-96/24-JB-0D-S %W 4.0A 120-277VAC UL ClassP &2 IP66 Hardwirew/}-Box ~ No** 874" Lx3%"Wx1%"H SPEC
DL-PS-96/24-)B-DIM-A 96W 4.0A 100-277V AC ETL Class 2 Indoor/Dry Hardwirew/J-Box  Phase 7"Lx2%"Wx13%"H SPEC
DL-PS-96/24-JB-0D-UNI-DIM 96W  4.0A 100-277VAC UL Class2 IP66 Hardwirew/)-Box  Phase/0-10V  87"Lx3%"W x1%"H SPEC
DL-PS-96/24-)B-0D-UNI-DIM-JA8 96W 4.0A 100-277V AC UL Class 2, JA8 IP66 Hardwire w/ J-Box Phase/0-10V 8%"Lx3%"W x13%"H SPEC
DL-PS-96/24-347V-JB-0D-DIM 96W 4.0A 200-347VAC UL Class 2 IP66 Hardwire w/ J-Box 0-10v 8%"Lx5"Wx13%"H SPEC
DL-PS-L3D03W 96w 4.0A 120-277VAC  Lutron Indoor/Dry ~ Hardwirew/J-Box  Phase/Hi-Lume  10%"Lx5%"Wx1%"H SPEC
DL-PS-96X2/24-JB-0D-UNI-DIM 192W  2x40A  100-277VAC UL Class2 1P66 Hardwire w/ J-Box ~ Phase/0-10V 117" Lx4%"W x13%"H SPEC
DL-PS-96X3/24-)B-0D-UNI-DIM 288W  3x4.0A  100-277VAC  ULClass2 IP66 Hardwire w/}-Box  Phase/0-10V 127%"Lx4%"W x1%"H SPEC
DL-PS-96X4/24-)B-0D-UNI-DIM 384W  4x40A  100-277VAC  ULClass2 IP66 Hardwirew/)-Box ~ Phase/0-10V  1274"Lx5%"W x17%"H SPEC
* Limited Power Source
** Additonal controller required

N 15 Harbor Park Drive CA c 219 South 6th Ave Main 800 527 7796 @ support@jescolighting.com Specifications subject
Port Washington, NY 11050 City of Industry, CA 91746 Fax 855 265 5768 Tech support 855 592 0029 to change without notice
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https://www.jescolighting.com/wp-content/specsheets/DL-PS-WP24-24_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/SS_DLPS-xx24.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-30-24-JB-OD-S_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-30-24-JB-OD-UNI-DIM_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/SS_DLPS-xx24.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-40-24-JB-DIM-A_Specs.pdf
https://www.jescolighting.com/portfolio/dl-ps-lxxxx/
https://www.jescolighting.com/wp-content/specsheets/SS_DLPS-xx24.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-60-24-CL2_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-60-24-JB-OD-S_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-60-24-JB-DIM-A_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-60-24-JB-OD-UNI-DIM_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-90-24-CL2_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/SS_DLPS-xx24.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-96-24-HWD_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-96-24-JB-OD-S_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-96-24-JB-DIM-A_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-96-24-JB-OD-UNI-DIM_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-9624-JB-OD-UNI-DIM-JA8_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-96-24-347V-JB-OD-DIM_Specs.pdf
https://www.jescolighting.com/portfolio/dl-ps-l3dxx/
https://www.jescolighting.com/wp-content/specsheets/DL-PS-96X2-24-JB-OD-UNI-DIM_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-96X3-24-JB-OD-UNI-DIM_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-96X4-24-JB-OD-UNI-DIM_Specs.pdf

DL-FLEX2-LNDB

24V FLEXIBLE LINEAR | OUTDOOR NEO SERIES
WHITE STATIC | DUAL-BENDING

== RED [+]
== BLACK or WHITE [ -]

@ WHITE (N) NEUTRAL

= 24V LIGHT FIXTURE
BLACK (L) LIVE

DL-PS-[30/60/96/96x2/96x3/96x4]/24-)B-OD-UNI-DIM
or DL-PS-96/24-)B-OD-UNI-DIM-JA8

Phase Dimming - with TRIAC or ELV

DL-PS-[40/60/96]/24-|B-DIM-A

BLACK LIVE
©

WHITE NEUTRAL

PURPLE[-]
BLACK OR WHITE [ -]

24V LIGHT FIXTURE._

RED [ +]

== RED [+]

== BLACK or WHITE [ -]

TRIAC

s 24V LIGHT FIXTURE
FORWARD

DL-PS-[30/60/96/96x2/96x3/96x4]/24-)B-OD-UNI-DIM
BLACK LIVE or DL-PS-96/24-)B-OD-UNI-DIM-JA8
DIMMER NEUTRAL

DIMMER OUTPUT LIVE

0-10V Dimming

DL-PS-[40/60/96]/24-|B-DIM-A
Sy
TRIAC/ ELV

FORWARD
PHASE

BLACK LIVE

WHITE NEUTRAL

| BLACK LIVE

PURPLE[-]
DIMMER NEUTRAL

BLACK OR WHITE[ -]

DIMMER OUTPUT LIVE 24V LIGHT FIXTURE :

DL-PS-[30/60/96/96x2/96x3/96x4]/24-|B-OD-UNI-DIM
or DL-PS-96/24-)B-OD-UNI-DIM-JA8

== RED [+]

== BLACK or WHITE [-]

s 24V LIGHT FIXTURE

=== BLACK NEUTRAL

PURPLE [DIM+]
GREY [ DIM-]

FLICKER-FREE CONFIDENCE | WHEN PAIRED WITH DL-PS-96/24-JB-OD-UNI-DIM-JA8

At JESCO, we're committed to delivering high-performance lighting
that supports industry best practices for visual comfort and safety.
Our products are engineered to be flicker-free, meeting the latest
safety guidelines outlined in the IEEE 1789 Recommended Practice
by Lehman and Wilkins.

The chart below illustrates how flicker frequency may impact people:

Green Zone - No Noticeable Effects: Safe and comfortable for everyday use.

Yellow Zone - Low Risk: Most users won't notice, though a small
number of individuals may be slightly sensitive.

IEEE 1789-2015

100% Low Risk NOEL
CA 124 Limit
2 10% -
c Seizure Risk
i)
5
=]
o
[e]
S 1%
0.1%
1 10
Frequency (Hz) STROBOSCOPIC EFFECT
NOEL - No Observable Effect Level
N 15 Harbor Park Drive CA C 219 South 6th Ave Main 800 527 7796 support@jescolighting.com Specifications subject
Port Washington, NY 11050 City of Industry, CA 91746 Fax 855 265 5768 Tech support 855 592 0029 to change without notice
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https://www.energy.gov/sites/default/files/2022-11/ssl-miller-lehman_flicker_lightfair2015.pdf

DL-FLEX2-LNDB @ JESCO

24V FLEXIBLE LINEAR | OUTDOOR NEO SERIES

WHITE STATIC | DUAL-BENDING

IN-LINE SWITCH/SENSORS

In-line Touch Switch In-line Passive Infrared Switch
Model ‘ Rated Power | Input Voltage Description ‘ IP Rating ‘ Dimming ‘ Dimensions [l
DL-PS-SW-WH 96W 12-24V DC In-line Plug & Play capacitive touch switch w/ dimming Indoor/Dry Touchand hold 7" @x %" H SPEC
DL-PS-SW-PIR-BK 96w 12-24VDC In-line Plug & Play PIR motion sensor on/off switch Indoor/Dry ~ Touchandhold  134"Lx1%"Wx3%"H SPEC
DL-PS-SW-PIR-DOOR 96w 12-24VDC In-line Plug & Play PIR door on/off switch Indoor/Dry ~ N/A 13" Lx1%"Wx3%"H SPEC

0-10V DIMMING INTERFACE FOR NON-DIMMABLE POWER SUPPLIES

Interface P&P

Model Output Power @ Input & Output Voltage | Description ‘ IP Rating ‘ Dimensions Di
LC-DIMS5A 120W @ 12V DC / 240W @ 24V DC Built-in 0-10V Plug & Play dimming interface w/ PWM output Indoor/Dry ~ 4VA"Lx17"Wx 1 %"H SPEC
LC-DIM5A-HW 120W @ 12vDC / 240W @ 24V DC 0-10V Hardwire dimming interface. Requires separate 0-10V dimmer switch ~ Indoor/Dry 6 %"Lx3"Wx1%"H SPEC
LC-DIM200-RF-HW 60W @ 12V DC/96W @ 24V DC Basic Handheld Receiver/Remote Dimming Kit Indoor/Dry  4%"Lx2%"Wx13%"H SPEC

RADIO FREQUENCY REMOTE CONTROL | MUST SELECT (1) CONTROL AND (1) RECEIVER

RF Receiver Handheld RF Control Wall Mounted RF Control
Model Description ‘ IP Rating ‘ Dimensions Di
LC-RF-400-TUYA-RCV 5-Channel RF Receiver with TUYA Smart Control for LC-RF-400 series controls Indoor/Dry 5%"Lx17%"Wx%"H
LC-RF-400H-DIM Handheld RF Dimmer Control. Requires a receiver Indoor/Dry  43"Lx2 %4"Wx¥%"H o
LC-RF-402-DIM Wall Mounted Dual RF Dimmer Control. Requires a receiver Indoor/Dry  4%"Lx3"Wx1%6"H
LC-RF-400W-DIM Wall Mounted RF Dimmer Control. Requires a receiver Indoor/Dry  4%"Lx2%6"Wx 1%6"H
WIRING SCHEMATICS
LED DRIVER LC-RF-400-TUYA-RCV
®* uwnc Output
_Static Color Controlled Fixture
INPUT POWER RECEIVER
Power Cpnnector Céble
RF Remote Controller (Hardwire to Hardwire)
May require batteries or
separate power supply.
See specs for details.
N 15 Harbor Park Drive CA c 219 South 6th Ave Main 800 527 7796 support@jescolighting.com Specifications subject
Port Washington, NY 11050 City of Industry, CA 91746 Fax 855 265 5768 Tech support 855 592 0029 to change without notice
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https://www.jescolighting.com/wp-content/specsheets/DL-PS-SW-WH_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-SW-PIR-BK_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/DL-PS-SW-PIR-DOOR_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/LC-DIM5A_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/LC-DIM5A-HW_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/LC-DIM200-RF-HW_Specs.pdf
https://www.jescolighting.com/wp-content/specsheets/LC-RF-400-TUYA-RCV_Specs.pdf

DL-FLEX2-LNDB

24V FLEXIBLE LINEAR | OUTDOOR NEO SERIES

WHITE STATIC | DUAL-BENDING

CASAMBI DIMMING

2 Download on the CASAMBI
( ¢ App Store
ANDROID APP ON
P> Google play o

Compatible devices

iPhone iOS 10 and later are supported
iPad iOS 10 and later are supported
Android 4.4 version (KitKat) and later
are supported

Model ‘ Rated Power ‘ Rated Current ‘ Input Voltage ‘ IP Rating Dimming Dimensions [:l
LC-CBU-PWM4-4 96W 4.0A 24VDC Indoor/Dry IP20 PWM Pulse Width Modulation 27" Lx1%"Wx¥%"H SPEC
WIRING SCHEMATICS
+:common (+) +: common (+)
WHITE 1-4 separate channels 1 channel 1 (-) . WHITE 1: warm (-)
STATIC 2: channel 2 () TUNABLE 2: cool (+)
3: channel 3 (-) 3:notin use
P 4 ) 4:notin use
Q+ iz & 5 @ @+ |5z & ol +@
@ @ |55 é%g 33 (=) Q' |3° %gg 12z @x E§
E R T 5 i e
I ¥ iEg e TW LED strip
EE R NE72
JESCO 24V Power Supply Static White LED strip JESCO 24V Power Supply
B rcs ‘ peommon®) M RgBW eommento
TUNABLE cred () TUNABLE :
2: green (-) 2:green (-)
3: blue (-) - 3: blue (-)
(%) @+ iz 3.0 o+@ 4:notin use %) @+ iz 5,0 of*+@ 4: white (-)
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https://wordpress-253806-5134053.cloudwaysapps.com/wp-content/specsheets/LC-CBU-PWM4-4_Specs.pdf

DL-FLEX2-LNDB

24V FLEXIBLE LINEAR | OUTDOOR NEO SERIES

WHITE STATIC | DUAL-BENDING

CAUTION

Warranty is void if any of the below actions are performed

DO NOT BEND DO NOT TWIST DO NOT FOLD OR DO NOT CUT/
90 DEGREE OVERLAP PUNCTURE LED
STRIP OR

X X X

DO NOT INSTALL DO NOT STEP ON OR | DO NOT COVER OR DO NOT PAINT
INSIDE BUILDING PUT OBJECTSON TOP | |WRAP TAPE OVER OVER ANY PART

STRUCTURE m /i\
@R \\ J’ \
o)
X U

O

)_ 4

DO NOT USE DO NOT USE DO NOT POWER ON | |IDO NOT SUBMERGE

THIRD PARTY ADHESIVE FOR WHEN STRIP LIGHT IS | |OR INSTALL IN AREA

FASTENERS INSTALLATION INAPOOL ORAREEL | |WHERE IT IS LIKELY
TO PUDDLE

X X X

V) V) V)
DIRECT
DO NI(-\)\'I,'CI)II\IDSTALL Q @ SUNLIGHT IP66

Near flammable WET
or corrosive RATED

liquids 4°F  113°F

Environmental, Electrical & Safety Compliance
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