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Notes

30°

The Adjustable Baffles feature an Aim 
indicator for every 10°, from 0° to 30°.

Once the aim is determined, a hex nut 
locks the position in place.

2SDCMDIMMABLE1
30º/ 40º/ 50º/ 60º
BEAM ANGLE2 INDOOR4

WET

DAMP

SELF FLANGED RECESSED TRIMLESS CUT-OUT:
3 ¾" x 3 ¾" 

P22 LED Downlights series is Spec Grade and High-Performance, designed for high-end 
residential, hospitality, retail, and commercial venues. Offered in 3.5" Performance, as well 
as 3.5" Shallow for low plenums, in New Construction and Remodel applications.  Works with 
Round and Square, Trim and Trimless options. Fixtures are built to your exact specifications in 
our NY and CA facilities, and ship complete, ready to install.Adjustable Gimbal

Adjustable Pinhole

Adjustable Snoot

Fixed Downlight

Wall Wash

Adjustable Downlight

BAFFLES
Type Rotation Tilt Environment

Downlight 360° 0° Wet

Adjustable 360° 30° Damp

Wall Wash 360° 0° Wet

Gimbal Adjustable 360° 30° Damp

Snoot Adjustable 360° 30° Damp

Pinhole Adjustable 360° 30° Damp

INSTALLATION

P22-35-NC
NEW CONSTRUCTION

P22-35-IC
IC NEW CONSTRUCTION

P22-35-RM
REMODELING

P22-35-TM
MILLWORK

COLOR TEMPERATURE

2700K2400K2200K2000K

WARM
WHITE 

3000K

NEUTRAL
WHITE 

3500K 4000K

COOL
WHITE 

P22-35P
Square 

Adjustable

P22-35P
Square 

Downlight

P22-35P
Square 

Wall Wash

P22-35P
Square 

Adj. Gimbal

P22-35P
Square 

Adj. Snoot

P22-35P
Square 

Adj. Pinhole

FOR ORDERING INFO: See page 2 FOR PHOTOMETRIC DATA: See page 2

1 �TRIAC & ELV (120V AC) 3%, 0-10V (120V AC - 277V AC) 0.1% dim to off, 
DALI (120V AC - 277V AC) 0.1% dim to off

2 30° Narrow Flood, 40° Flood, 50° Wide Flood, 60° Very Wide
3 0º - No Tilt (when using Downlight or Wall Wash), 30º (when using Adjustable) 
4 �Indoor use only. Wet (when using Downlight or Wall Wash), Damp (when using 

Adjustable, Gimbal Adjustable, Snoot Adjustable, Pinhole Adjustable)
5 See published warranty terms for detailed information

SPECIFICATIONS
POWER 24W 28W

LUMENS 2000Lm 2300Lm

EFFICACY 83 Lm/W 82 Lm/W

CCT 2000K, 2200K, 2400K, 2700K, 3000K, 3500K, 4000K

CRI 90+

CONSISTENCY 2-Step MacAdam

DIMMING1 TRIAC and ELV (120V AC)

0-10V, DALI,  and eldoLED (120-277V AC)

BEAM ANGLE² 30º, 40º, 50º, 60º

DIMENSIONS Refer to pages 4, 6, 7

CUT-OUT 3 3/4" × 3 3/4" 

ROTATION 360º

TILT³ 0º / 30º

ENVIRONMENT4 Indoor - Dry, Damp, Wet

OPERATING TEMP -4˚F ~ 104˚F ambient without EM

32˚F ~ 104˚F ambient with EM

CERTIFICATIONS cETLus Listed, JA8 Title24 Compliant

LM MAINTENANCE 50,000 hours

WARRANTY5 5 years

Millwork

Trimmed

Millwork Collar

Trimless

https://www.jescolighting.com/company/limited-warranty/
https://www.jescolighting.com/wp-content/photometrics/downlights/p22/P22-35P-SA.zip
https://www.jescolighting.com/wp-content/photometrics/downlights/p22/P22-35P-SD.zip
https://www.jescolighting.com/wp-content/photometrics/downlights/p22/P22-35P-SW.zip
https://www.jescolighting.com/wp-content/installation/P22-NC_Install.pdf
https://www.jescolighting.com/wp-content/installation/P22-IC_Install.pdf
https://www.jescolighting.com/wp-content/installation/P22-RM_Install.pdf
https://www.jescolighting.com/wp-content/installation/P22-Millwork_Install.pdf
https://www.jescolighting.com/wp-content/photometrics/downlights/p22/P22-35P-SG.zip
https://www.jescolighting.com/wp-content/photometrics/downlights/p22/P22-35P-SS.zip
https://www.jescolighting.com/wp-content/photometrics/downlights/p22/P22-35P-SP.zip
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PERFORMANCE DATA 1-LIGHT (Based on 3000K 90CRI Flood optic)
Luminaire Wattage Delivered Lumens Lumens/Watt Emergency Power Emergency Driver

24W 2000 Lm 83 8W / 720 Lm 0-10V, CASAMBI
28W 2300 Lm 82 8W / 720 Lm 0-10V, CASAMBI

TECHNICAL PARAMETERS
Dimming Protocol Dimming Range Input Voltage Power Factor THD

TRIAC & ELV 3%-100% 120V AC 0.92 <20%
0-10V 0.1%-100% dim to off 120V AC - 277V AC 0.98 <12%
DALI 0.1%-100% dim to off 120V AC - 277V AC 0.98 <10%

CASAMBI (0-10V)¹ 0.1%-100% dim to off 120V AC - 277V AC 0.98 <12%

¹ Consult factory for Casambi network design

PHOTOMETRIC DATA

ORDERING INFO

1 Refer to EM-LIN specs.
4 Specify RAL #, consult factory.

2. SELECT ENGINE
CCT / CRI

2090 - 2000K / 90 CRI
2290 - 2200K / 90 CRI
2490 - 2400K / 90 CRI
2790 - 2700K / 90 CRI
3090 - 3000K / 90 CRI
3590 - 3500K / 90 CRI
4090 - 4000K / 90 CRI

BEAM TRIM FINISH

NF - 30°
FL - 40°
WF - 50°
VW - 60°

VW - 60°

TB - Black
TW - White
TC - Custom2

TL - Trimless
TM - Millwork

SERIES

– – –
LENS

LC - Clear
LL - Linear
LH - Hexcell
LS - Softening
LP - Prismatic

LC - Clear

– –
BAFFLE FINISH

BB - Matte Black
BW - Matte White
BS - Matte Silver
BC - Custom2

–
BAFFLE

SD - Square Downlight
SA - Square Downlight Adjustable

SW - Square Wall Wash

NF - 30°
FL - 40°
WF - 50°
VW - 60°

LC - Clear
LL - Linear
LH - Hexcell
LS - Softening
LP - Prismatic

TB - Black
TW - White
TC - Custom2

TL - Trimless

TB - Black
TW - White
TC - Custom3 

TLB - Trimless Black
TLW - Trimless White
TLC - Trimless Custom2

TMB - Millwork Black
TMW - Millwork White
TMC - Millwork Custom2

BB - Matte Black
BW - Matte White
BS - Matte Silver
BC - Custom2

BB - Matte Black

SG - �Square Gimbal Adjustable
SS - Square Snoot Adjustable

SP - �Square Pinhole Adjustable

P22-35P

P22-35P

TYPE

IC - New Construction IC

NC - New Construction 
RM - Remodel

DIMMING

TRI	 - TRIAC, ELV
010	 - 0-10V
DAL	- DALI
CAS	- CASAMBI

SERIES

– –
POWER

0600 - 24W

0600 - 24W
0700 - 28W

–
OPTION

EM - �Emergency Battery Pack1 

(avalable only with 0-10V and CASAMBI dimming)
          - Leave blank for none

–

1. SELECT HOUSING & DRIVER

https://www.jescolighting.com/portfolio/em-lin/
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P22 HOUSINGS

PART NUMBER P22-25-NC 3.5" New Construction Mounting Plate

DIMMING TRI - TRIAC, ELV (120V AC Input)

010 - 0-10V (120-277V AC Input)

DAL - DALI (120-277V AC Input)

CAS - CASAMBI (0-10V, 120-277V AC Input)

PART NUMBER P22-25-IC 3.5" New IC Construction Housing

DIMMING TRI - TRIAC, ELV (120V AC Input)

010 - 0-10V (120-277V AC Input)

DAL - DALI (120-277V AC Input)

CAS - CASAMBI (0-10V, 120-277V AC Input)

PART NUMBER P22-1-RM2 Low Wattage Remodeling

DIMMING TRI - TRIAC, ELV (120V AC Input)

010 - 0-10V (120-277V AC Input)

DAL - DALI (120-277V AC Input)

CAS - CASAMBI (0-10V, 120-277V AC Input)



3.5" PERFORMANCE LED ENGINE/TRIMMING 
RECESSED DOWNLIGHTS

P22-35P • SQUARE

 
 NY CA15 Harbor Park Drive

Port Washington, NY 11050

© 2025 JESCO LIGHTING GROUP, LLC
OF

Specifications subject to change without notice REV. 09/16/2025

800 527 7796
855 265 5768

800 527 7796
855 265 5768

support@jescolighting.com
Tech Support   855 592 0029

219 South 6th Ave
City of Industry, CA 91746

184

Main
Fax

Main
Fax

Project

Fixture Type

Notes

DIMENSIONS FOR NEW CONSTRUCTION • P22-35P-NC

6"6"

10 ¼" 8 ½"

12 ⅛"
15 ¼"

13 5⁄8"

24 ½"

NEW CONSTRUCTION

Ceiling cut out: 4" × 4"

NEW CONSTRUCTION with EMERGENCY BATTERY PACK

5"
2 ¾"

3 ½"⅛" mix
1" max

2 5⁄8"

6"

10 ¼"

6"

8 ½"

12 ⅛"

15 ¼"

13"

13 5⁄8"

24 ½"

NEW CONSTRUCTION NEW CONSTRUCTION
WITH EMERGENCY BATTERY PACK

4 ¼"

⅛" mix

1" max

2 5⁄8"

NEW CONSTRUCTION WALL WASH

4 ½" × 4 ½" TRIM 3 ½" × 3 ½" TRIMLESS

4 ¼"

⅛" mix

1" max

2 5⁄8"

NEW CONSTRUCTION WALL WASH

4 ½" × 4 ½" TRIM 3 ½" × 3 ½" TRIMLESS

4 ¼"

⅛" mix

1" max

2 5⁄8"

NEW CONSTRUCTION WALL WASH

4 ½" × 4 ½" TRIM 3 ½" × 3 ½" TRIMLESS

NEW CONSTRUCTION WALL WASH

3 ½"⅛" mix

1" max

2 5⁄8"
5"

NEW CONSTRUCTION DOWNLIGHT

4 ½" x 4 ½"

TRIM TRIMLESS

3 ½" x 3 ½"

⅛" mix

1" max

2 5⁄8"
5 ⅜"

3 ½"
30º

NEW CONSTRUCTION ADJUSTABLE

4 ½" × 4 ½" TRIM

3 ½" × 3 ½" TRIMLESS

NEW CONSTRUCTION DOWNLIGHT

⅛" mix

1" max

2 5⁄8"
5 ⅜"

3 ½"
30º

NEW CONSTRUCTION ADJUSTABLE

4 ½" × 4 ½" TRIM

3 ½" × 3 ½" TRIMLESS

⅛" mix

1" max

2 5⁄8"
5 ⅜"

3 ½"
30º

NEW CONSTRUCTION ADJUSTABLE

4 ½" × 4 ½" TRIM

3 ½" × 3 ½" TRIMLESS

NEW CONSTRUCTION ADJUSTABLE

⅛" mix

1" max

2 5⁄8"
5 ⅜"

3 ½"
30º

NEW CONSTRUCTION ADJUSTABLE

4 ½" × 4 ½" TRIM

3 ½" × 3 ½" TRIMLESS

⅛" mix

1" max

2 5⁄8"
5 ⅜"

3 ½"
30º

NEW CONSTRUCTION ADJUSTABLE

4 ½" × 4 ½" TRIM

3 ½" × 3 ½" TRIMLESS
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2 5⁄8"

3 ½"

4 ¾"

30°⅛" min ~ 1" max

NEW CONSTRUCTION GIMBAL ADJUSTABLE

2 9⁄16"

1⁄16" min ~1” max
3 9⁄16"

30°

3 11⁄16"

4 ½" × 4 ½" 3 ½" × 3 ½"

TRIM TRIMLESS

2 5⁄8"

⅛" min ~ 1" max

3 ½"

30°

4 ¾"

NEW CONSTRUCTION SNOOT ADJUSTABLE

2 9⁄16"

1⁄16" min ~1” max
3 9⁄16"

30°

3 11⁄16"

TRIM

4 ½" × 4 ½" 3 ½" × 3 ½"

TRIMLESS

30°

3 9⁄16"

5 1⁄16"

2 9⁄16"

1⁄16" min ~1” max

4 ¼"Ø TRIM

NEW CONSTRUCTION PINHOLE ADUSTABLE

2 9⁄16"

1⁄16" min ~1" max 30°

3 9⁄16"

4 1⁄16"

4 ½" × 4 ½" 3 ½" × 3 ½"

TRIM TRIMLESS
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DIMENSIONS FOR NEW CONSTRUCTION IC • P22-35P-IC

Ceiling cut out: 4" × 4" 

NEW CONSTRUCTION IC

11 ⅜"

16 ⅞"

13 ¾"

11 ¼"

6 ⅞"

13 ⅝"

13 5⁄8"
 min

24 ½"
 max

7 ½"

15 ¼"

3 ¼"

NEW CONSTRUCTION IC with EMERGENCY
BATTERY PACK

12 ¾"

11 ⅜"
13 ¾"

11 ¼"

6 ⅞"

13"

2"

13 5⁄8"
 min

24 ½"
 max

7 ½"

15 ¼"

3 ¼"

13 ⅝"

16 ⅞"

NEW CONSTRUCTION NEW CONSTRUCTION IC
WITH EMERGENCY BATTERY PACK
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DIMENSIONS FOR REMODELING • P22-35P-RM

REMODEL

10 ¼"

2 ⅝"

Ceiling cut out: 4" × 4" 

6 ⅞"

4 "

REMODEL with EMERGENCY BATTERY PACK

10 ¼"

13"

2 ⅝"

2 "

6 ⅞"

4 "

REMODEL REMODEL WITH EMERGENCY BATTERY PACK

4 ¼"
1 ½"

REMODEL WALL WASH

⅛" mix
1" max

4 ½" × 4 ½"

TRIM TRIMLESS

3 ½" × 3 ½"

REMODEL WALL WASH

⅛" mix
1" max

1 ½"

3 ½"

5 ⅜ "

REMODEL ADJUSTABLE

30°

4 ½" × 4 ½"

TRIM TRIMLESS

3 ½" × 3 ½"

REMODEL ADJUSTABLE

⅛" mix
1" max

1 ½"

3 ½"

5 "

REMODEL DOWNLIGHT

4 ½" × 4 ½"

TRIM TRIMLESS

3 ½" × 3 ½"

REMODEL DOWNLIGHT
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4 11⁄16 "

4 ½" Ø
3 ½"

30°

1 ½"

1 1⁄16" min ~1" max

REMODEL SNOOT ADJUSTABLE

30°

3 ½"

5 1⁄16 "

1 ½"

1 1⁄16" min ~1" max

4 ½" Ø

REMODEL PINHOLE ADJUSTABLE

1 7⁄16"

1⁄16" min ~1” max 30°

3 9⁄16"

4 1⁄16"

4 ½" × 4 ½"

TRIM TRIMLESS

3 ½" × 3 ½"

4 11⁄16 "

3 ½"

30°

4 ½" Ø

1 ½"

1 1⁄16" min ~1" max

4 ½" × 4 ½"

TRIM TRIMLESS

3 ½" × 3 ½"

REMODEL GIMBAL ADJUSTABLE

4 ½" × 4 ½"

TRIM TRIMLESS

3 ½" × 3 ½"

DIMENSIONS FOR MILLWORK
5 1/4" × 5 1/4"

3 5/8" × 3 5/8"

1/2" Min 
1 1/2" Max 1/4"
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OPTICS INFORMATION
Beam spread

Wall Wash Downlight Adjustable

The DOWNLIGHT features a deep baffle design with a

30° cut-off, coupled with a special TIRR lens to reduce 

glare and provide visual comfort with an even distribution 

of quality white light.

The ADJUSTABLE
DOWNLIGHT features a 30° 

Tilt with an Aim Indicator 

that locks in place to ensure 

proper direction of lighting 

at the desired surface.

An additional light shield

eliminates any light leaks.

The WALL WASH provides 

even illumination on the target wall without shadows.

30°

LENS SELECT FROM 5 OPTIONS

LC - Clear LP - Prismatic LL - Linear LH - HexcellLS - Softening

to reduce any harsh spots for proper light diffusion for beam elongating
and diffusion

for glare reduction
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APPLICATION DATA
Square Downlight (24W 3000K)

0

5

15

25

35

45

DEGREES	 CANDELA

6477

6162

3011

909

178

47

Candelas at Nadir

0

5

15

25

35

45

DEGREES	 CANDELA

5080

4952

3742

1365

194

38

0

5

15

25

35

45

DEGREES	 CANDELA

3517

3474

3026

1673

295

57

0

5

15

25

35

45

DEGREES	 CANDELA

2469

2466

2338

1739

604

100

0° Aiming Angle Horizontal Footcandles

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

259

115

65

41

2.7

4.0

5.4

6.7

2.7

4.0

5.4

6.7

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

203

90

51

33

3.7

5.5

7.3

9.1

3.7

5.5

7.3

9.1

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

141

63

35

23

4.7

7.0

9.3

11.7

4.7

7.0

9.3

11.7

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

99

44

25

16

5.7

8.6

11.5

14.3

5.7

8.6

11.5

14.3

NF - 30° Narrow Flood
2204 Lm

60° Field Angle

FL - 40° Flood
2307 Lm

60° Field Angle

WF - 50° Wide Flood
2304 Lm

70° Field Angle

VW - 60° Very Wide Flood
2254 Lm

80° Field Angle

D

W

L

FO

Notes and Definitions
Beam spread is to 50% center beam candlepower (CBCP).

D = Distance to floor or wall.

FC = Footcandles on floor or wall at center beam aiming location.

L = Effective Visual Beam length in feet (50% of maximum footcandle level).

W = Effective Visual Beam width in feet (50% of maximum footcandle level).

Multiplying Factors
WATTAGE 24W 28W

FACTOR 0.86 1.00

CCT 2000K 2200K 2400K 2700K 3000K 3500K 4000K

FACTOR 0.74 0.80 0.86 0.96 1.00 1.04 1.06

LENS Clear Linear Hexcell Softening Prismatic

FACTOR 1.00 0.78 0.67 0.77 0.97
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FL - 40° Flood
2234 Lm

60° Field Angle

WF - 50° Wide Flood
2251 Lm

70° Field Angle

VW - 60° Very Wide Flood
2218 Lm

80° Field Angle

0

5

15

25

35

45

DEGREES	 CANDELA

6432

6102

2945

927

206

39

Candelas at Nadir

0

5

15

25

35

45

DEGREES	 CANDELA

5015

4875

3676

1348

227

36

0

5

15

25

35

45

DEGREES	 CANDELA

3477

3437

3030

1812

373

69

0

5

15

25

35

45

DEGREES	 CANDELA

2844

2482

2378

1760

581

92

0° Aiming Angle Horizontal Footcandles

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

258

115

64

41

2.6

4.0

5.3

6.6

2.6

4.0

5.3

6.6

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

201

89

50

32

3.6

5.4

7.2

9.0

3.6

5.4

7.2

9.0

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

139

62

35

22

4.6

6.9

9.3

11.6

4.6

6.9

9.3

11.6

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

100

44

25

16

5.6

8.5

11.3

14.1

5.6

8.5

11.3

14.1

NF - 30° Narrow Flood
2114 Lm

60° Field Angle

APPLICATION DATA
Square Adjustable (24W 3000K)

Multiplying Factors
WATTAGE 24W 28W

FACTOR 0.86 1.00

CCT 2000K 2200K 2400K 2700K 3000K 3500K 4000K

FACTOR 0.74 0.80 0.86 0.96 1.00 1.04 1.06

LENS Clear Linear Hexcell Softening Prismatic

FACTOR 1.00 0.78 0.67 0.77 0.97

D

W

L

FO

Notes and Definitions
Beam spread is to 50% center beam candlepower (CBCP).

D = Distance to floor or wall.

FC = Footcandles on floor or wall at center beam aiming location.

L = Effective Visual Beam length in feet (50% of maximum footcandle level).

W = Effective Visual Beam width in feet (50% of maximum footcandle level).
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Project

Fixture Type

Notes

APPLICATION DATA
Square Wall Wash (28W 3000K 1502 Lm)

Footcandles on Wall Single Unit Multiple Units

W
a

ll

3’

W
a

ll

4’

W
a

ll

2’

W
a

ll

3’

W
a

ll

4’

W
a

ll

2’

W
a

ll

3’

W
a

ll

4’

W
a

ll

2’

0.5' 1' 1.5' 2' 2.5' 3'

D
is

ta
nc

e
 fr

o
m

 C
e

ili
ng

0.5' 28 26 21 12 7 4

1.5' 35 30 23 15 10 7

2.5' 29 25 18 13 9 6

3.5' 25 21 16 12 8 6

4.5' 19 17 14 10 8 5

5.5' 13 12 11 9 7 5

6.5' 10 9 9 7 6 5

7.5' 8 8 7 7 6 5

0.5' 1' 1.5' 2' 2.5' 3'

D
is

ta
nc

e
 fr

o
m

 C
e

ili
ng

0.5' 5 8 8 8 6 4

1.5' 17 16 14 12 9 7

2.5' 16 15 13 11 8 7

3.5' 14 13 11 9 7 6

4.5' 13 12 11 9 7 6

5.5' 12 11 10 8 7 5

6.5' 10 10 9 8 6 5

7.5' 9 8 8 7 6 5

0.5' 1' 1.5' 2' 2.5' 3'

D
is

ta
nc

e
 fr

o
m

 C
e

ili
ng

0.5' 2 3 4 4 4 3

1.5' 9 9 8 8 7 6

2.5' 10 10 9 8 7 6

3.5' 9 9 8 7 6 5

4.5' 9 9 8 7 6 5

5.5' 8 8 7 7 6 5

6.5' 8 8 7 6 6 5

7.5' 8 7 7 6 6 5

← 2' →
49 55 49

67 67 67

58 57 58

51 52 51

44 44 43

36 36 35

31 31 30

28 27 27

← 4' →
32 20 32

41 28 41

36 25 36

31 23 31

25 21 25

20 19 20

17 17 17

15 15 15

← 6' →
29 7 29

37 12 37

32 12 32

27 11 27

21 11 21

16 11 16

13 10 13

11 10 11

← 2' →
23 24 23

46 46 46

44 44 44

40 40 40

37 37 37

35 35 35

33 33 32

30 30 30

← 4' →
10 15 10

24 24 24

24 23 24

23 21 23

21 20 21

20 19 20

18 18 18

17 17 17

← 6' →
7 7 7

20 13 20

19 13 19

18 12 18

16 12 16

15 11 15

14 11 14

12 11 12

← 2' →
15 15 15

31 31 31

35 35 34

32 32 32

30 30 30

29 29 29

28 28 28

28 28 27

← 4' →
7 10 7

16 18 16

19 19 19

18 18 18

17 17 17

17 17 17

16 16 16

16 16 16

← 6' →
4 6 4

12 11 12

14 12 14

13 12 13

13 11 13

12 11 12

12 11 12

11 11 11

Footcandles are average and rounded off. Data for multiple units are based on a minimum of six units.

Multiplying Factors
WATTAGE 24W 28W

FACTOR 0.86 1.00

CCT 2000K 2200K 2400K 2700K 3000K 3500K 4000K

FACTOR 0.74 0.80 0.86 0.96 1.00 1.04 1.06
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Fixture Type

Notes

NF - 30° Narrow Flood
2094 Lm

60° Field Angle

FL - 40° Flood
2247 Lm

60° Field Angle

WF - 50° Wide Flood
2267 Lm

70° Field Angle

VW - 60° Very Wide Flood
2263 Lm

80° Field Angle

0
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35

45

DEGREES	 CANDELA

5981

5750

3143

978

313

119

Candelas at Nadir

0
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35

45

DEGREES	 CANDELA

5007

4869

3542

1097

217

71

0
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DEGREES	 CANDELA

3573

3496

2993

1669

352

94

0
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DEGREES	 CANDELA

2474

2471

2308

1680

583

133

0° Aiming Angle Horizontal Footcandles

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

239

106

60

38

2.6

3.9

5.2

6.6

2.6

3.9

5.2

6.6

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

200

89

50

32

3.6

5.4

7.2

9.0

3.6

5.4

7.2

9.0

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

143

64

36

23

4.6

7.0

9.3

11.6

4.6

7.0

9.3

11.6

5.0'

7.5'

10.0'

12.5'

D	 FC	 L	 W 

99

44

25

16

5.6

8.4

11.2

14.0

5.6

8.4

11.2

14.0

APPLICATION DATA
Square Gimbal Adjustable (28W 3000K)
Multiplying Factors

WATTAGE 24W 28W

FACTOR 0.86 1.00

CCT 2000K 2200K 2400K 2700K 3000K 3500K 4000K

FACTOR 0.74 0.80 0.86 0.96 1.00 1.04 1.06

LENS Clear Linear Hexcell Softening Prismatic

FACTOR 1.00 0.78 0.67 0.77 0.97

D

W

L

FO

Notes and Definitions
Beam spread is to 50% center beam candlepower (CBCP).

D = Distance to floor or wall.

FC = Footcandles on floor or wall at center beam aiming location.

L = Effective Visual Beam length in feet (50% of maximum footcandle level).

W = Effective Visual Beam width in feet (50% of maximum footcandle level).
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Project

Fixture Type

Notes

NF - 30° Narrow Flood
1527 Lm

60° Field Angle

FL - 40° Flood
1953 Lm

60° Field Angle

WF - 50° Wide Flood
2042 Lm

70° Field Angle

VW - 60° Very Wide Flood
2006 Lm

80° Field Angle
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5504

2417
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0° Aiming Angle Horizontal Footcandles
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APPLICATION DATA
Square Snoot Adjustable (28W 3000K)
Multiplying Factors

WATTAGE 24W 28W

FACTOR 0.86 1.00

CCT 2000K 2200K 2400K 2700K 3000K 3500K 4000K

FACTOR 0.74 0.80 0.86 0.96 1.00 1.04 1.06

LENS Clear Linear Hexcell Softening Prismatic

FACTOR 1.00 0.78 0.67 0.77 0.97

D

W

L

FO

Notes and Definitions
Beam spread is to 50% center beam candlepower (CBCP).

D = Distance to floor or wall.

FC = Footcandles on floor or wall at center beam aiming location.

L = Effective Visual Beam length in feet (50% of maximum footcandle level).

W = Effective Visual Beam width in feet (50% of maximum footcandle level).
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Project

Fixture Type

Notes

NF - 30° Narrow Flood
1377 Lm

45° Field Angle

FL - 40° Flood
1733 Lm

60° Field Angle

WF - 45° Wide Flood
1735 Lm

60° Field Angle

VW - 50° Very Wide Flood
1712 Lm

70° Field Angle
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0° Aiming Angle Horizontal Footcandles
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4.0

6.0
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11.6
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APPLICATION DATA
Square Pinhole Adjustable (28W 3000K)
Multiplying Factors

WATTAGE 24W 28W

FACTOR 0.86 1.00

CCT 2000K 2200K 2400K 2700K 3000K 3500K 4000K

FACTOR 0.74 0.80 0.86 0.96 1.00 1.04 1.06

LENS Clear Linear Hexcell Softening Prismatic

FACTOR 1.00 0.78 0.67 0.77 0.97

D

W

L

FO

Notes and Definitions
Beam spread is to 50% center beam candlepower (CBCP).

D = Distance to floor or wall.

FC = Footcandles on floor or wall at center beam aiming location.

L = Effective Visual Beam length in feet (50% of maximum footcandle level).

W = Effective Visual Beam width in feet (50% of maximum footcandle level).
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Project

Fixture Type

Notes

WIRING DIAGRAM

TRIAC / Forward Phase / Leading Edge Dimming (TRI)

Input 120VAC 50/60Hz 
Range 3%-100% V-

V+

White

Driver
BlackTRIAC

Dimming
Control

Line

Neutral

Line

Neutral

Red

Black

Neutral

V-

V+

White

Driver
BlackELV

Dimming
Control

Line

Neutral

Line Red

Black

ELV / Reverse Phase / Trailing Edge Dimming (TRI)

Input 120VAC 50/60Hz 
Range 3%-100%

Neutral

Line

DIM-

DIM+

White

Driver
Black

0-10V
Dimming
Control

Line

Neutral

Purple

Pink

V-

V+ Red

Black

Pink

Purple

0-10V Dimming (010)

Input 120VAC-277VAC 50/60Hz 
Range 0.1%-100% dim to off

NOTE 
Cap off unused wires individually. 
DO NOT cap together.

Neutral

Line

White

Driver
Black Line

Neutral

V-

V+ Red

Black

Purple

Pink
DA2

DA1DALI
Dimming
Control

DALI Dimming (DAL)

Input 120VAC-277VAC 50/60Hz 
Range 0.1%-100% dim to off

NOTE 
Cap off unused wires individually. 
DO NOT cap together.

JESCO recommends testing your unique dimming configuration as the exact full configuration (Dimmer, Fixture Quantity, Voltage, etc) may affect dimming performance.
Diagrams are examples of typical installations. Refer to specific dimmer manufacturer’s documentations for details.

Input 120VAC-277VAC 50/60Hz 
Range 0.1%-100% dim to off

NOTE 
Cap off unused wires individually. 
DO NOT cap together.

Neutral

Line

DIM-

DIM+
White

Driver
Black

Casambi
Wiring Diagram

Casambi
(0-10V)

Line

Neutral

Purple

Pink

V-

V+ Red

Black

Pink
Purple

Casambi Dimming (CAS)
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Notes

EMERGENCY BATTERY PACK WIRING DIAGRAM

JESCO recommends testing your unique dimming configuration as the exact full configuration (Dimmer, Fixture Quantity, Voltage, etc) may affect dimming performance.
Diagrams are examples of typical installations. Refer to specific dimmer manufacturer’s documentations for details.

Input 120VAC 50/60Hz 
Range 3%-100%

NOTE: 
Cap off unused wires individually. 
DO NOT cap together.

EMERGENCY BATTERY ACCESS 
Above ceiling access is required for service. An access 
panel in the ceiling (or other form of access) adjacent to the 
installation location of the Emergency Battery is required.

White (Sensor)

Black (DC12V-)

Red (DC12V+)
Yellow/Green

White (AC-N)

Neutral

Line

White

Driver
Black

8W or 10W TRIAC / Forward Phase / Leading Edge Dimming or Non-Dimming Wiring Diagram

CAP
OFF

Line

Neutral V-

V+ Red

Black

Emergency
Battery
Pack

Dimmer
or

Wall
Switch

Black (AC-L)

Blue (Switch)

Brown (Driver-N)

Purple (Driver-L)

Ground

Test
Plate

Black

DC 12V
Sensor

(Optional)

Purple (DIM+)

Pink (DIM-)

Yellow (Driver DIM-)
Green (Driver DIM+)

TRIAC / Forward Phase / Leading Edge Dimming or No Dimming for 8W/10W (TRI)

Input 120VAC 50/60Hz 
Range 3%-100%

NOTE: 
Cap off unused wires individually. 
DO NOT cap together.

EMERGENCY BATTERY ACCESS 
Above ceiling access is required for service. An access 
panel in the ceiling (or other form of access) adjacent to the 
installation location of the Emergency Battery is required.

White (Sensor)

Black (DC12V-)

Red (DC12V+)
Yellow/Green

White (AC-N)

Neutral

Line

White

Driver
Black

8W or 10W ELV / Reverse Phase / Trailing Edge Dimming Wiring Diagram

CAP
OFF

Line

Neutral V-

V+ Red

Black

Emergency
Battery
Pack

ELV
Dimmer

Black (AC-L)

Blue (Switch)

Brown (Driver-N)

Purple (Driver-L)

Ground

Test
Plate

Black

DC 12V
Sensor

(Optional)

Purple (DIM+)

Pink (DIM-)

Yellow (Driver DIM-)
Green (Driver DIM+)

ELV / Reverse Phase / Trailing Edge Dimming for 8W/10W (TRI)
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Fixture Type

Notes

EMERGENCY BATTERY PACK WIRING DIAGRAM

JESCO recommends testing your unique dimming configuration as the exact full configuration (Dimmer, Fixture Quantity, Voltage, etc) may affect dimming performance.
Diagrams are examples of typical installations. Refer to specific dimmer manufacturer’s documentations for details.

Input 120VAC-277VAC 50/60Hz

NOTE 
Cap off unused wires individually. 
DO NOT cap together.

EMERGENCY BATTERY ACCESS 
Above ceiling access is required for service. An access 
panel in the ceiling (or other form of access) adjacent to the 
installation location of the Emergency Battery is required.

White (Sensor)

Black (DC12V-)

Red (DC12V+)
Yellow/Green

White (AC-N)

Neutral

Line

DIM-

DIM+
White

Driver
Black

EM Non-Dimming Wiring Diagram

CAP
OFF

Line

Neutral

Purple

Pink

V-

V+ Red

Black

Emergency
Battery
Pack

Wall
Switch

Black (AC-L)

Blue (Switch)

Brown (Driver-N)

Purple (Driver-L)

Ground

Test
Plate

Black

DC 12V
Sensor

(Optional)

Purple (DIM+)

Pink (DIM-)

Yellow (Driver DIM-)
Green (Driver DIM+)

No Dimming for 14W/20W (010)

Input 120VAC-277VAC 50/60Hz 
Range 0.1%-100% dim to off

NOTE 
Cap off unused wires individually. 
DO NOT cap together. 
Wall Switch and 0-10V dimmer may be one unit or two 
separate units.

EMERGENCY BATTERY ACCESS 
Above ceiling access is required for service. An access 
panel in the ceiling (or other form of access) adjacent to the 
installation location of the Emergency Battery is required.

White (Sensor)

Black (DC12V-)

Red (DC12V+)
Yellow/Green

White (AC-N)

Neutral

Line

DIM-

DIM+
White

Driver
Black

EM Dimming Wiring Diagram

0-10V
Dimming
Control

Line

Neutral

Purple

Pink

V-

V+ Red

Black

Emergency
Battery
Pack

Wall
Switch

Black (AC-L)

Blue (Switch)

Brown (Driver-N)

Purple (Driver-L)

Ground

Test
Plate

Black

DC 12V
Sensor

(Optional)

Purple (DIM+)

Pink (DIM-)

Yellow (Driver DIM-)
Green (Driver DIM+)

0-10V Dimming (010)
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