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PUCK LIGHTS
PK SERIES
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PUCK LIGHTS

PK921 Adjustable

PK923 Fixed

1 Specify RAL #, consult factory.
Lumen data based on 4000K
Specifications subject to change without notice. See spec sheet or jescolighting.com for more details.

TO ORDER
MODEL	 POWER	 BEAM	 CCT	 FINISH	 OPTIONAL LENS

PK811 -- - - -

NF	 - 20°
FL	 - 30°
WF	- 40°
VW	- 60°

3W - 3.5W
6W - 6.6W

2790 - �2700K 90CRI
3090 - �3000K 90CRI
3590 - �3500K 90CRI
4090 - �4000K 90CRI

BK – Black
SV – Silver
WH – White
CT1 – Custom

	 – None
LH	– Hexcell
LL	 – Linear
LS	– Softening

PK921 - Adjustable
PK923 - Fixed

MODEL	 POWER	 BEAM	 CCT	 FINISH

-- - -

NF	 - 20°
FL	 - 30°
WF	- 40°
VW	- 60°

2W - 2.4W
4W - 4.2W

2790 - �2700K 90CRI
3090 - �3000K 90CRI
3590 - �3500K 90CRI
4090 - �4000K 90CRI

BK – Black
SV – Silver
WH – White
CT1 – Custom

27K 30K 35K 40K

Dimensions Ø3" × 1 1/2" H

Cut-Out 2 5/8"

In-line Connections 8 Max (3W) 
5 Max (6W)

360°2
SDCM DRY90+

CRI 20°

PK811-3W
3W ADJUSTABLE PUCK LIGHT

3.5W 330
Lm

94
Lm/W

PK811-6W
6W ADJUSTABLE PUCK LIGHT

6.6W 600
Lm

91
Lm/W

PK921-2W
2W ADJUSTABLE PUCK LIGHT

2.4W 250
Lm

104
Lm/W

PK921-4W
4W ADJUSTABLE PUCK LIGHT

4.2W 390
Lm

93
Lm/W

2
SDCM DRY90+

CRI 20°360°

27K 30K 35K 40K

Dimensions Ø3 1/4" × 5/8" H

Cut-Out 2 7/8"

In-line Connections 10 Max (2W) 
6 Max (4W)

PK923-2W
2W FIXED PUCK LIGHT

2.4W 250
Lm

104
Lm/W

PK923-4W
4W FIXED PUCK LIGHT

4.2W 390
Lm

93
Lm/W

2
SDCM DRY90+

CRI 360°

DB-CV-DC/PG-1 DC to Type-G (1-port). 2A max.

DB-CV-DC/PG-6 DC to Type-G (6-ports). 3A max.

DL-PS-EXT48 48" Extension Cable

DL-PS-EXT96 96" Extension Cable

DL-PS-2Y 2Y Splitter

DL-PS-3Y 3Y Splitter
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